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PREFACE. 



The science of roadmaking was revised by Mr. Clemens Herschel 
in 1877, and the paper of Mr. Edward P. North was presented to the 
American Society of Civil Engineers in 1879. To the one was awarded 
the First Prize of the State Board of Agriculture of Massachusetts, and to 
the other the Norman Gold Medal pf die American Society 6! Civil 'Engi- 
neers. Though considerable advance in processes and machines has 
been made since these dates, these two r papers still contain more con- 
densed and valuable information on a subject now attracting wide-spread 
attention than any similar publication of which we have knowledge. 
Literature on the actual detail of road-making is scarce and fragmentary ; 
and it is with the hope that these two otherwise practically inaccessible 
papers may prove profitable reading to engineer^ 'djod Others interested in 
ruad-making that they are now reprinted. 
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INTRODUCTION. 



This treatise was written in answer to the printed circular of a 

« 

Committee of the Board of Agriculture, calling for ** treatises 
upon the science of road making, and the best methods of superin- 
tending the construction and repair of public roads in this Com- 
monwealth.** 

This circular was issued about the middle of December, and as 
the time for writing and sending in the called-for essays was limi- 
ted to January 28, the writer has thought it best, no specific char- 
acter being prescribed for the treatises* to aittempt to write one 
suitable to be so called from the stand-point of the public^ rather 
than from that of the civil engineer, and, giving results rather than 
the methods of arriving at them, to be as concise as possible. 



Thk SciKNCK OF Road Making. 

Starting, then, with the first of the two subjects mentioned in 
the circular, — the science of road making, we can divide this into 
three periods: i. Laying out a road ; 2. making the road-bed, 
which includes all earthworks, cutting and filling, culverts, drains, 
bridges, e^eti ttinnels, etc.; and 3. the making of the road surface; 

•A Fint Prhe Trestiie swmtdtd to the Author by the State BoArd of Acjicul. 
lure, off Massachnsettt. 
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to which, not improperly might be added, ^ keeping the road in 
repair. 

Laying out a Road. 

The considerations which determine the best location of a road, 
are those arising from the nature of the travel it is proposed to 
accommodate; that is, from the admissible grades, radii of curves, 
etc. Given two points it b desired to connect, with no intermedi- 
ate point where the road is to touch, that route is the best which 
will cost least to build and maintain, the grades and curves being 
kept within bounds; and to find this location constitutes the whole 
problem of the engineer. 

In older .countries, where trade and manufactures are more 
settled and unchanging than in the United States, the probable 
future travel upon a road about to be laid out and built, forms a 
material element in the data that govern its alignment and grades. 
A very able and clever article upon this subject may be found in the 
Journal of the Society of Civil Engineers and Architects at Han- 
over,** for the year 1069, and also in pamphlet form. It is in the 
German language, written by Launhardt, Superintendent of High- 
ways (and a civil engineer) in the Hanoverian provinces. 

The Romans built all of their roads in perfectly straight lines, 
up hill and down, at a very great expense, as being absolutely the 
shortest distance between two points. At a later period in history, 
it was argued that a road must be winding to be agreeable, and 
many were so built only for this reason. The modem road- 
builder or engineer in general, ignores any such considerations, and 
has for his aim only to achieve the most, at the least present and 
future expense. 

As regards curves in roads in a hilly or mountainous district, 
we have then the rules never to make a smaller radius than ao feet, 
and that only in extraordinary cases. On roads where long log- 
ging or other wagons may be expected, the smallest radius ought 
to be 50 or 60 feet; and, in general, 40-45 feet is none too much. 

A rule sometimes followed in constructing mountain roads, b, 
where the inclination is i or 2 in a hundred,! heavy teams require 

t In describing grades, the first figure gives the vertical height which is ascended 
in a horizontal diBtanoe given by the second figure. Both figures most of ooniw 
ba tidcen to refer to the same unit of length, thos : 100 feet in iflo feet* 100 inefaes 
in 120 inches, or 100 miles in 120 miles, all express the same inclination to a level 
plane, and are more general in their application than the wa|ra of 
lA so many inohesio the foot, or feet m one mile, etc, etc. 
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40w''«iid liffbt onei jow' radius; with a grade of a or 3 in a hundred, 

heayj teams require 65/ and light ones 50.' ra- 
dius. Where a reverse curve [shaped like the 
letter S] occurs, there should be a straight piece 
connecting the two curves [Fig. 
!•] On the contrary, where the 
two curves to be connected are 
concave in the same direction, the 
*^**' •• connecting link should be curved . 

also, and not straight, [Fig. J.] On the length 
of the curves the g^de should be made easier 
than on the parts of the road immediately ad- ^'' 

joining. 

As regards grades, to start with mountain paths, we find pedes- 
trians able to walk up an inclination of 100 in lao; mules, ponies, 
etc, 100 in 173. For roads, Telford's rule was, that for horses 
attached to ordinary vehicles to trot up a hill rising 3 in xoo, was 
equal to walking up one of a 5 in a 100 grade. 
Experiments have shown that — 

I. On a road falllhg J in a hundred, vehicles would run down 
of themselves. 

a. On the same kind of road, but having an inclination of 4 
in a hundred, light vehicles had to be held back lightly, loaded ones 
with considerable force. 

3. On a road having a fall of 5^ in a hundred, light veliicles 
had to b^ held back with considerable force, or if a brake was 
applied they had to be pulled, whereas heavy or loaded vehicles 
had to be braked to keep the horses from being speedily exhausted. 
On inclinations steeper than 5 in a hundred, the rainwater run- 
ning down the road is apt to do some damage to the road surface. 

The regulations of different countries having a long experience 
in road building, such as France, Prussia, Baden, etc., vaxy some- 
what, but the following is the general result: 

In treating of roads, it often renders the subject much clearer, 
to divide them into three classes : first, second, and third class roads, 
or, as we might also say, state, county and town roads. Accepting 
this nomenclature, we have this: for first-class or state roads, the 
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giraltest indination should not exceed 3-5 in a htihdiM; m»Md-diA 
or county roads, 5-7 in a hundred; third-clasi or toWn roads, 7-10 
in a hundred. A road rising to in a hundred » not supposed ever 
to have any heavy teams upon it. In ascending a hiU it is well and 
proper to decrease the grade as the top is reached, and in the same 
measure as the horses get tired. Thus, if a first-class road starts 
up hill with a grade of 4^ per hundred, it shotild gradually dimin- 
ish to 4 and 3}^ in a hundred, and end near the top with a grade of 
3 in a hundred. 

Launhardt, the superintendent of highways, and engineer, nvfen- 
tioned in the previous note, has a valuahle aitide on the subject 
of the best grades for highways, in the Engineering journal there 
mentioned, for the year 1867; re-printed also in pamphlet form. 
He shows in this article that, according to the received formula 
that eitpresses the relations between the tractive fbrce, the velocity 
in feet per second, and the dailv working hours that go to pro- 
duce the maximum amount of work that can be got out of a 
draught-horse, a uniform grade between any two points, es^cept 
perhaps in curves, and, if desired, for resting places, is the grade that 
tends to enable the horse or other draught animal to produce the 
most work per diem. 

If a grade of 4 or 5 in a hundred must needs be kept up for 
some distance, then it is well to have resting places 40 or 50 feet 
long, having a grade of only i^ or two in a hundred, in the 
line of the road at proper intervals. An expedient adopted by Tel- 
ford, the eminent English engineer, in order to avoid making a 
piece of road a mile long, on a less grade than 5 in a hundred, on 
account of the increased cost this would have occasioned, and yet 
not have this part of the road too much more tiresome for the 
horses than the rest, was to make the road-surface on this mile of a 
much better quality than on the remainder; the additional cost 
required for the improved road-bed amounting to only about one- 
half of what it would have cost to reduje the grade to say 4 in a 
hundred, as will be again referred to under the head of trackways. 
In sharp curves the grade should be only i or 2 in a hundred or 
level. 

The following table gives the effects of various gmdes on the 
amount a horse can pull, and is based on calling the load a horse 
will pull on a level, one: — 
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I 
I 
I 
1 
I 
1 
I 
I 



Meil, <M'« f^(Lt of 1:106, m faorse cii!n pull 0.90 

90, •• •• 0.81 

44, " •• 0.75 

40, •• •• a72 

30, ■ " •' 0.64 

26. •* " a54 

S4> " " 0.50 

30, •• *• 0^0 

10, •• •• 0.25 

To determine whether it is most advisable to go over or around 
a hill, all other considerations being equal, we have this rule: Call 
the difference between the distance around on a level and that over 
the hill , <^ the distance around being taken as the greatest, and call 
i, the height of the hill. 

Theit in case of a first class road, we go round when d is less 
tihan 16 h. 

And in case of a second class road, we go around when d ifc less 
than 10 h. 

When the height of a necessary embankment gets to be more 
than 60 or 65 feet, a bridge or viaduct vrill b6 found cheaper, and 
th^ same measure, 60 feet, applies in case of tunnels, they being 
ch^per at that depth than open cuttings. 

Under the head of laying out roads, something should be said 
of their width. Speaking only of such roads as are not apt to turn 
into streets from their proximity to towns and cities, it is well not 
to make them too broad, for the less the width, the less the cost of 
constniction and maintenance, and a good 23 feet road is much bet- 
ter than a poor one 40 or more feet wide. Each rod (16^ feet) in 
v^idth adds two acres per mile to the road. An agreeable form of 
road is to have on each, or on one side of the same, a strip 5 or 6 feet 
wide, sodded, and then a sidewalk equal in width to one-eighth the 
^idth of the roadway. The intefvening strip above mentioned, is 
planted with trees and at intervals of 200-250 feet furnishes storage 
places, 30 or 40 long, for the materials used in the road repairs. 
The width of first, second and third class roadways may be given 
as 26, iZ% and 13 feet, with a tendency 'during the last ten years 
tb haVe none, except in the vicinity of cities, wider than 24 feet, 

• 

and the rest correspondingly narrower. In view of the changes 

constantly going on in this country in the value and settlement of 
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land, it would probably be well always to lay out a road 50 or te 
feet wide, but to build the road proper of the width* abov« indi- 
cated. 

With all these rules and data in mind, the real work of actu- 
ally laying out the road on the ground and on a map is next in 
order, and this comes so entirely within the province of the dvil 
engineer, and is a matter requiring so much explanation and study, 
that it cannot well be introduced within the limits of this treatise. 
It is in this part of the work that a little skill and labor well spent 
may be productive of very great saving in the cost of the whole 
work and it should not be left to the inexperienced or unskilful.* 

Making thb Road-bed. 

Under this head, are included, earthworks, drains, pulverts, 
bridges, stay walls, etc., etc., all matters requiring a special kind of 
skill to construct properly. The writer believes it impracticable to 
write a book which shall at once be interesting to and therefore 
valued by the public, and of value to the professional man, and 
thinks an attempt so to do results always in a failure in both direc- 
tions. True to the determination expressed in the introduction, he. 
proposes, therefore, to treat under this head mainly with those parts 
of the subject in which the public at large is most interested, for 
example, the data for the cost of earthworks, general information 
relating to drainage, bridges, etc. 

* Gillespie, in his treatise on "Roads and Railroads," ghpcs two forctbk 
instances of the amount those roads which miaht properly be called ekoMct roads^ 
can be improved by a road -maker of skill and understandina* An old road in 
Anglesea, England, rose and fell, between its two extremetaes, twenty-fbar milei 
apart, a total i^rpendicular amount of 3,540 feet ; while a new road, laid out by 
Telford between the same points, rose and fell only 2,857 ^^^ \ so thst 1,883 feet 
of perpendicular height is niow done away with, whidi every horse passing over the 
road had previously been obliged to ascend and descend with its load. The new 
road is besides two miles shorter. The other case is that of a plank-road built ia 
the State of New York between the villages of Cazenovia and Chittenango* Both 
these villages are situated on Chittenango Creek, the former being eight -hundred 
feet higher than the latter. The most &vel common voad between theat villages, 
rose, however, more than 1,800 feet in going from Chittenango, to Caxenovia, 
and rises more than four hundred feet in going from Cazenovia to Chittenango in 
spite of this latter place being eight hundrol feet lower. That is, it rises four knn« 
dred feet where there should be a continual descent. The line of the plank- road 
laid ont by George Geddes, civil engineer, ascends only the necessary eight hundred 
feet in one direction, and has no ascents in the other, with two or three trifling 
exceptions of a few feet in all, admitted in order tD save expense. The scenes c7 
similar possible improvements are scattei«d all over this and the rest of the States ; 
and these facts are still more or equally to be borne in mind in laying out new roads, 
wheie the ounce of prevention mMy take the place of the pound of cute. 
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Earthworks. 

The basis of all values is the daily wages of a common uiiskiiled 
laborer, and in the data given below, this- figure, whatever it is from 
time to dme and in various places, must be taken as unity, or the 
standard measure. 

The cost of earthworks may be divided into three parti-^i) cost 
of loosening the earth, (2) cost of transport, and (3) cost of forming 
the transported earth into the desired shape. The cost of the first 
part depends materially on the kind of earth to be handled* The 
cost of the second, mainly on the distance the earth is to be moved. 

We find by experience, that in digging and loading or throwing 
5-10 feet horizontally with a shovel, we obtain for different mate- 
rials the results of the table on the next page. 

Transport op Earth. 

Throwing with a shovel. — This is to be done only from 5-1 a 
feet in distance or from 5-6 feet vertically. To throw 5 &et verti- 
cally, costs as much as la feet horizontally, that is to say, if 30 feet 
horizontally cost per cubic yard, one day's wages divided by 84 
the same distance vertically will cost about 2^ times as much, or 
more exadtly, one day's wages divided by 3.5, whence is seen the 
economy of using windlasses, etc, instead of ^ stages,** f in shovel- 
ing earth vertically. The table g^ves the cost of shovelling earth 
certain distances, expressed in the number of cubic yards a laborer's 
day's wages will pay for. 
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Wheelbarrows. — The usual distance of transport $mtal>lpjfpr Urn 
use of wheelbarrpws v^ loo-apo feet In exceptional cc^^e^ it fOAy \^ 
more, but perhaps never above 500 feet and then onl^ formpde- 
rtite quantities. In going up hill, the greatest inclination.b tp b^ |iot 
more than i m 10, and a man can push only 9^ as much on this in- 
clination as on a level. 3 feet vertical transport costs ^ ouiqh as 
90- 100 horizontally. Whenever possible, planks should be laid for 
the wheel-barrows to run on. The best timber for this purpose is 
beechwood and the cost of keeping such planks is only about ^ or 
^ per. cent, of the cost of transport per cubic yard. 
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Pa.tjc.ht FQtii^A»i^ R, aii.ro Ap jkiv Hanp-Cau^. 
Th^ise fa#¥e liUeijr b«W bitroduced in this country, ,a;Dd /ippc^ ^ 
be coming into general use iind fiivon The company owning this 
improve^ient, as. it seems to have a right to be called, claini, that by 
means of their track and cars, which can be used everywhere that a 
wbeel-barrow or a horse-cart . can go, and in a great many places 
where these vehicles cannot go, they affect a very large saviitjg, as 
much in spme cases as |- of the cost by the other means of transport 
Th^re are no data published as yet to make tables from, similar 
to the foregoiujg; from the company's pamphlet, however, one given 
case which occured on Stateh Island in 1867, may be analysed and 
tabulated as follows: — 
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Distance of transport, in feet, . . . ' ■ e^ 

Number of trips per day often hours, with one man at 

two cars, and two to load, ..... 150 

Contents of car in cubic fcet, . , . . , 11.34 

Number of cubic yards which can be transponed at the 

cost of one laborer's day's wages, ... 60 

Ohe-Horsh Casts. 

The table for this kind of transport may be atata) i^eat m fbt 
lows. 1 foot vertical costs as much as 14 horizontal. 



3.aw, 
s.s<>a 
j.ooa 




Ox-cart transport is 10 or 12 per cent cheaper than the above, but 
takes more time. 

Other methods of transport, such as horses or engines on tem- 
porary tracks, would hardly ever be applied to road-building, but 
belong more properly under the head of railroad construction. 
Shrink AOB. 

In calculating the cost of earthworks, the so-called shrinkage of 
eaith must not be overlooked. Earth occupies on the average ^ 
less space in embankment than it did in its natural state, ipo cubic 
yards, shrinking into 90. Rock on the contrary, occupies more 
space when broken, its bulk increaang by about one-half. 

The shrinkage of gravelly earth and sand may be taken at 8, of 
clay 10, loam la, surface «otl 15, aadof*'puddled**day aspercent. 
The increase of bulk ofrock is40 to 6opercenL ... 
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To make nse of all these data in calculating the probable cost of a 
piece of road, there are of course still wanting the equally essential 
factors which give the number of cubic yards to be dug and moved 
and the distance of transport. These are got from the plan, profile 
and cross-sections of the proposed work, an engineer's knowledge 
being requisite to make the necessary drawings and calculations. 

Drains and CuLVBRxa. 

The drainage of roads is of two kinds, surface and sub-drain- 
age. The first provides for a speedy removal of the rain-fall on 
the surface of the road and the cutting and embankments on which 
it is carried; the second, f<»r the removal of that part of the rain- 
fall which nevertheless does penetrate into the body of the road- 
covering. With a perfect sub-drainage the winter's frost, having no 
water to act upon within the body of the road, is robbed of its great 
power to destroy the same, and it also prevents the road-surface from 
becoming soaked and thence destroyed in the summer. The need 
of surface drainage is self-evident. This last named is to be pro- 
vided for at this stage of the building of the road, the sub-drainage be- 
ing more properly apart of the building of the road-covering or top. 
For this purpose ditches, one on each side generally, are absolutely 
necessary, both when the road is on a level with the surrounding 
tountry and when it is in a cutting. They may become necessary 
also in the case of embankments : for example, when an embankment 
is built across wet ground. . Where these side ditches cross under 
the embankment we have a culvert: alsowhenever any small valley, 
having a constant or intermittent stream of water, iA crossed by such 
an embankment. It is very bad policy to make such culverts of 
wood, unless indeed they are so situated as to be constantly under 
water; the cost of replacing them after the embankment and road 
has been btiilt over them is disproportionately great. They should 
be made of stone, or brick; lately vitrified stone-ware, or cement 
drain-pipe, oval or egg-shaped, has been used to advantage in their 

-' Ati dltohes, dnuns and culverts should hare a fall throughout 

-fHitr lintfre.1^igth. Their size will depend oa the amount of water 

mi^yvii9^te«kpecledi«0c«(rf3fv and this again^eatbA raia-fiiU. that 

nay occur on the area which they drain. Extn^jrdinary showers 
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have occurred of 2 inches in half an hour but only over a Yc;ry linuted 
area, and 3 inches in an hour may be taken as a large allQwanoe. 
This is the basis of the Central Park drainage calculations, and is 
larger than usually taken, none too large however for safety. 

The determination of the proper width and height of culverts, 
that will enable them to pass the requisite quantity of water yvith- 
out damming it up, is a question in practical hydraulics, easily enough 
settled, in cases of doubt, by the proper gauging^ and observations 
made upon the spot, but which is answered only in a very crude 
and imperfect manner by any general rules that may be given. 
And yet it may prove a very important question at times. There 
18 now (iii77) pending in Massachusetts, a suit for damages, that may 
involve claims to the amount of rising half a million dollars, in whicn 
one great centre of attraction is nothing but a simple railroad culvert, 
and the question: Was it as large as it ought to have been? aod the 
writer passes every dav, when at home, by a culvert, which for some 
150 or 200 years has dammed the waters of a brook back about 3 
miles, from i ft. to say 20 in. at the culvert vertically, and done this 
right along two or three times per anntim, and at the present time 
it contributes in this manner, more than its proper share towards the 
flooding pf about 500 cellars. These two cases may serve to call 
attention to the gpreat damage that may accrue from making culverts 
too small, and to show whence comob the rule: in cases of doubt, 
make the culvert plenty large enough. The folloyring rough ana 
approximate rules for oetermining the quantity of water that a cul- 
vert will be called upon to pass through it, are taken from a Ger- 
man pocket-book for road engineers. Compute the cul^ &et pet 
second from the drainage area that lies above the culvert, and, fo) 
the different lengths of valley from the corresponding rain-falU 
per hour. (The rain-fall b given in inches per hour, iiistead of in 
decimals of a foot per second, only for the purpose of avoiding tbe 
printing of long dfictmaU). 



2.5 or less, I.S 

a.5to5. o^JJ 

$. • 7.$ 0.4J 

7.5 "10: o.j& 

to..prmK«, f».IS 

As culverts grow larger and wider with the amount of W9^r.t|i0| 
,ar« to pass, under the road, they develope filially i^to 

Bridgm. 
Bridge-buUding is a lifers study, taken by itself, aodlJlhli^iMAf 
^ila parts it is not half appreciated and knawn aa jret wnong^tlu^pc^ 
Be. Frominenft among these is beai^j of design apd Jjjljtelftf^fti 
}0 ifU sumatim^ Tjiere is ptdfi^ Mliiiag d«B.|iifS^p^ J^ 



THB SCIBNCB OF ROAD MAKING, \^ 

much improve the appearance and attractiveness of a road as a 
beautiful bridge. So also in cities we find that a street will of its 
own accord, seemingly, improve in appearance, when a good and 
handsome bridge has been erected on its line, the owners and build- 
ers of the adjoining buildings taking the bridge for their pattern and 
model. Nor must it be supposed that a handsome bridge must ne- 
cessarily cost more than an inappropriate or homely, uncouth struct- 
ure ; it need never be the case. Very ofben the chief beauty of a struct- 
ure lies in the fact of its carrying the most with the least expenditure of 
materiaL No one bridge is proper in every situation, and herein 
many mistakes are made. The correct way to build a good bridge, 
is the same or a similar way to that followed in first-class buildings, 
namely, to have plans drawn for the same and receive estimates 
and offers to build according to these plans. It is not well to allow 
the offices of designer, superintendent and contractor to be united in 
one person or firm, and is expecting too much from human nature. 

Making thb Road Surface. 

There are two subordinate kinds of road surfiEu:e, if the term road 
can properly be applied to them, namely, that of foot and riding 
paths; these may be disposed of first, before proceeding to the more 
important consideration of the road surfaces proper, those used by 
vehicles of all descriptions. 

Pootfaths* — -For the surface of a foot path little solidity is ne- 
cessary, except in dty sidewalks^ which are not supposed fo be treat- 
ed of here, but we do need a material that shall become and stay 
compact soon after it is laid. Coarse sand, screened gravel, stone 
chips and dnst, make good paths; should these materials be too free 
ftovci any earth or day, a little of the same may often be added to 
advantage to act as a binding material. Wherever the ground un- 
derneath the surfadng is not porous or likely to remain porous 
enough to let all the water that may soak through drain away, a 
layer of such porous material must be filled up before the top sur- 
face is put on. Oyster shells, or large stone chips, gravel stones 
or pebbles, etc., make a good foundation of this sort. The top cover- 
ing should have a slope, best in both directions from the centre of 
the path towards each side of about i in i6; the thickness of the 
foundation course to be 3 to 5, and tzmt of the top 3 to 4 inches. 
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No gravel path, or side-walk, will afford good walking at the 
season of the year when the frost is coming out of the ground. 
Carting on more eravel is in vain; it is often no better than mere 
foolishness. If village communities will get this idea firmly into 
their minds, and, instead of a fruitless struggle against the laws of 
nature and of gravel, will build stone screening sidewalks ivith a 
goad foundation course underneath, as above described, or else some 
sort of hard sidewalk covering, they will savq themselves much ex- 
pense, many muddy feet, and no small amount of consequent and 
annual discontent, not to say profanity and ill feeling. 

Heavy rolling and wetting down will save much time in finish- 
ing the whole process; the roller should be used unsparingly and 
throughout the whole construction of the path, on the foundation, 
as well as on the top. 

Rtding'Paihs. — From the nature of the travel these are intend- 
ed to acommodate, their surface must be of a peculiar kind. Inas- 
much as a horse, in galloping, tends to throw the soil he treads on 
backwards with his hoofs, the surface must be kept somewhat 
loose and soft to make riding on it easy and agreeable. 

This requirement makes it impossible to have any slope on the 
surface (the loose material would wash away if there were any), and 
hence we must rely here wholly on sub-drainage, and not attempt 
any surface drainage. The top is made of coarse sand, free from 
clay or other binding material, laid on two and one-half to three 
and one-half inches thick, and spread out level. Under this is a 
solid foundation, about four inches thick, made of coarse gravel and 
clay, and having a slope of about i : 20, so that the water will run 
off along its top surface to either side, where it must further be dis- 
posed of by drains or ditches. In case of riding paths too wide to be 
so simply built, the sketch shows the method to be used. The 




foundation is made in several slopes, at the lowest parts of which 
are placed drains, running in the direcdon of the path, but commu- 
nicating from time to time with the sides of ditches or drains. 
Should, however, the ground underneath be porous enough, the 
drains may be dispensed with; and if in their stead holes be dug 
along the lowest lines, marked 0, a, and these filled with large 
stone, the water will, through them, drain away into the ground. 
Roads. — To make a good road surface is a very simple operation 
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after it k only once understood, and, the fundamental principW 
thereof once comprehended, they can hardly be forgotten. Every- 
thing connected with the construction, the use and mainten since of 
roads, was, in times past, before the invention of railways, the sub- 
ject of exact observations and experiments, many and varied in char- 
acter. 

Old engineering works that treat of road-making are on this 
account excellent reading upon this subject at the present day. 
Upon road construction no less than upon the need of better road- 
legislation. Some, perhaps the most of the evils we suffer, in the 
shape of bad common roads, are merely the result, the necessary 
consequence of our bad systems of common road management, 
which are derived from our antiquated legislation upon that sub- 
ject. Legislation of thiskind has changed but little in a hundred 
years, and is producing the same evils to-day, that it did a hundred 
years ago. Hence it is explainable, that the complaints concerning 
bad roads, and bad road management which we read in books of 
fifty and of sixty years ago, sound to our astonished ears as though 
they had been written but yesterday. On this subject may be 
consulted: The life of Telford, the great English road builder, 
who died some fifly years ago, (also among " The Lives of the 
Engineers,'' by Samuel Smiles), '* A treatise on Roads," by Sir H. 
Pamell, 1833, and other works of former date. 

Besides this, we have the results of a great number of years of 
experience in older countries, and there would seem to be little to 
invent, but much to learn, in this branch of construction. Though 
less progressive than other branches, there are nevertheless im- 
provements in road-making, especially in road-making machinery 
and tools; and no treatise on this or any other living subject can be 
considered complete in a very few years after it is written. 

Ancient roads were made with a surface as nearly resembling the 
solid rock as possible. So, in China, roads were made of huge 
granite-blocks laid on immovable foundations. In time these be- 
came worn with ruts, especially in the joints or seams of the stones, 
and the surface generally so smooth that animals could hardly 
stand, far less trot on it. They are now for the most part deserted, 
and left to be covered by land-slides, etc., to one aide of the new 
roads of travel. 

The invention of McAdam consisted in having no large stone at 
all on the roadway, but having it all pounded into fragments and 
spread over the road-bed. This has, without fear of efficient con- 
tradiction or shadow of doubt, been proved by trial to be a worth- 
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lets proceeding, though at one time popular, and even now too 
often done, either from ignorance or laziness. The separate frag- 
ments of stone, have no bond among themselves, are liaMe ^q tink 
into the underlying ground or road-bed, evenly or unevenly as ^ 
may chance, more in one place than another, and thus never come 
to rest or to an even top surface. Between these two extremes of 
an ancient Chinese solid rock road and that of McAdam, lies the 
true principle of road-making, which consists in giving every road 
two component parts; one, — the foundation, — to be solid, un3rield- 
ing, porous, and of large material ; the other^the top surface — ^to 
be made up of lighter material, and to be made to bind compactly 
and evenly over the rough foundation. This constitutes the whole 
principle to be followed; and let it be repeated, that to dump the 
road material directly on the ground, without first preparing a 
foundation for it, as is so frequently done, is a waste of time, labor 
and materials, by no possibility resulting in a good road. On this 
one fundamental idea, which is nevev abandoned, however, there 
are a number of variations. Besides these roads, whose character- 
istic is the foundation they are all built on, we have paved roads, or 
pavements, of a great many kinds, and roads with trackways, also 
of various kinds. 

Foundation Roads. 

The roads of this kind, with macadam for the top surface, are 
caUed Telford roads by English writers, from Telford, who first 
built them in England. The Central Park ^ gravel roads ** belong 
under this head, gravel taking the place of the macadam of the Tel- 
ford roads. These foundation roads are of far greater importance 
than any other kind for State, county or town roads, also for parks 
and driveways. The top surface of all these roads must have a 
certain inclination, to cause efficient surface drainage. Various 
authorities give various rules for the amount of this inclination or 
side-slope. It would seem just that it should depend on the nature 
of the top covering, being less for more solid than for looser or 
softer materials, and also on the grade of the road. 

In Baden, one of the smaller German States, but which is 
worthy to be taken as a model in matters of road-building, and in 
Franco, the rise at the centre is given as -^^ of the width of the 
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fMd, according to the nature of the material ; that is, inclinations of 
I in 30, and i in 30. The rules in Prussia prescribe inclinations of 
I in 34 for roads falling more than 4 in a hundred ; i in 18 for roads 
on a grade of between 2 and 4 in a hundred; and i in 13 fbr those 
on a grade of less than a in a hundred. When first built, the cen- 
tre should be made some four inches too high, to allow for after 
setding. 

3fac4idam Tof, ^Tht cross-section of such a road is about as 

drawn; ^""^^^^/^/gg/^ggt/mim^^l^tmmmmmmmmmmmJir^" *^^ 
thickness of the foundation ^=a, the thickness of the top covering 
at the centre, and is six, four or five and three and one-half inches 
in thickness for first, second and third class roads. If the stone for 
the foundation — for which most anything will do, and that kind 
should be taken which is cheapest to procure — happens to be got 
out cheapest in larger pieces than the above dimensions, it will do 
no harm. This foundation course is sometimes set so as to present 
an inclination on top, and the cover then put on of a, uniform thick- 
ness over the whole breadth. This is perhaps best, but is some- 
what more expensive* It will do, in nearly all cases, to set the 
foundation course on a level, or as near so as the stones will allow, 
and then make the top crowning, by making the covering say 
ttiree-quarters of an inch or an inch less thick at the edges than in 
tfie centre* The stones forming the foundation should not be set 
m rows, nor ever laid on their flat sides, but set up on edge and 
made to break joints as much as possible; that is, set up irregularly. 
After they are set up, the points that project above the general level 
may be broken off, and the interstices generally filled with small 
stone. More or less care and work are necessary in this part of 
the operation, according to the importance of the road and the 
depth and character of the material used for the top covering. To 
roll the road at ttiis stage is to be recommended ; afterwards it be- 
comes a requisite. The point never to be lost sight of, is that this 
foundation course must remain porous, must be pervious to water, 
so that all rain-water that shall soak through the top covering w91 
And, through it, means of escape to the ground underneath; thence, 
according to the nature of the subsoil, it is left either to soak into 
ttie ground, or mutt be further led away by appropriate drains. 
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OC f«ry gn»t importance is tho maicrial used for. the top Of 
road coyering. lo the order of thur value, for macadam, we ba**. 
I. Basalt. 
II. Syenite and Granit*. 

III. Limestones. 

IV. Sandatonaa. 

It will be evident, that a much greater quantity of the toA 
ttonw would be required to repair a certain road, than of a harder 
kind, and on a road lying out of the way of a hard stone quarry or 
deposit, the question will arise which is cheapest, to pay more for 
the raw material and get good stock, or pay less and use the 
worse? There have been some interesting results in places where 
this matter has been the subject of experiment, continued for a 
number of years. Thus, on a road in Baden which was formerly 
macadamized with rock costing only fifty cents per cubic yard, U 
Fio. s- Pbm»kctivc View of Nbw Pattsbn CausHaa. 



WM finally found cheaper, to take harder rock from a distaiua 
costing one dollar and seventy-eight cents per cubic yard, the wt* 
ing being both in less quantity of material used and lees leAor i». 
quired in repairs. Just where the limit is, must be found in eadi 
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D} long continued experiment, which is well worth the trouble 
to maice, both to save expense and also to have the best possible 
road, the harder material making a road better at all times, at the 
same or less cost. After the right kind has been determined, none 
other should be mixed with it, and should any inferior piece acci- 
dentally or designedly get into the stock to be broken up, it should 
be picked out and thrown aside. The stone is broken up into 
macadam, either by hand or machinery. Wherever any consider- 
able quantity of macadam is in present or future demand, a stone- 
breaker is certainly a saving over hand-labor, though it is difficult 
to draw a line exactly, where hand-labor or machine labor is 
cheapest. Probably no town that pretends to keep thirty or forty 
miles of road in good repair, ought to be without one of these labor- 
saving machines. Those most in use are made by the Blake Crusher 
Co., of New Haven, Conn., and the following is taken from their 
circular. 

Their machine has been patented in the United States and in 
several foreign countries, and is now in use in almost every coun- 
try on the globe. It is simple and compact, and being complete in 
itself, requires no extraneous support or fixtures. Two patterns of 
the machine are now sold : the old, or ** Lever Pattern,*' and the 
new, or " Eccentric Pattern." The figures, and following descrip- 
tion, refer to tlie last named machine. Fig. 5, is a perspective view 
of the machine, entire. The frame which receives and supports all 
the other parts, is cast in one piece, with feet to stand on the floor or 
on timbers. These feet are provided with holes for bolts, by which 
it may be fastened down if desired; but this is unnecessary, as its 
own weight gives it all the stability it requires. The flywheels 
are on a shaft which has its bearings on the frame, and which be- 
tween these bearings, is formed into a short crank. On the same 
shafl is a pulley, to receive a belt from a steam-engine or other 
driver. 

Figure 6 shows a side view or elevation of the parts in the 
machine in place as they are presented to view through the side 
of the frame. The circle D, is a section ot the fly-wheel shaft, 
which should make from 225 to 250 revolutions per minute. 
The circle around D is a section of the eccentric. F is a pit- 
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msn or connecting rod, which connects the eccentric with the tog- 
gles Gf G, which have their bearings, forming an elbow or togglt 
joint H, is the fixed jaw; this is bedded in zinc against the 
ends of the frame ^ inch thick. P, P, ore chilled plates against 
which the stone is crushed; when worn at the lower end they can 
be inverted, and thus present a new wearing surface. The cheeks 
I, I, fit in recesses on each side, and hold the plates in pi. tee; by 
changing the position of the cheeks from right to \tH, when worn, 
both will have a new surface. J, is the movable jaw; this is sup- 
ported round the bar of iron K, which passes freely through it, and 
forms the pivot upon which it vibrates. L, ia a spring of India 
rubber, which is compressed by the forward movement of the jaw, 



and aids its return. M, M, are bolt holes. B, b the fly wheel. C, 
is the driving pulley. Every revolution of the crank causes the 
lower end of the movable jaw to advance towards the fixed jaw 
•bout one-fourth of an inch and return. Hence, if a stone be 
dropped in between the convergent faces of the jaws, it will be 
broken by the next succeeding bite; the resulting fragments will 
then fall lower down and be broken again, and so on until they 
are made small enough to pass out at the bottom. The readi- 
neu with which the hardest stones yield at once to the influence of 
this gentle and quiet movement, and melt down into small frag- 



THE SCIBNCB OF ROAD MAKJNC, 



mentSi sarpiwes and tstonitliet every one who witnesses the open- 
tkm of the madiine* 

It will be seen Aat the ditftence bet w een the jaws et the bottom 
limits die sise of the fragments. This distance, and consequently 
the sice of ^e fragments, may be regulated at pleasure. A varia* 
tion to the extent of fths of an inch may be made by turning the 
screw-nut W, which raises or lowers the wedge N, and moves the 
toggle-block O forward or back. Further variations may be made 
by substituting for the toggles 6, 6, or either of them, others that 
are longer or shorter; extra toggles of diflferent lengths being for- 
nished for this purpose. 

This madiine may be made of any size. The builders have pat- 
terns for some 13 diflbrent sizes on hand at the present day. Each 
size will break any stone, one «id of which can be entered into the 
opening between the jaws at the top. The size of the machine is 
designed by the sise of this opening; thus, if the width of the jaws 
be ten inches, and the distance between them at the top five inches, 
we call the size 10x5* '^^ following table shows the principle 
facts that relate to the sizes of machines that are used, generally, 
for the makmg of road-metal. 



N«. 



2 
•3 

5 



■ 



10X7 

15X5 
15X7 

15X9 




Six. 



*1 



4339 
4700 
5890 
6436 



I 
I 



8000 

9100 
10490 

133^ 



Length 



Bra'dth 



ft. la. 

5 %% 

87 
87 

6 5 



ft. ia. 
38 
5 o 
5 o 

5 O 



Height. 



it. in. 

4 5 

5 o 
5 o 

5 II 



DiiTlag Pnllej. 



DUoB. 



ft. la. 

3 O 

S 4 

a 4 

S 6 



iadu 

7« 

8 

9 
9 



250 
180 
z8o 
350 




6 

9 
9 
9 



I si 



il 



•900 

1035 

1125 
1234 



Nairn.— Th* amooat of pr 9 dmi depends oa the ditrince the Jaws aia eat apart, aad the 
speed. The prodoct girea ia the Table is due when Uie jaws are set i i-a hiches open at tiiy 
bottom, aad the machine ie ma at its prtptr apeed and dU^anify ftd. Bat it will also vary 
soowwhat wHh the character of the stone. Hard stone or ore t&at breaks with a snap will go 
thtOB|^ ftster tiiaa Sand stooe. 

To make good road metal from hard compact stone, the jaws 
should be set from ij^ to 1% inches apart at the bottom. For 
softer and for granular stones they may be set wider. 



36 THB SCIENCE OF ROAD MAKING. 

■ ■' ' ' ^ ■■■' - ■ I ■ ■ I !■ ■^^^^■^■^ 

A cubic yard of stone i« about one and on«-tbir<^ tone* 

In getting an engine to drive one of these Cnisherif it k nd* 
visable to have one of greater fiower than just what is stfiled in the 
table as required. It is much more economical to use 9-hor8e 
power from a la or 15 horse, than .from a nine or ten horse engine. 
The machine may be driven by any power less than that given in 
the table, yielding a product per hour smaller in the same pro* 
portion. 

iox7-~(No. a.) Will take in a stone 10 inches wide and 7 
inches thick, and is quite an effective mftchiae. It may be set to 
break to any size down to ^ inch, and can be used for the same 
purposes as the 10 x 5, but receiving pieces two inches thicker is 
preferred in many cases. It will do a good deal in the preparing 
of road metal. It is one of the most salable sizes. 

15x5 — (No. 3). This machine takes in a stone only 5 inches 
thick, but being 15 inches wide is a more effective machine than 
the 10x5, but is used for same purposes when a larger product is 
required. 

15x7 and 15x9 — (Nos. 4 and 5). These are the sizes most 
salable, and best adapted to general purposes. They are the sizes 
almost uniformly used for breaking stone for McAdam roads and 
Ballasting railroads and for concrete. They are also used exten- 
sively at smelting furnaces — also at copper and other mines, to 
take the product of the coarse breakers and reduce it to proper size 
for feeding under the stamps. 

When broken by hand and for country roads, the stones should 
be broken on the storage places already mentioned, which are to 
be established along the side of the road every 200 to 250 feet. 
The laborer is not to pound the stones on a heap of such, but to 
use one large stone as a sort of anvil to break the others on. He 
is to use a light hammer, except for pieces containing more than 
four or five cubic feet, and may use a ring with a handle attached 
to hold the stone he desires to break. 

In order that the road shall get an even surface, the macadam 
must all be of one size, and the proper size for the macadam de- 
pends on the degree of hardness of the rock. If too small, it turns 
to dust; if too large, the top will not pack even. The size is regu- 
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Uted by the use of a ring as a gauge,— every stone being obliged 
to be capable of falling through this ring in any direction it may be 
dropped. Hard stones should be one to one and a quarter, softer 
ones one and a half, and the softest two inches in diameter. Larger 
sizes give less perfect roads. In loading and otherwise handling 
macadam, a many and close-pronged pitchfork should be u^ed 
instead of a shovel, so as not to mix in any earth or sand, and so 
sift out the stone dust and chips. 

The macadam being properly prepared and .loaded «p^ it is 
spread over the foundation in two or three successive layers. 
Each layer should be rolled, but the top and last one must be 
rolled to make a good road. Nor will rolling alone do the work. 
Two other helps are needed: the use of a building material, to act 
as a cement between the broken stone, and sprinkling. It is diffi- 
cult to prescribe in words just what to use as binding material, and 
just how much to sprinkle and roll; common sense will in most 
cases be a safe enough guide. In the macadamized streets of Paris 
the rule is to roll till a single piece of macadam placed under the 
roller, will be crushed, without being pressed into the road surface. 
Gravel somewhat mixed with clay by nature, but not too much, 
is probably best as a building material. Clean coarse sand is very 
good. Other substances will do, where it would cost too much to 
procure either of the above. 

A late writer in the *^ Journal of the Society of Civil Engineers 
and Architects,*' at Hannover, calls attention to the practice in Bo- 
hemia of making foundation roads by setting first the foundation 
course, spreading a thin layer of the binding material on that, and 
the broken stone on top of this again. The subsequent rolling has 
the effect of forcing the binding material, slowlv and gradually, 
from beneath upwards into and through the broken stone. The 
writer states that he himself has tried a system of road construction 
that consists of a combination of the two methods hitherto used, 
with good results, namelv: first, a foundation course, a thin layer 
of binding material on this, then the broken stone, another thin 
layer of binding material, and then wet down and roll. 

The subject of rollers is one demanding some attention. In 

general, people are apt to over-estimate the value of a roller with 

respect to its weight. It will be evident on reflection that a roller 

should be as heavy per inch in length of roller, as a loaded wagon 

wheel is per inch of tire; or, in other words, if we have a wagon 
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with tires two and one-half inches wide and on each wheel a load 
of say one ton, the roller should weigh two-fifths ton for every 
inch in length, or a roller three feet long should weigh about four- 
teen and one-half toub, or else a wagon as above described would 
exercise more pressure on the road-bed per square inch than the 
roller, and consequently would cut into the rolled surface and pro- 
duce rats. 

The proper width of tire, or proper load upon any vehicle, for 
a given width of ,tire, is a question that occasionally attracts atten* 
tion. Bokelberg, a good German authority on the subject, in an 
article in the '^Journal of the Society of Civil Engineers and 
Architects," at Hannover, 1858, comes to the conclusion that for 
four-wheeled vehicles, upon a broken stone road, the loads should 
vary with the widths of tireB, as follows: 

WIDTH OP TIIBS. INCHSS. LOAD IN LBS. 

s to 3 5»ooo to 6^600 

3 *' 4 ^600 " 8»8oo 

4 " 5 11.000 

5 •• 6 13000 

6 •• 7 15*000 

7 and ov«r. 16,500 

Further conclusions are: that the best width of tire, measured 
when they are new, for the transportation of freight, is from four 
to seven inches; this width being best for the easy traction of the 
load no less than for a minimum wear of the road surface. To 
make the tires wider than seven inches does not diminish the force 
required to move the load, and unnecessarily increases the dead 
weight of the wagons* 

Road-rollers are of two principal kinds : those pulled by horses 

and those propelled by steam. The latter are for many reasons 

the best. In the first place they can be made as heavy as desired, 

without proportionally increasing the cost of propelling them, and 

being self-propelling, the only track they make is that of the roller, 

whereas with horse rollers, the hoof-marks of the horses are a 

great objection. Then again in the amount of work they will do 

at a certain cost, they excel horse rollers. They may be briefly 

described as a sort of locomotive mounted on three or four very 

broad and heavy wheels, these latter being the road rollers. 

An excellent pamphlet on the subject of steam road-roJlers is 
the " Report on the Economy of Maintenance and Horse-draught 
through Steam Road-rolling,*' by Frederick A. Paget, E. & N. F. 
Spon., 1870. Readable articles on the same subject are: "Steam 
Road-roller," Engineering, Oct. 4, 1867. "Faris Kind of Steam 
Road-roller,'* Engineering, May 7. 1869 "Cost of Operating 
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Steam Road-rollers/' Engineering, June 18, 1869. ^Good Steam 
Road-roller," Engineering, Jan. 14, 1870. "Economy of Steam 
Road-rolling, Engineer, April i, 1870. "How to use the Road* 
roller during alternate Thawing and Freezing," Annales des P. 
& C, 1877, p. 125. In the spring and fall on finished roads, and 
occasionally during the first construction or reconstruction of roads, 
the surface becomes sticky mud, and to roll the road at those times, 
or to travel on it, tears up the covering and spoils the whole. If 
at such times the roller be constantly sprinklea and kept wet while 
it is being used, it will shed the. mud or road covering, instead of 
tearing it up, and will consolidate the road in a very superior man- 
ner. And this method requires less water (only about one gallon 
to one and a half eallons per 100 feet of travel) than the method 
formerly used unaek* these circumstances of converting the sticky 
mud into liquid mud, by copiously wetting down the whole road. 

There are several varieties in use in France and England, and 

two at least of the English kind have been imported into this 

country, one for the New York Central park, the other for the 

Arsenal Grounds in Philadelphia. The cost of the Central Park 

steam road- roller made by Aveling Sc Porter, of Rochester, Kent, 

England, was about $5,000, set up in New York, and the amount 

of work it will do in one day at a running expense of $10, has 

been given as equal to that of a seven-ton, eight-horse road-roller 

in two days at $20 per day, or, in other words, it will do the same 

work at one quarter the running cost and in one-half the time, of 

a first-class horse road-roller. 

Since 1870 many other steam road-rollers have been bought 
by various parties in the United States. Thus there is one owned 
by Daniel &rennan, a road contractor, in Orange, N. J.; the city 
of New Haven, Conn., has run one with great success for several 
years; after many years of agitation on the subject, the city of Bos- 
ton now owns and operates a steam road-roller; and so on. 

The best horse road-roller of which the writer has any cogni- 
zance is the one shown by the annexed drawings in plan, elevation, 
and in perspective. 

(The town of Maiden, Mass., has built a horse road-roller, 
according to the plan here described.) 

It originates in Chemnitz, Germany, but can, of course be easily 

made by any machine-shop or foundry. The hollow roller is 

made of cast-iron, and is so arranged that it may be filled with 

water when it is to be used in heavy rolling; when not in use and 

about to be moved from place to place, the water is allowed to run 
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out, thus materially lessening the load. A circular cast-iron frame 
A, surrounds the roller, and carries the axle bearings of the same. 
The outside of this frame is turned to form a groove in which a 
strong wrought-iron ring is fitted in such a manner that it will 
turn easily around the former. This wrought-iron ring consists 
of two semi-circular parts, at whose junction the pole is attached 
on one side, and on the other an extension bar, carrying the bal- 
ance weight c, which may be shifted by means of the set clamp d^ 
or turned up by means of the hinge b. Pins going through the 
holes at ^, fasten this ring or allow it to be turned for the purpose 
of pulling the roller in the contrary direction, when required. 
The brake is shown 9Xf^f^ and consists of four wooden brake- 
blocks, attached by iron shoes to a bar behind them and having 
rubber packing between the shoes. The screws shown and the 
handles h^ are used to operate these brakes. The cranks m, work- 
ing the screws if, operate the scrapers /, which are used to keep 
the roller clean in muddy weather. The frame A, is made heavier 
at o^ so as to have increased weight there to balance the whole 
frame-work in turning around. The support /, and the guide 
wheel ^, might be dispensed with. A great saving in time and in 
movements hurtful to the road is effected by making the frame 
circular as described, thus allowing the roller to be turned with the 
greatest ease. The dimensions are figured on the drawing. A 
roller of this kind four and one-half feet in diameter, and three 
and one-half feet long, and weighing some four tons when empty, 
would cost perhaps $560 to $600; one 5 ft. by 3 ft. 8 in., weighing 
about five and one-quarter tons (empty,) some $700 to $750. 
LfCaving off the break, would diminish the cost about $5a 

Before leaving the subject of macadam top roads, it ought to 
be mentioned that a bed of rubble stone 10 or 12 in. deep, merely 
spread uniformly over the road-bed as a foundation, is better than 
nothing at all, but can never make the same quality of road as the 
rough paving described above. 

The following data are to be used in ec>timating the cost of the 
kind of road just described. Rough foundation paving, pieces 
5 to 6 in. long, filling up crevices and ramming the whole with 
hand rammers, costs, after the material has been brought to the 
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spot, one day's work of a common laborer for every four square 
yards, this assuming that the paver gets one and two-thirds com- 
mon laborer's wages. Same kind of paving if set in sand will 
cost one day's work of a common laborer for every two and one- 
quarter square yards. 

These figures for the cost of setting rough pavement for a 
foundation course have been objected to by an American road con- 
tractor, as entirely too high, he claiming to set 20, and even 50 
square yards to a man per day. An explanation of these different 
figures probably lies in the phrase,* *^ ramming the whole with 
hand rammers^; in the general quality of the work done, etc. 
The writer's own opinion is, that no very fine work is necessary in 
the construction of tne foundation course. Its duties are, to remain 
pervious, and not to settle unevenlv. The same contractor above 
mentioned wrote, in 1870: ^ I put down, and keep in perfect order 
for a year from the time of completion, a 12-inch road (6 to 7 inch 
foundation, 5 to 6 inch surfacing) at a distance from the quarry of 
three miles (materials exclusively quarried trap rock^, for $1.50 
per square yard; wi^es of inen average $2.25 per aay, and of 
transportation, $1.25 per cubic yard. This includes my profit." 

To make macadam by hand costs, for sizes from i J^ to i ^ in. 

of very hard rock, one day's work for every 0.6 to 044 cubic 

yards, for less hard rock, one day's wages will make 0.7 to 0.6 

cubic yards, and of soft rocks 1.76 to 1.17 cubic yards. 

In 1872 the estiinated cost of crushing stone by the Blake 
machine raneed from 30 to 60 cents per cubic yard; to crush the 
same stone bv hand, it was estimated would cost from $1.20 to 
$3.00 per cubic yard. 

To spread 14-ia cubic yaida of macadam is also about a day's 
work. 

Gravel Top. — Instead of the macadam top described in the pre- 
ceding articles, screened gravel may be used. These roads are the 
favorite ones in Central Park, New York, and are probably the 
best road there is for pleasure drives. It is a matter of some doubt 
yet whether they do as well for heavy trucking as they do for 
light vehicles. The foundation for these gravel roads should be 
the same as the rough paving for the macadam road; some pieces 
were built in Central Park having a rubble stone foundation, but 
they are not recommended by their builders. The gravel to be 
led for the top must be selected with some care; it should be of a 
bard Idn^ 9if stone, dean, that is, free from clay, etc., of the right 
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jk>r, etc. It is pat on in two layers, each rolled, and the lop one 

naade compact and firm, by spreading and mixing in ^me good 

Unding material, sprinkling and rolling. There need be no fear 

•f making a poor road by using the smoothest, most water- worn 

pebbles, free from all sand, etc^ in making a road-top. The upper 

portions of the river Rhine are remarkable for the clean, smooth 

pebbles that form its bed to a very gieat depth. These pebbles 

are dredged up and used in road-building, making an excellent 

road-covering at a small expense. There are many miles of such 

roads in Baden and in the Bavarian Rhine Provinces. 

In gravelly soil all the materials that are needed for a good 
foad are frequentl3r on the spot; they only need sorting out and 
re-laying. For tms reason a common gravel sieve oflen consti- 
tutes the principal instrument, whose judicious use will make a 
good road out of a miserable string of ruts and cobbly elevations. 
U would be only necessary to rift out and separate the soil under 
the road to a suiEcient depth, into cobbles, coarse gravel, fine 

5 A and sand; then replace them in the order named and with 
roper thickness of layers of ca<Ji; wet down and roll, and the 
: would be a good road* As regards the advisability of well 
constructing roads, the following, m>m the Bath (JSkiaine) Times^ 
of May II, 1870^ is not ^without instruction* (The Waltham roads 
therein spc4cen of are also mentioned in the extractr from a report, 
which is printed in the Appendix) : ** I will here submit a com- 
parison ot the cost of our road, with those of the town of Wal- 
tham, noted for its frood roads. Waltham has 51 miles of roads; 
the expense, including everything, of maintaining their highways, 
except sidewalks, for seven years previous to i860, was $3,357 per 
year, or %66 per mile. In 1868, with 60 miles of road, including 
probably the building of 9 miles, the cost was $6,000, or $100 per 
mile. The city of Bath has not over 32 miles of roads. The 
average cost of repairs on our roads for the three past years is 
$10,153; not including the expense of ridewalk, $317 per mile. 
At this rate, if we reduce the cost of repairs of our roads to $100 
per mile, we could afford to hire money at 7 per cent, and expend 
$100^000 upon their permanent improvement, and it would be 
vastly cheaper to do to than to continue our present system." 

Keeping Roads im Repaif\^'T\a% subject properly finds its 
place here, being a matter of skill and a thing of debate only in 
the case of what we have called foundation roads; pavements and 
trackway roads, to be considered after this, need no special direc- 
tions as regards their repair or maintenance. 

After a road has been properly rolled, and the surface made 
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compact and smooth, it should always be maintained in that con- 
ditioii, no matter how great is the amount of travel on it. ** A 
Qtitch in time saves nine;^' here as well as elsewhere. The ten- 
dency is to produce nits; these gather water; this soaks up the 
road-bed and spoils the whole. The problem can be put in this 
way: To have a good road it is necessary that there be no dust or 
mud on the same, and that there be no ruts; therefore, remove the 
dtwt and mud as fast as they are formed, and fill up the ruts as fast 
as they are made. The whole matter is here in a nut-shell. It 
may be thought, at the first view, that this is too expensive a sys- 
tem. Its principal beauty lies, however, in the fact that it coats 
less per mile of road kept one year than the pernicious system of 
annual 0t semi-annual repairs, as will be shown and proved. The 
above iwo rules — sweep off the mud and dust as fast as they are 
formed, and fill up the ruts and bad places with new material as 
fast as they appear — are all that is necessary to be carried out in 
wditT that there be continually ^ good road. Without continual 
repairs, there can be no such thing as a constantly good road — 
a proposition that cannot too often be repeated. By repairing a 
road annually, or twice a year, it matters not which, the result is, 
strictly speaking) a good road at no time during the whole year* 
The road is wretched just aiter repairs; it becomes passable after a 
while, and deteriorates from that day forward, until it is again made 
wretched; and so on, ad Jinitum^ according to the present, only 
too commonly followed system. By the other method is offered 
iia a road as smooth as a floor, year in, year out, and, let it not be 
forgotten, a/ u less expense^ 

A French engineer, named Tresaguet, was the first, in 1875, to 
call attention to this proper method of making road repairs. His 
aystem — the above described one — was adopted in Baden in the 
year 1845, and has been long in imiversal use in all the active 
£urQf>ean countries. The two tables below give, the first, the 
actual average quantity of road macadam used per mile of road in 
Saden to make the repairs in one year, and show the decrease after 
ill45. The second gives, in the first column, the cost of materials 
fad labor required to repair one league for one year according to 
the old way, — this column being calculated for the years following 
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1845 firom the coat of the preceding yqara, and allowing for tke 
kicreaaed Talue of labor and materials, — while in the second ool« 
umn we hare the actual cost, as it was with the system foUewed 
atthe time: 

Tablb I. 



YBAR. 


Cubic yards iim4 fm 

aile in oae yaarlOM- 

pjir roftds* 


i«3t. 

x*S* 

i8si. 

^•S5 , • . 

x8$6^ 

iSte. 


ai8.6 

X98.7 
137. s 

91.4 

•94 

99*4 



Tablb II. 



YBAR. 



CotT OF Bar AIRS or one Lbaoitb or Roasw 



BytTstanof 
rapain, ia 



XSSS. 

X840I1 
x84S» 

i8so» 

x8s5. 

i860. 




i.ods 
1,086 

975H 

835 A 
978H 



These figures are taken as given by the chief engineer of the 
Baden Public Works, Mr. Keller. He quaintly adds: «« These 
tables give clear evidence in favor of the reduced cost by the 
adopted system. That roads are better now than they formerly 
were, everybody knows,** Another German engineer expresses 
himself to the same effect in a little different way. ^It costs no 
more,'^ says, he, ^ to keep the roads in repairs now (1864), than it 
did twenty years 1^0, when this method (of continual repairs) was 
not in use, although labor is now three times and materials are 
twice as dear as they then were.** There seems to be no doubt of 
the superiority of the continual repair system in every respect, 
producing very much better roads, and at the same time costing 
less. It need only be tried with us to be thenceforth adopted. 



THE SCIRNCB OF ROAD MAlClNG. 35 

Row TO Rbpair Roads on thx Continuous Ststbic. 

We:si|ppp8<B t^ie material for the road covering to lie in regular 
measured heaps, all ready to he used, at the storage places, once or 

• ■ • * 

thrice ahove meptionedy as heing aoo to 250 feet apart alongside of 
the road, hut not encroaching upon it. Then for every two or 
three miles of road, a so-called road«keeper is employed to do the 
necessary work and repairs. An enumeration of 'his d^t^e^.will 
comprise at the same time an essay on the art of road repairing. 

I. The road-keeper is to remove the dust formed in dry weather 
by sweeping with a brush broom. This is done to greatest ad- 
vantage just after a slight shower. In- mnddy weatber it is essen- 
tial that the mud be removed by means of brooms or hoes. A 
little mud on the surfisce causes ruts, and much mud softens up the 
whole road surface. The mud is to be raked up in heaps alongside 
of the road, there left to dry and then carted off. To hinder as 
much as possible the formation of any mud, the surface drainage 
must remain unimpaired; should it be out of order, the water 
standing on the road is to be swept o£ To diminish the wear of 
(the road in dry time^ the road should be sprinkled.* 
[ a. Inasmuch as the covering gradually wears off^ notwithstand- 
ing all precautions, it must be renewed, and should be so renewed 
'gradually, in the same measure as it wears o£ The best time to 
.put on new road metalling is during continuous wet weather. 

3. In filling up holes, the bottom of the same is to be swept 
clean of mud, then filled up level with the remainder of the road, 
not in a heap so high above it as to obstruct travel. 

Every care should be taken to have the new material join as 
speedily as possible with the old portion of the road, and it should 
be so well laid that it will give the least possible hindrance to 
vehicles, which will then not avoid the patched places. 

4« When many ruts occur in a short distance, the deepest only 
are to be filled at first After the patching in these has become 
solid, then the rest are to be attended to. Long ruts or 



*Bowks» in his book, '*Oiir New West," menttom the case of the itefs read 
from Sacnmento to Virginia City, via Piacerrille, one hundred and fifty ail«i 
long, aad having an annaal traffic of seven or eight thousand heavy tei^^ and 
whose proprietors found that the simplest and cheapest way W keeping it m repair 
during dry weather was to sprinkle the whole of it.— one handred aad 6fty mileic 
<ol mountain road. 
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tracks ^are i^t to be filled up the whole length at. once« but onlj 
short pieces at a time. If this precaution is neglected, vehicles 
avoid such places, and new ruts are formed elsewhere. 

5. Inasmuch m more material is worn off in a dry season than 
can be put on, there are then, when wet weather comes, large 
places to be repaired. These must be mended by degrees, never 
filling up a piece larger than 8-10 x 4-7 feet at a time, and not 
having these pieces too near together; when these have become 
solid; then some more mav be fitted in and so on till the whole 
if clone 

Should it however become absolutely necessary to repair a 
piece of road in dry weather, the place where the new macadam 
is to be deposited must be loosened up with a pick, then the nevv 
material put on and a solid top formed by the judicious use of stone 
dnst or other binding material and sprinkling with water and 
pounding down with the shovel, or by what may be called " pud- 
dling** until the whole be solid. Should a frost or very dry 
weather occur immediately after macadam has been put on the 
road in wet weather so that the same will not join on the rest of 
the road surface, the whole must be removed, cleaned and returned 
to the storage heaps for future use. A layer of macadam over the 
whole road should never be put on without treating it immediately 
afterwards in the manner described above for building new roads, 
that is, mixing in binding material with the top course and rolling 
it In wet weather, or after sprinkling. 

l^he road-keeper is naturally also the person to see to the 
proper delivery on the part of the contractors, if such there be» of 
the road material in the prescribed places, and to attend to the 
measuring of the §ame. 

In short and to sum up, it is his business to keep the road in 
good order, and with proper men and surveillance the desired 
result is achieved easily and at a less cost, than by any other sys- 
tem. l^he quantity of macadam required to keep a certain length 
of road in repair varies very much ; it depends, as we have seen^ 
on the care with which the repairs are made, nkturatly also on tne 
kind of stone used and on the amount of travel ov^r road. Fox a 
width. of road = twenty feet, the avi&rage quantities required per . 
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J99T %» keep a length of ten feet in repair, on the system* of eon* 
tuMoiis repain, has been ghren as follows: 

Cubic ft. Cubic yd** 

I. Good material and hemvy traYel f 15-20 = .55-. 74 

a. Good material and medinm amomit of travel 10*15 s . 37-. 55 

3; Good material and Bslit tra^ 5-10= .iS*. 37 

4» Median material and hesTy tniTel. ••■••' ;... 20-25 = .74-. 9s 

5. Medhim material and medium amount of tniTe] 1 5-ao = . 55*< 74 

6. Medmm material and light traYel 10-15 = •37->55 

7; Hibd lale material and heavy tiavd > 95-30 =: .99-1 .01 

8. Third late material and medfann amoant of tiawl • . •• lo-as ^ •74**9a • 

9. Third rate material and light travel « •» •• 15-S0 = .55'*74 

These are the quantities as given by one authority^ but from a 

comparison with the amounts actually used during a period of ten 

years on thirty-nine roads, having very various amounts of travel 

upon them and being repaired with all kinds of road metal, it 

would seem that the foregoing figures are very ample. 

The exact relation between the quantity of road material that 
is necessary to keep a road in repairs, and the amount of travel over 
it, is still a matter of intelligent observation and discussion. The 
quantity required does not seem to be proportional solely to the 
amount of travel, even with one and the same kind of stone used 
on the same road ; as will appear also, when it is considered that 
were there no travel over the road at all, the surfacing would, nev- 
theless, wear out bv the action of the frost, the rain, etc. As 
recent an article as the ** Annales des P. and C,'' 1877, p. 226, is de- 
voted to this subject, and does net arrive at any definite general con- 
(^naioii. 

RxpAiRS OF Macadamized and much prbqubktbd Strbbts 

IN Cities. 

In this case, where the amount of travel in one day is often 
greater than that of a month or more on the town road, the system 
qf continuous repairs ceases to be the best available, on accownt of 
the incessant throng of vehicles not giving any repaired place a 
chance to become solid before it is again ploughed up and scattered. 
Thus in the city of Paris on the Boulevards, etc, the continuoiis 
system has been abandoned and the practice now is to let the street 
gradually wear down three to four inches, then close half of it 
(divVl^d'^'fore and aft") to travel, loosen it all up with picks and 
put on a layer three or four inches (best not to put on more than 
tliaijySpread a thin layer of sand over this, sprinkle and roll heavily. 
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It often happens that the men put too much of the sand on; in thflt 
case, the road, after it is ail done, is finally well waitored and tiie 
roller again passed over it a number of times. This operation 
causes the superfluous binding material to come to the surface in 
the shape of thin mud and leaves the road covering as hard and 
smooth as mosaic, making a moat excellent driveway. It emits a 
sonorous, ringing sound on being driven over and remains, clean 
and without mud throughout the heaviest rain-storms. The rolling 
of the streets in Paris, is dotte by a company owning a large num- 
ber of steam rollers; in papng them for work done, the city was 
obliged to go back to first principles for a measure of such work, it 
being found impossible to estimate correctly by the square measure 
of surface rolled to such and such a degree of hardness. The meas- 
ure adopted is that of weight multiplied into the distance it has been 
moved, or ^ feet^pounds ^' as we should say. It has been found 
from many years experience that to roll one cubic meter of maca- 
dam requires 4-5 ^ Kilometer- tonnes,** and this is true whether the 
layer of macadam be three and one-quarter or ten inches thick. 
Expressed in our measures this is 11,020-13,775 feet tons @ 3,000 
lbs. = 2.09-2.61 mile tons per cubic yard of macadam. 

The advocates of. the .steam road-roller claim, that by m^ns of 
that machine, they are enabled to make a road that will wear out 
evenly and uniformly for 4 or 5 inches, so that the operatidn of 
patching need never be resorted to. The steam road-roller can 
also be used for ^ picking '' up a road, for which purpose the roller 
is armed with sharp spikes, and is then driven over the surface to 
be *^ picked '* up. 

Pavements and Trackways. 

No essay on roads would be complete without some mention ol 
these two species of road surface, though the use of the former is 
confined principally to streets, and that of the latter is out of date. 

Pavements are either of stone, wood, iron, various concretes, as- 
phalt, and may be of still other substances. 

Stone Pavements. — The modern sizes of paving stones may be 
seen from the following cases. The Boston size is 4J^''X3Ji" 
X 7" deep; New York Belgian, d-8" X 5-6" X 6-7" deep; new 
Broadway pavement, also called Guidet pavement, 35^-4 J^ ' ' X ro- 
^^4' ' X75i-8J5^ ' ' deep. This last is laid with the long sides of the 
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Stones *acrpM the. 8ti;eet; and, as. &r a» the author's judgment goes^ 
is the best size for stone pavement there is. The Boston size is too 
small, and allows of no bond between the separate paving ^tpn^^ 
Further, the weakest part of each stone being its edge, it tollows 
that the more edges there are in a given surface of pavement, the 
speedier will it wear out, each stone becoming rounded and slippery* 
It is only the excellent workmanship and great care displayed in 
setting these stones in Boston that prevents these facts from being 
at once apparent to all. When it is added that in setting pave- 
ments, the natural soil, except it be sand or fine gravel, is in all 
cases to be excavated ia-19 inches, and then filled up 5-12 inches, 
according to the solidity of the subsoil, with clean^ coarse sand or 
fine, clean gravel, and the paving stone set in this and well ram- 
med down with hand rammers, about as much is said on tins topic 
as can be said without going into long details. 

From four and one-half to six cubic feet oi sand are required 
for every square yard of paving. In setting two different pave- 
ments, the same written rules may be exactly followed in either 
case, yet one be much better than the other, so much depends here 
upon good, careful, conscientious workmanship. 

Wooden Pavements^ — There are so many kinds of these, that it 
would be out of place to enumerate and describe them here. Their 
advantages are, less wear on tires and horses^ less noise and smooth 
traction; a disadvantage, is their aUpperinesa in the winter. There 
seems to be a sort of notion that wood pavemaiits and coal tar must 
go hand in hand; but there certainly is no necessity for this. Coal 
tar, is applied a& a preservative to the wood; but it must be acknowl- 
edged that many better ones are known and indeed are used, to the 
utter exclusion oft coal tar, in all cases where it is desired te pire- 
serve wood, except in this of wood pavements. No wood should 
be used in paving that has not been first subjected to some approv- 
ed method of preservation, or impregnation, as it is fr eq ^ c ntiy 
called. The best manner of setting the same is still a mooted poiat, 
which it would be presumptuous at present to decide. 

A valuable contribution to the subject of wooden pavement*^ k 
the report 6f the Commission appointed by the city of Boston to 
consider this subject, in 1872, City document, No. 100, 1873. '^^^ 
Commission come to the conclu&ic^ that the best way to preserve 
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the wood that is put down, is by the method called Bumettizin^^ 
after its inventor, Sir H. Burnett, of England,* in 1838. It consists 
of treating the wood to be preserved with chloride of zinc. The 
Commissioners wisely add: «* Your Commisioners are of the opin- 
ion! that if the city adopts any method of preserving blocks to be 
used for pavements, some additional Security should be had that the 
treatment of the wood shall' be thorough and complete.'' As re- 
gards the construction of the pavement, the Commissioners recom- 
meiid spruce blocks (for this section of the country^, lay stress on 
the necessity of a solid, uniformly constituted, sbq rolled gravel 
foundation, and then say : ** The rows or blocks should be set 
square across the street, and should be about 4 inches thick at top, 
with spaces of about one-half inch between the rows. This may 
be done with blocks of uniform thickness set apart, or with taper- 
ing blocks half an inch thicker at bottopi than at top. The latter 
arrangement is the more costly, but it is believed by some that it 
#in stand better, by reason of its covering the whole surface of the 
foundation* Longer trial is necessary to settle this point beyond 
dispute. Blocks of onlv a short chamfer at the top leave the inter- 
space too narrow, as the blocks wear down." The Commission 
named consisted of **two chemists, two practical mechanics, and 
one dvil engineer." 

Cast-iron pavements are but of favor on account of their great 
costi and conicrete pavements are a matter of experiment as yet. 

Asphalt pavem^its are chiefly used in Paris. They are slip- 
pery in wet weather, and produce a very disagreeable, penetrating 
«kist in dry weather. It is necessary to prepare a bed of macadam 
to lay them on, and they are not used in Paris except vii streets 
where the gas pipes are carried either in the sewers or under the 
sidewalks, as any leak of gas would destroy them. Their use is a 
matter of doubtful economy. 

Trackways are, as has been mentioned, out of date. Where a 
comMoh road does not suffice now-a-days, a railroad is built; but 
timic was when trackways were of considerable importance. They 
eonsist, if of stone, of large flat stones, say 12'' deep and 4-6 feet 
long by 14' '-16' ' wide, solidly bedded in two parallel rows, at 
8i^h distance apart as to make of each row a track for the wheels. 
Thie space between is paved. They are of course very expensive, 
but cost little to repair, and enable a horse to pull a very great 
kMid. As has been mentioned, Telford made use of such a track- 
way, to avoid cutting down a hill, on his Holyhead road« There 
were two hills, each a mile in lei^fth, with an iaclination of 5 in a 
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hundred. It would have cost $100,000 to reduce this grade to 
\% in a hundred, but nearly the same advantage, in diminishing 
the tractive force required, was obtained by keeping the 5 in a hun- 
dred grade, with moderate cuttings and embankments, and making 
stone trackways, at a total expense of less than half the former 
amount. 

'^ Plank roads," once so much in vogue in the United States^ 
may not improperly be classed among roads with trackways, tod, 
with themt, also among the things that were. From their perish* 
able nature, they can never advantageously do more than help the 
development of a new country, and in this, as well as other States, 
are yearly becoming more and more impracticable on account of 
the constantly increasing price of lumber. 

On thb Resist ancb to Motion oiT the Force Required to 
MOVE Vehicles on Different Kinds of Roads. 

Before, as well as since the introduction of railways, engineers 
in England, Germany and France made many experiments on the 
force necessary to pull different vehicles, at various speeds over 
various surfaces. To enumerate the details of all these experi- 
ments would be perhaps useless; a few general results only are 
here given. 

Experiments, as above indicated, were made by Edgeworth, 
Count Rumford, Bevan, Macneill, Minard, Navier, Perdonnet, 
Poncelet, Flachat, Morin, Kossak, Umpfenbach, Gerstner, and 
no doubt others, a list of authorities that proves the subject to have 
been well nigh exhausted. The experiments of Morin, made in 
1838-41, appear to have been made with a degree of care and 
accuracy, leaving nothing more to be desired, and the following 
table is an extract from his results,* and gives that fraction of the 
weight of the vehicle and load, which is required to move them on 

a level road: — 

--■ — - — -. ~. — - -- — -- — -- --. 

* A full Account of Morin's ezperiment* on the resistance to motioii of rehi- 
des, on the wear caused by diflerent vehicles on roads and on Uie Wads different 
vcbides shouM ear* y so as to f^raduoe ths MUae wtar. maf be fmuad fa l&oriB. 
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To take an example, suppose we have a truck weighing with 
its load 9,000 lbs. How many pounds traction will be reqtiired to 
move the same? 

Ans* — On firm soil, gravel 4'' -6" deep, that is, a newly re- 
paired road, as we often find it, (^ by table), 1000 lbs.; on best 
kind of embankment, (^ by table,) 310.3 lbs.; on broken stone 
road in good condition, (^ by table,) 166.6 lbs.; on broken stone 
road, deep ruts and mud, (^ by table,) 643. lbs.; on a good pave- 
ment, (^ by table,) 138.5 lbs. Or, since the tractive force of a 
medium horse when working all day is said to be about 125 lbs., 
we need in the first case, 8 horses; in the second case, 2% horses; 
in the third case, about ij^ horses; in the fourth case, about 5 
horees; and in the fifth case, only one good horse to move the 
same entire load all day. 

These facts expressed in the preceding page or two in striking* 
yet perhaps dry figures, can be nearly 9M well given in popular 
l»*»-niagc. 

^Tj's a correspondent (Dr. Holland), of the SpringfiM Rt f m^ 
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Heam^ writing from England, titer describing the kind of horBes 
in use tliere:^ 

^Now with all these horses the rule follows that every pound 
of mvsde does just as much work on the road as two pounds do 
in America. The cab and omnibus horse does twice as much as 
the same horse does in America. The draft horse does as much at 
the dray as two ordinary dray horses in America, and the little 
horses, which are driven mainly in butchers' carts and grocers* 
carts, will tire a cab horse to follow them with no load at all. 

^In connection with these statements it should be recorded that 
the speed of all vehicles in the streets of London, whether the locali^ 
ties be crowded or not, is at least a third faster than it is in corre- 
sponding streets in American cities. The ordinary speed of vehi- 
cles in London, in which passengers or light loads are transported, 
is one which is considered not entirely safe in Main street, Spring- 
field, Mass., and one which, in some streets of Boston or New 
York, would be at once checked by the police. A man who sits 
in a * hansom* finds himself driven at an unprecedented pace 
through crowded thoroughfares, and Yankee though he may be, 
he will often wonder whether he is going to bring up at last with- 
oQt a broken neck. 

**I mention this matter of speed, particularly, because tt shows 
that even more work is done by one horse in London, than by two 
in New York. He not only draws as large a load, but he travels 
with greater rapidity. The streets of London present such a spec^ 
tacle of headlong activity as no American city can show, in conse- 
quence of the rapid passage of all sorts of vehicles through the 
streets. I might add to this statement, touching the superior speed 
of the London horses, a word about the greater weight of the 
carriages which they are obliged to draw behind them. All car- 
riages are built more heavily in Oreat Britain than in America. 
They are built to last, and many of them seem to me to be snper^ 
fiuon^y heavy. 

'^The point which I wish to impress upon my American reader 
is simply this: — ^that the English horse, employed in the streets of a 
city,'6ron the roads of the country, does twice as much woi% m 
the American horse similarly employed in America. This h 
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patent, undeniable fact. No man can fail to see it who has his eyes 
about him. How does he do it? Why does he do it? These are 
most important questions to an American. Is the EngUbh horse 
better than the American? Not at all. Is he overworked? I 
have seen no evidence that he is. I have seen but one lame horse 
in London. The simple explanation is that the Englishman has 
invested in perfect and permanent roads what the American ex- 
pends in perishable horses that require to be fed. We are using 
to-day, in the little town of Springfield^ just twice as many horses 
as would be necessary to do its business if the roads all over the 
town were as good as Main street is from Ferry to Central. We 
are supporting hundreds of horses to drag loads through holes that 
ought to be filled, over sand that should be hardened, through mud 
that ought not to be permitted to exist We have the misery of 
bad roads, and are actually or practically called upon to pay a pre- 
mium for them. It would be demonstrably cheaper to have good 
roads than poor ones. It is so here. A road well built is easily 
kept in repair. A mile of good macadamized road is more easily 
supported than a poor horse.'' 

Other results of Morin's experiments are as follows; 

I. The force required to draw a vehicle, is directly proporttonal 
to the load, and inversely so to the diameter of the wheels; in other 
more common words, the tractive force increases in the same ratio 
that the load increases, and the diameters of the wheels decrease. 

3. On a paved or well built macadam road, the tractive force 
is independent of the width of the tires, provided the same it more 
than three or four inches. On compressible roads, such as new 
gravel, on a meadow, etc., the tractive force diminishes with an 
increase in the width of the tires. 

3. Other circumstances being equal, the tractive force is the 
same for vehicles with and without springs as long 9a the hones 
are not moving faster than a walk. 

4. On paved and well macadamized roads the tractive force 
increases with the velocity, according to the law, that beyond a 
velocity of aj^ miles per hour (3.3 feet po* second) the increase of 
t^ tractive force is in direct proportion to the increase in vetoci^; 
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increment is however less, the softer the track or road and 
cording as the vehicle is best provided with springs. 

5. On soft earth embankments, or on sand or sods, or on streets 
newly covered with gravel, the tractive force is independent of tlie 
velocity, 

6. On a well-made pavement of regular shaped stone, the trac- 
tive force, horses on a walk, is about three-fourths of that on a 
^ood macadam road, but with horses ^n a trot, the two are about 
^ual. 

7. The wear on the road is greater the smaller the diameter of 
the wheels and greater in the case of vehicles without, than fot 
those with springs. Most road- rollers, aa now in use, have twc 
••mall a diameter besides being two light and consequently do not 
properly compress the road surface. 

8 The tractive force, as well as the wear on the road, is greater 

in the case of vehicles that have their wheels placed at an angle 

with the vertical by reason of the ends of the axle-trees being bent 

down, than for those that have their wheels aet plumb and the oen- 

tte line of the axle-trees lereL 
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PAKT II. 

ON THE -BEST METHODS OF SUPERINTENDING THE CON- 
STRUCTION AND REPAIR OF PUBLIC ROADS IN THIS COM- 
MONWEALTH •• (MASSACHUSETTS). 

In looking for a solution of this question the people of the 
Commonwealth man turn as they choose, either to the West or to 
the East, to see a guiding star; to the city of Chicago, or to the 
city of London, both under a republican form of government, alike 
or similar to that we live under. It lies in the establishment of a 
Board of Works, composed of a number of able men, well paid for 
their services, gradually changing in their membership in the 
Board who shall have this and only this as their occupation, and 
who can therefore be held responsible for their acts. This is the 
system that has been adopted both in London and in Chicago and 
with remarkable success and resultant benefits. There are many 
other systems in use in foreign countries all of which however 
seem to be inapplicable here, placed as we are, under so different 
forms of government; hence, though well acquainted with the sys- 
tems adopted in France and in Germany, the writer has not de- 
scribed them here. 

The history of ^^ the Metropolitan Board of Public Works of 
the City of London" is about as follows: 

What is known as the city of London consists in reality of a 
great number of what we should call towns, there called parishes, 
and of which the " City of London " is only one single member. 
Each one of these parishes had, and still has in most respects, its 
own local government, and in consequence took care of its drain- 
age, its streets, etc., etc., as seemed best and as it liked, some bet- 
ter, some worse, and some not at all. This state of things in the 
matter of drains and sewers finally led to a most deplorable condi- 
tion of affairs; there was not nor could there under these conditions 
be such a thing as a system of sewers, and consequently a proper 
and adequate drainage; the death-rate increased to an alarming ex- 
tent and matters came to be universally regarded as past all endur- 
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mce. What could be the remedy? No well grounded complaint 
could be made against the majority of the men composing the vari- 
ous local governments, since they were good and honest citizens, 
and hence no change in the separate goverements could ever bring 
relief. The fault lay not in the men, but in the system of ruling 
they were called upon to fulfill, that is, in the incompetent and 
faulty treadmill of government they were annually called u]>on to 
keep in its usual operation. It was then seen that by having an 
elected power to supervise and regulate the sewage affiurs of the 
whole metropolis, a complete system of drainage could be carried 
out, and thus only. Such a regulating power is exercised by the 
metropolitan Board of Public Works, chartered by Act of Parlia- 
ment and composed of members elected from all parts of London. 
It is perhaps in place here to explain what is meant by a system of 
sewers as the same definition will hold good in other matters; as 
for a system of roads, of drainage and irrigation of lands, etc 
Perhaps the best illustration would be to refer one to the veins and 
arteries in the human body, or to the body of a tree, from its trunk 
through the branches growing smaller and smaller down to the 
smallest twig that may be on it It will be at once seen how dif- 
ferent any arrangement, in which may be the wisdom to contrive, 
the strength to uphold and the beauty to adorn, like this, is from a 
miserable patchwork such as cannot but arise where the separate 
parts of one whole are each left to guide themselves without any 
unity of action or design, as to their final resultant. The London 
Board of Public Works had some extraordinary powers conferred 
upon it, such as the right to levy assessments on real estate bene- 
fitted by their improvements, and others. Originally constituted 
merely to plan and execute a system of sewerage for the metropo- 
lis, this Board of Public Works soon showed itself so useful and 
beneficial in its actions that other matters were placed in its charge, 
such as the laying out of new streets, the building of the Thames 
embankment, — a work of exceeding great magnitude and import- 
ance, — and there seems to be no doubt that in all public works 
London will find it advantageous to employ its Metropolitan Board 
of PubHc Works. 

In the city of Chicago there has been a Board of Public Works 



5» 



THB SCIENCE OF ROAD MAKING, 



almost from the very start. It arose there fvom the imion of the 
water supply and the sewerage commisaioners,. and has existed 
since May, 1861. No leto than in London, it has proved to be of 
great benefit to the community ; and it would have been impossible, 
under any other system, to have executed in so satisfactory a man* 
ner the many and useful public works for which Chicago is £imed. 
At the risk of introducing in this place some very dry reading, a 
general synopsis of those parts of the city charter which relate to 
the Chicago Board of Public Works is here given. The whole 
may be found in a copy of ^ Laws aud Ordinances, Chicago, 1866 :" 

Sbc« !• Establishes a body known as the ^ Chicago Board of 
Public Works," to consist of (3) three members, chosen by the 
people, one from each division of the city. 

The first three chosen for one, two and three years; after that, 
one each year for three years. 

Sbc. 2. Each member of board shall receive annual salary of 
three thousand dollars (by Act of February, 1866); give bonds for 
faithful discharge of duties; pay over all moneys, papers, etc., at 
expiration of his term, or when ordered by city council. 

Sbc. 3. Board to elect president and treasurer, and make by- 
laws. 

Sbc. 4. Majority constitutes quorum; records to be kept of pro- 
ceedings; copies of all plans, estimates, etc., to be kept; report 
(annual) to be rendered on or before each year, 

or when required by city council. Each member authorized to 
administer legal oaths. 

Sbc. 5. Board shall have special charge and suferintendence^ 
subject to the laws and ordinances of the city council, of all streets, 
lanes, alleys, etc., in the city of Chicago, and of all walks and 
crossings in the same, and of all bridges, docks, wharves, public 
places, landings, grounds and parks in said city, and of all halls, 
engine-houses, and other public buildings in the city belonging 
to city, except school-houses, and of the erection of all public 
buildings; of lamps and lights in streets, etc, and in public build- 
ings, and repairs of same; of the harbor works and improvements; 
of the city sewers and drains and of the water works; of the fire- 
alarm telegraph, and all public works and improvements hereafter 
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t» be iODaitnenced by the city, « wdl as sfUch other dotie^^as may 
br]M-e8cribed by the city council by ordinance. 

ShBC* 6.- All applications or propositions for improvements or new 
works of kind specified m section five, shall hereafter be first made 
to Board of Public Works, orif made first to city council^ shall be 
by them referred to Board, Upon receivings application, Board 
shall investigate the same, and if they find such work -necessary 
and proper, shall thus report to city council, with an estimate of 
the expense thereof. If they do not approve Of such application, 
th^ ^ball report the reasons for their disapproval, and the city 
council may then in either case, reject said application or order the 
doing of work or making of public improvement, after having 
first obtained plans and estimates thereof. The Board may also in 
tike manner recommend whenever they think proper, any improve^ 
ment of the nature above specified, though no application has been 
made therefor. 

Sec. 7. Shall be Aity of Board to procure for city full plans 
and estimates of contemplated improvements, when so ordered by 
council. 

Skc. 8. Whenever any public improvement shall be ordered by 
city council, and money appropriated, Board shall advertise for pro* 
posals for doing work; plans and specifications of same first 
placed on file in office of Board, which plans and specifications 
shall be open to public inspection; advertisement to state work to 
be done, and to be published ten days at leasts The* bids shall he 
sealed Hds^ directed to board, and accompanied by bond to city, 
signed by bidder and two responsible sureties, in sum of two hun- 
dred dollars, conditioned he shall do work if awarded to him; in 
case of his default to do so, etc. Bids to be opened at time and 
place mentioned in advertisement. 

Sbc. 9. All contracts shall be awarded to lowest reliable bidder, 
and who sufficiently guarantees to do work under superintendence 
and to satisfaction of Board: provided^ that the contract price 
does not exceed the estimate, or such other sum as shall be satisfac- 
tory to Board. Copies of contracts to be filed with city comp- 
troller. 

Sbc; 10. Board reserves right, in contracts, to decide questions 
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■s to pn^r performance of work and meaning of contraott; in 
case of improper conatruction nuy sii^>end work and relet tane, 
or order entire reconstruction; or may relet to other contractors 
and settle for work done, etc ^ 

In cases where contractor properly does work. Board may, in 
their discretion, as work prog^resses, grant to said contractor esti- 
mate of amount already earned, reserving fifteen per cent, there- 
from, which shall entitle h<^der to receire amount, all other con- 
ditions being satisfied. 

Sbc. ti. In case prosecution of any public work be suspended, 
or bid be deemed excessive, or bidders be not responsible. Board 
may, with written approval of treasurer, where urgency of case 
and interests of city require it, employ workmen to perform or 
complete any improvement ordered by council: frcviiUdy that the 
cost and expense shall in vlq case exceed the amount appropriated 
for the same. 

Sbc. ta* All supplies of materials etc^ when costing over five 
hundred dollars, to be purchased by contract, subject to same con- 
ditions as letting out work. 

Sec. 13. Whenever Board think necessary for interests of city, 
to protect same from damage or loss, shall report thus to aldermen, 
and reasons for same, asking power to give contracts without 
notice required above, and aldermen may grant request: provided^ 
three-fourths vote for it 

Sec. 14* Whenever Board is of opinion work may be better 
done without contract, 9hall so report to council, and same may 
authorise Board to procure machinery, materials, etc, hire work- 
men, etc.: fr99id^ a three«fourths vote be in fiivor of granting 
authority. 

Sec. 15. All contracts and bonds by Board to be in name of 

city. 

Sec. i6. No member to be interested in any contract; all con- 
tracts made with any member interested, city may declare void; 
any member so interested shall forfeit his office and be removed 
therefrom; the duty of every member of Board and of every 
officer of city to report delinquency, if discovered. 

Sec. 17. All existing contracts executed by city, by water or 
sewerage department, etc., to be carried out by Board. 
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Sbc. 18. Board shall nominate each year the various officers, 
now provided for by erdinanoe, which serve in the departments 
under their special charge, the city engineer, superintendent sew- 
ers, streets, etc« Shall be empowered to employ from time to time 
such other superintendents^ clerks, etc., as they may deem neoes* 
sary, subject to ordinance as regards pay, etc 

Ssc« 19* Board to have charge and superintendence of works 
made for city, and paid for by private individuals or by State. 
Plans for same to be approved by Board* 

Ssc. 10. Board shall, on or before every year, 

submit to auditor, by him to be presented to council with.aniuial 
estimate, statement of the repairs and improvements necessary to 
be undertaken for current year, and of the sums reqtured by Board 
therefor; report to be in detail; report, having been revised by 
council, sums required shall be provided for in annual tax levy. 
AH moneys to be paid to any person out oi moneys so raised, shall 
be certified by president of Board to auditor, who shall draw war- 
rant on treasurer therefor, stating to whom payable and to what 
fund chargeable; such warrant to be countersigned by president of 
Board. 

Sbc. 31. Board to keep accounts showing monejrs received 
and spent, clearly and distinctly, and for what purpose. Accounts 
to be always open for inspection of auditor or any committee 1^- 
pointed by city council. 

The object of introducing this synopsis here has been to give 
a complete picture of just what such a Board of Public Works is. 
It will be seen upon a little examination how entirely different a 
thing it is from the usual and only too customary ^* committee.*' 
Perhaps the greatest fault of a committee is its entire lack of what 
might be called body and souL If corporations, as has been said, 
have no souls, a committee may be said to have neither body nor 
soul. It is alive to-day, wields great power, decides vital and im- 
portant questions, and yet is nowhere to-morrow, and seemingly 
even its component atoms have vanished fjom the face of the 
earth. It is amusing and yet sad, when the action of some such 
committee has caused trouble to read some time afler, that it all 
^Ms exceedingly discreditable to whoever is responsible for it." 



56 THB SCJBNCM OF ROAD MAKING, 

How much better to have a oonsenrative, expert and reliable bedy^ 
the members of which have no other business than to attend ta 
their dudes as such, who are well paid for it and consequently can 
at any time be held strictly responsible for their actions. With 
such a power, wisely governing and regolatittg the roads of this- 
Commonwealth, it would be an easy matter to make thorough im» 
provements in the legidation coaceniing roads and in the roads- 
themselves. 

These are two changes the need of which is generally felt at 
present and has found expression in various ways. 

It may be well to quote one at least, notable for saying Tcry 
much in little compass, --of these calls for improvement, in this 
connection, and adding some more as belonging to this subject in 
the form of an interesting appendix. Says Gov. Claflin in his In* 
augural: *^Few things are of greater importance to a community^ 
or a surer test of dviUzation, than good roads. Those of our citi* 
zens who have visited Europe are unanimous in the opinion that 
our public roads are far inferior to those of other countries, where 
the means of easy and safe communication are better appreciated. 
The science of road-making is apparently not well understood; or^ 
if it is, the present modes of superintending the construction and 
repair of roads are so defective that the public suffers to an extent 
of which few of us are aware. It may be found upon investigating 
the cause of our miserably poor and ill-constructed roads, that the 
laws relating to this subject need revision, so as to give more uni- 
formity in their constrnction and the repair of our highways. It 
is evident) also, that the science of road-making should have a 
prominent place in the course of applied mathematics at the Massa* 
chusetts Agricultural College." 

We stand then in this matter of roads at precisely the same 
point that the good people of London did ten or a dozen ye^rs 
ago in the matter of their drainage, and our remedy is the same* 
The fault lies in the machinery of government; originally built 
up to cater to the wants and needs of a newly settled country, — 
a colony breaking a path through the wilderness, — it has long 
since ceased to satisfy the demands of the present State in no mat- 
ter so essentially as in that of its government and laws relating to 
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common roads tuid highways* This is n subject requiring special 
knowledge) to be acquired only by long experience or the shorter 
Kpetbod of imbibing the experience of others, which, on analyzing 
it« is all tlmt any study amounts to; formerly it was not so, and 
raoat any ome sufficed to make improvements on Indian paths* 
We need then an exfert government on this point. 

There should be a distinction made between first, second and 
third class, or between, as they might be called, State, County and 
Town roads; the first two should not be leik to be dealt with as it 
is the pleasure of each town. A chain cannot be perfect unless 
every link in it is so; no more can a road. The State must attend 
to the State and County roads and set a proper example at least to 
be followed by the towns in the case of their roads* We need then 
a higher power than that of the towns. 

It has been previously shown how we need a power that caa 
be held responsible and is somewhat permanent, and to put it all 
together, we need, to order and maintain our highways, a Massa* 
chusetts Board of Public Works. For some years it would have 
its hands full in improving the existing main roads and laying out 
some new ones, but in course of time, as in the older countries of 
Europe, its principal business would be the maintenance of the 
roads. It must be remembered that the Board of Public Works 
is merely the intelligent servant and adviser of the legislative and 
executive; whatever sums the legislature appropriates for certain 
objects, that is taken by the Board and made to yield its most in 
the shape of work accomplished. Beyond this and keeping its 
accounts, it has nothing to do with money or taxation. 

The small state of Baden, a part of Germany, has been hereto* 
fore mentioned as a mode] in road construction and the care of the 
same. From a brief history of the* roads of that country and their 
present management, we may take some useful notes. The account 
is that of the Chief Engineer of the department of *^ Roads and 
Hydraulic Engineering,'^ which has this matter in charge and is 
therefore reliable. 

^ In Baden the condition of the roads has been a subject of 
greal care. Within the last forty-five years many millions have 
been spent upon them, and experience has shown this expenditure 
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to be one of those most advantageously spent* As most of the 
roads are well laid out, and as there are plenty of them, th6re 
remains now (1863) mainly the keeping in repair of the roads to 
be attended to and not to build any new ones. Our endeavor now 
is, to do this at the minimum of ooet. Statistics gathered 011 tliis 
subject, show good results and point out to us the means of arriv- 
ing at still better ones. The present road law was made in 18 10. 
That part of the old law which relates to the maintenance of road^ 
is still in force, but that part requiring labor as a road*tax was 
abolished in 1831, and likewise most of the road police regulatKMis. 
The appropriation for roads had to be increased 350^000 florins to 
pay for the abolished road-tax labor and to make up 170,000 flartns 
previously received from tolls, which were also abolished in 1831. 
The system now is as follows: All town roads are taken care of by 
the towns. The State merely appoints and pays a road-master, so 
called, who superintends fifteen or twenty road-keepers and reports 
on the state of the roads, the reasons for their bad condition, if that 
be the case, what is needed, etc. The law for second class or 
county roads was formerly, that when they were of importance to 
several towns, they had all to help maintain the same. As this 
gave rise to continual bickering and quarreling, in which the road 
suffered most, it was changed in 1856. They are now taken care 
of under the direction of the State and paid for partly by the State 
and partly by the towns in whicfh they are situated. Most of the 
roads under this head are those which have risen in importance 
since the building of railroads, and are generally those that lie per- 
pendicular to the direction of the railroad they are influenced by* 
The towns not having the means very often to properly improve 
and repair such, it was found necessary and expedient to give them 
the aid of the State, and in order to procure the necessary funds, 
all roads that run parallel to railroads and all those that had lost 
their importance by the construction of railroads, were in 1855 
stricken from the list of state roads. These latter as the name im- 
plies, are wholly under the care and kept up at the expense of the 
State. 

la 1835. the toUl length of the Suce roMls was • . 1.430.8 EngKsh mili» 
IbiSss. " - " •• . • l.sooJ 



Country* 


Y«mr. 


Bftden. 


187I. 


Pmsda. 


187I. 


Fiance. 


1878. 


Haaover. 


187I. 


Massachusetts. 


1875. 
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la i8S5, by eseiiMliBg several State roads, this hist length Ba^lUk Mifa^ 

was ridaced to . x«i42.4 * 

la 1861, it had increased to 1,190.0 *' 

Smxmd cUut Romd$ (ki^ng partly fmdf^r by StaU,) 

la 1835, the length of these was 467.6 English miles. 

In 1861, " - 630X> •• 

So that the State had, in 1S61, in all, 1,890 English miles of 

road to maintain^ the towns helping to pay on six hundred and 

thirty miles thereof. 

The areas, population, and population per square mile of Baden, 
Prussia, France, Hanover and Massachusetts, according to recent 
census, are as follows : 

Ans» tq. niles. PofmUtioa. Pop. p«r tq. mile. 

S,^9t. X.46X 56s. 248. 

134,045. 24.643,698. 184. 

S04,o8S. 36,102,921. 177. 

14,857. 1,963,08a 131. 

7,800. ' 1.651,912. 212. 

Baden did have, at a time when her population per square mile 
was less than it is now, and Prussia, France, Hanover, and many, 
other countries that could he named, have now got, and for the past 
40 or 50 years have had, a svstem of common road management 
and resultant common roads, of the character above described; 
while Massachusetts with a population of 212. per square mile, and 
corresponding wealth, and others of the States of the Union, have 
a species of highway manaeement, and its resultant and corres- 
ponding sort of highways, which, in thinking of the roads of the 
countries named, are but as evidences of a partial civilization. 

^ The statistics of the road repairs are kept in the following 
manner. The road-keepers are required to keep a record of all 
draught animals that pass in either direction. Horses that are 
being ridden, animals not before a vehicle, and teams going to and 
from the fields, are not counted. These records are kept only dur- 
ing the working hours. Likewise, not during the whole year, but 
only four months in each year, so selected as to give an average 
amount of travel. The travel on the road on Sundays and out of 
working hours is taken from a few observations; it is a very small 
percentage of the whole. At the end of the year these records 
and observations are collected and graphically represented on a 
map of the whole State. The different roads are drawn of a dif- 
ferent thickness of line, according as the amount of travel on them 
is greater or less. The quantity of road metal used per yard of 
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rosd, and the kind of metal used, give the data for another such 
map, in which the different colors of the roads represent the differ- 
ent materials used in their repair, and the figures on them and their 
thickness show the numher of cubic yards per mile required to 
keep the road in order. Finally, we have a third map, which indi- 
cates, by the thickness of the several lines representing the roads 
and by the figures on then^ the total cost per mile of repairing the 
road one year." 

With this picture of a country happy and prosperous, in the 
possession of good and well-kept roads, it may be well to leave the 
subject. 

Massachusetts wants for her proper development, much better 
roads than she now has; and, reckoning for a period of say fifby 
years, she can have these good roads, and have them kept in order, 
at a less cost than that of keeping up the present poor ones for the 
same time. Besides this, we should see in the one oase a healthy 
state of internal communications and trade ; in the other an absence 
of both. Let each citizen so act and do his part, that these benefits 
may accrue to the Commonwealth. 



THB SCIENCE OF ROAD MAKING, 6x 



APPENDIX. 



For the sake of arriving at some practical end, I have requested 
the gentlemen to whom the prizes for essays were awarded to sug- 
gest what form of legislation would he desirahle as a change from 
our present inefficient system of road management, to one which 
should promise better, more economical and more satisfactory re- 
sults. The large and varied experience and observation of these 
gentlemen, all of whom are competent engineers, entitle their 
opinions and judgment to favorable consideration ; and the follow- 
ing, submitted by them, may serve as a basis or outline for future 
legislation. C. L. F. 

AN ACT FOR THE MORK PERFECT CONSTRUCTION AND MAIN- 
TENANCE OF THE Common Roads or Highways through- 
out THIS Commonwealth (Massachusetts). 

Sec. I. Establishes a body to be known as the State Board of 
Highways and Bridges, to consist of three skillful civil engineers, 
or persons practically expert in the science of road-making, to be 
appointed by the Governor with the advice and consent of the 
Council, and to have their office in the State House. 

Sec. 2. It shall be the duty of the Attorney-General, person- 
ally or by his deputy, to give his council and opinion on such mat- 
ters as he may be called upon by the Board, for which service his 
compensation shall be 

OBC. 3. The first appointment of members of the Board of 
Highways and Bridges snail be made on or before , 

and there shall be appointed one member each for the terms of 
one, two, and three years; after that there shall on or before 
each year be appointed one member for the term of three years. 

Sec. 4. £ach member of the Board shall receive an annual 
salary of dollars; give bonds for the faithful discharge 

of his duties; pay over all moneys, papers, etc., at the expiration of 
his term or when ordered by the Governor and Council. 

Sec. 5. Board are to elect a president and treasurer, and make 
their own by-laws. 

Sec. 6. A majority of the Board constitutes a quorum ; records 
to be kept of all the proceedings ; copies of all plans, estimates, etc.. 
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to be kept; report to be rendered on or before each 

year, or when required by the Governor and Council. Each nnem- 
ber authorize<l to administer legal oaths. 

Sbc. 7. Said Board shall prepare and submit to the 
legislature a plan for the systematic classification of all the highv^ays 
and town ways in this Commonwealth into two or more of the fol- 
lowing three classes :— 

Class I. State roads, to be controlled and maintained wholly by 
the State. 

Class 2. District roads, to be controlled and maintained by the 
State, but the expense thereof to be borne by the towns and cities 
of the districts in which said road shall lie, and the State, in such 
proportions as said Board shall apportion. 

Class 3. Town roads to be controlled and maintained as now 
provided by law. 

The construction of new roads, of the three classes above speci- 
fied, to be done as follows: — 

Class I. State roads, to be laid out and built by the State, 
through the Board of Highways and Bridges. 

Class 2. District roads, to be laid out, etc., by the county com* 
missioners, as now provided, but the board to have the final ap- 
proval or disapproval of the proposed plans and profiles for said 
road, and also to have the charge and superintendence of their con- 
struction. 

Parties aggrieved by the refusal or neglect of county commis- 
sioners to lay out a road, to have the right to appeal to the Board 
of Highways. 

Class 3. Town roads, to be laid out and constructed as now 
provided by law. 

Sbc. 8. The paying of road taxes by labor is hereby abolished, 
and all road taxes are hereafter to be paid in cash. 

Sec. 9. Board shall have the special charge and superintend- 
ence, subject to the laws and resolves of this Commonwealth, of 
all the highways and bridges, and the public works appertaining 
thereto, which are or shall be executed or maintained, wholly or in 
part by this Commonwealth. They shall also perform such other 
duties as may be requireil of them by the general court or the Gov- 
ernor and Council. 

Sbc, 10. Whenever any highway or bridge, or public work ap- 
pertaining to these two, shall come partly within the province of 
this Board, and partly within that of any other State board, already 
constituted, then such subject shall be discussed and decided upon 
in a joint convention or conventions, composed of equal numbers 
of this and the said other State board, and some member by them 
chosen as presiding officer. 

Sec. II. All applications or propositions for improvements 01 
new works, of the kind specified m section nine as coming within 
the province of this Board of Highways and Bridges, and intended 
to be. laid before the legislature, shall hereafter be first made to this 
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Board* Upon receiving such application, Board shall investigate 
same, and if thev find such work necessary and proper, shall thus 
report to the legislature, with an estimate of the expense thereof; 
if they do not approve of such application, they shall report the 
reasons for their disapproval. 

The Board may also, in like manner, recommend, whenever 
they think proper, any improvements of the kind ahove specified, 
though no application has been made therefor. 

Sec. 12. It shall be the duty of the Board to procure for the 
legislature full plans and estimates of contemplated works or im- 
provements when so ordered by the legislature. 

Ssc. 13. Whenever any work shall have been authorized or 
ordered by the general court and the money appropriated therefor, 
Board shall advertise for proposals for doing said work; plans and 
specifications of the same first to be placed on file in office of Board, 
which plans and specifications shall be open to public inspection; 
advertisement to state work to be done and to be published ten (10) 
days at least. The bids shall be sealed bids, directed to Board and 
accompanied by bond to the Commonwealth signed by bidder and 
two responsible sureties, in sum of two hundred ($200) dollars, 
conditioned he shall do the work if awarded to him, in case of his 
default to do so, forfeits, &c. Bids to be opened at time and place 
mentioned in advertisement. 

Sbc. 14. All contracts shall be awarded to the lowest responsi- 
ble bidder and who sufficiently jguarantees to do work under super- 
intendence and to satisfaction of Board; provided that the contract 
price does not exceed the estimate or such other sum as shall be 
satisfactory to Board. Copies of contracts to be filed with state 
auditor. 

Sbc. 15. Board reserves right in contracts to decide questions aa 
to proper performance of work and meaning of contracts; in case 
of improper construction may suspend work and relet the same; or 
order entire re-construction ; or may relet to other contractors and 
settle for work done, &c. In cases where contractor properly does 
work. Board may in their discretion as work progresses, grant to 
said contractors estimates of amount already earned, reserving 
fifteen per cent, therefrom, which shall entitle holder to receive 
amount, all other conditions being satisfied. 

Sbc. 16. In case prosecution of any public work be suspended, 
or bid be deemed excessive, or bidders be not responsible. Board 
may, with written approval o^ governor, where the urgency of the 
case, or interests of the Commonwealth require it, employ work- 
men to perform or complete any work ordered by the legislature: 
provided, that the cost and expense shall in no case exceed the 
amount appropriated for the same. 

Sec. 17. All supplies of materials, &c«, when costing over five 
hundred ($500) dollars, to be purchased by contract, subject to sanM 
conditions as letting out work. 
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Sbc. 1 8. Whenever Board think necessary, for interests of the 
Commonwealth^ to protect same from damage or loss, shall report 
thus to governor and council and reasons for same, asking power 
to give contracts without notice required ahove, and governor and 
council may grant request, provided three-fourths vote for it. 

Sec. 19. Whenever Board is of opinion a work may be done 
better without a contract, shall so report to legislature, and they 
shall procure machinery, materials, &c., hire workmen, &c., to do 
said work, whenever so authorized bv the legislature. 

Ssc. 20. All contracts and bonds by Board to be in the name of 
the Commonwealth. 

Sbc. 31. No member of the Board to be interested in any con- 
tract; all contracts made with any member interested, governor 
may declare void, and shall remove such member so interested from 
office. It is the duty of every member of the Board and every 
officer of the Commonwealth to report any such delinquency, if 
discovered. 

Sec. 22. Board shall be empowered to enmloy such engineers, 
clerks or other assistants, as shall be provided for by the legislature. 

Sec. 23. Board shall, on or before every year, submit 

to the auditor, by him to be presented to the legislature with his 
annual estimate, a statement of the repairs and new work needed 
for the current year, and of the sums required by the Board there- 
for; report to be in detail; all sums appropriatea therefor to be in- 
cluded in the annual tax-levy. 

Sec. 2J.. All moneys to be paid to any person out of moneys so 
raised, shall be certified by president of Board to auditor, who shall 
draw warrant on treasurer therefor, stating to whom payable and 
to what fund chargeable; such warrant to be. countersigned by 
president ot Board. 

Sec. 25. Board to keep accounts, showing moneys received and 
spent, clearly and distinctly, and for what purpose. Accounts to be 
always open for inspection of auditor or any committee appointed 
by the legislature. 
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The writer wishes to give the Society some statistics and suggestions 
regarding the construction and maintenance of wheelways, partly drawn 
from his eiqperience in charge of such work and from observation and 
Information acquired in this country, and recently in London and Paris. . 

Earth Roads. 

In the construction of an earth or gravel road the effort should be to 
keep the material near the surface as neariy homogeneous as possible, 
that the surface may be uniformly hard. The upper layers at least should 
be thoroughly rolled in thin layers, with sprinkling, if the material is too dry 
to pack well. The most efficacious roUei for this purpose is of two sets of 
disks, one about eight inches less in diameter than the other, placed alter- 
nately on the axis of the roller. It is understood that the cost of com- 
pacting reservoir embankments with this roller is about three-fourths of a 
cent per cubic yard. The writer has never seen it used in road mainte- 
nance. 

When the soil is sandy but little, can be done besides covering it with 
some more tenacious material. Clay, or clay hard-pan, is the best, unless 
a sufficient coat of gravel can be afforded. Even a clay road, if the traffic 
is not too heavy, can be kept in a firm state by careful and continuous 
maintenance ; a coat of sand or hard-pan is, of course, desirable. 

The plan often pursued of repairing roads once or twice a year is not 
economical, for the dilapidations increase in a heavy ratio after they com- 
mence. 

A fair average for re-forming a mile of old road 30 feet wide between 
gutters, where the material was mostly cast from the sides, was 164 days, 
10 hours each, of laborers, and two days of a double team hauling earth, 
carrying away stones, and moving tool-box. The use of a railroad scraper 
would have been an economy. 

Maintenance is most economically performed by double teams, with 
hones or scrapers, rollers, and the watering-cart in dry weather. The 
hone or scraper is often an oak plank, 2 inches thick. 16 inches broad, and 

*By Edward P. NorUi, C. E., Member of the Society, read b<»fnre the Amerimn 8(«0k • 

Enfrlneent, April t6th, 1879. 
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9 or lo feet long, shod on its lower edge with a X*iii<^^ P^^ o^ i^n. 
Drawn vertically along the road either by a tongue or a chain — in the first 
case it has two handles like plow handles — in the second it has a vertical 
handle, and the earth is dumped by pushing it forward ; a piece of planlc 
about 3 feet long being fastened behind, by riding on which the driver can 
regulate the amount of earth moved. These ard drawn over the road, in- 
clined 7 or lo degrees from a perpendicular, to the line of travel. So that, 
besides filling small depressions, they, to a slight extent, scrape the earth 
to or from the centre of the road. There are also some patented machines, 
combining a scraper and roller in a frame, which are said to be very effec- 
tive. 46,000 to 47.000 square yards can be covered in a day, while not 
more than 2,300 can be put in order if the road is rutted and gullied. 
While hones are of little use on muddy roads, they are effective just as it 
is drying. 

The ordinary type of roller has 6 rings, the whole length being 6 feet» 
and weighing about 2 tons, with frames that will hold 1% tons of stone. 
A better is of 2 rings, 3 feet long, also weighing 2 tons. Another is figured 
in Clemens Herschel's Prize Essay on Roads, and in General Gilmore's 
Roads, Streets and Pavements. 

The roller should follow the re-forming of the roadbed, whether with 
hones, shovels, or the ordinary railroad scraper. 

The writer has rolled earth roads with a 1 5-ton steam roller, but not 
enough to be certain as to its economic value ; where the soil contained a 
fair amount of clay, the roadbed was left very hard, and wore well. 

A water cart holding 60 cubic feet will water 830 to 860 square yards, 
and can be drawn by an ordinary team over any road that is worth 
watering. T ^o sprinklings per day will keep the road in good condition, 
though not free from dust in hot weather or high winds, if there is much 
trafific on the road. Sprinkling is the only thing that will keep a road 
from breaking up in long continued dry weather. 

The treatment of gravel roads compacted either by traffic or horse 
rollers, differs very little from that pursued with earth roads. When the 
gravel is over i inch in diameter, it is almost impossible to keep the road- 
bed from breaking up when dry, and ^ inch would be a better size, unless 
continuous watering can be depended on in dry weather. Small gravel 
(and the same remark applies to metal for Macadam) makes a pleasanter 
road for travel, and can be more easily kept in order. 

St. Nicholas Avenue, which will be mentioned further on, was made 
from nearly clean Roa Hook gravel, by the aid of a 15-ton roller, but 
with a horse roller it will be necessary to add clay, loam or some softer 
material, to any hard or clean gravel to act as binding. W. H. Grant, 
Member of the Society, in his valuable description of the roads of Cen- 
tral Park, says of Roa Hook gravel. " it being more than ordinarily 
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clean and bard, bears an intermixtore or adulttration of 20 to 25 per cent 
of inferior material to perfect its binding properties." These roads 
have a foundation of rubble stone, not so firmly packed as Telford 
specified, covered with quarry chips and hard-pan, which was rolled 
with 2-faorse rollers, 6 feet long. ** This is thoroughly done to prevent 
the gravel filling the cavities of the rubble bottom, so that its cellular 
character may remain unimpaired to facilitate drainage.'* The gravel 
was applied to two or three successive layers, making a depth of 4 to 6 
inches. Each layer was rolled with a 2-horse roller, and the last with one 
weighing 6}i tons, 5 feet long, giving 217 lbs. per inch pressure. These 
roads, which were thoroughly underdrained and side guttered, have long 
been famous for their excellence ; they are pleasanter for light travel than 
Macadam, and are easily kept in repair, except in wet weather, when they 
become muddy, and when neglected, the larger pebbles make a rough 
road for buggy nding. 

For horse rolling binding should be applied as sparingly as possible, 
and on the last layer, after it has been compacted, simply as a glaze to 
hold the stone ; if it contains clay, it should be as moist as possible, not 
to stick to the roller. 

The so-called Tompkins Cove gravel, which is much used for en- 
trance drives to gentlemen's places about New York, is a broken lime- 
stone, apparently of the cement series. It is usually spread over the 
road, and compacted by the wheels. The darker colored stone is very 
pleasant to the eye, and it readily makes a smooth wheelway singularly 
free from either mud or dust, even when subjected to rather heavy traffic, 
though it is too friable for economical use in such situations. Its per- 
formance is so different from that of the ordinary limestones that an 
analysis is appended : 

lime flO.W 

Alamlna ^ 11.22 

SlUoft 6.18 

Ma«i6«la 10.4ft 

Garbonie Add 8.00 

Wat«r 4.00 

100.00 

Macadam. 

Roadways surfaced with broken stone have been in use for a long 
i|ime, but Macadam, about the end of the last century, systematized their 
construction and maintenance, effecting such an improvement in English 
*tt>ads that his name seems indissolubly connected with roads of this class. 
His plan seems to have been essentially to have a well drained, uniform 
•road bed for the reception of small, clean stone of uniform quality applied 
iin thin courses, deprecating any addition of earth, clay, chalk, or other 
tnatterthat will imbibe water and be affected by frost, under the pretense 
lof binding tt. 
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He held that a surface of an inch square or a stcme 6 ounces in weight 
was of the maximum size for road metaling, anything larger than that 
being mischievous, and that lo inches of solid Macadam was sufficient to 
carry any load, rather preferring a soft substratum, saying that the cost of 
maintenance on a morass was to the cost on a rocky foundation in the 
ratio of 5 to 7. 

Telford differed from Macadam in his views, how much may be best 
seen from one of his specifications taken from PameH's Treatise on 
Roads : London, 1833, p. 147 et, seq. : " Upon the level bed prepared for 
the road materials a bottom course or layer of stones is to be set by hand 
In the form of a close, firm pavement. They are to be set on their l^road- 
est edges lengthwise across the road, and the breadth of the upper face is 
not to exceed 4 inches in any case. AH of the irregularities of the upper part 
of the said pavement are to be broken off by the hammer, and all the inter- 
stices to be filled with stone chips firmly wedged or packed by hand, with a 
light hammer. The middle 18 feet of pavement is to be coated with hard 
stone as nearly cubical as possible, broken to go through a 2>i-inch ring, 
to the depth of 6 inches, 4 of these 6 inches to be first put on and 
worked by traffic, after which the remaining 2 inches can be put on. The 
work of setting the paving stones must be executed with the greatest 
care, and strictly accordmg to the foregoing directions, or otherwise the 
stones will become loose, and in time may work up to the surface of the 
road. When the work is properly executed no stone can move: the 
whole of the materials to be covered by i j^ inches of good gravel, free 
from clay or earth." Of which Parnell says, " The binding which is re- 
quired to be laid on, on a new-made road, is by no means of use to the 
road, but, on the contrary, injurious to it. This binding by sinking be- 
ween the stones diminishes the absolute solidity of the surface of the road, 
lets in water and frost, and contributes to prevent the complete consolida- 
tion of the mass of the broken stones." 

As regards the foundation, Macadam seems to have the engineers of 
France and England mostly on his side. In this country, it is believed 
engineers generally prefer a Telford foundation. Neither Macadam or 
Telford used a roller, both depending on the grinding action of the 
wheels of wagons to compact their roads ; and it was probably to lessen 
the brutal pulling through k>ose metal that Telford used his coating of 
gravel. 

Road roiling was first brought prominently before English readers by 
Sir John F. Burgoyne, in a paper written in 1843 (which \s reproduced 
by Law & Clark), And the best American practice very fully indorses 
h>« views^ He recommends a weight, as the greatest attainable, of 261 
pounds per inch run of roller, the use of stone dust or sharp gravel. for 
binding and watering. His opening sentence, " the importan6e of rotting 
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roads, either newly constructed or when subjected to extensive repairs, 
soems never to have been duly appreciated/' is still true in England, for 
the writer saw loose stone kicking about Great George street, in front of 
the Institution of Civil Engineers, for over a month. 

It may here be said that writers on roads have not always kept the 
differences between the possibilities of construction of the three types of 
Macadam roads (viz., traffic made, horse rolled and steam rolled) suffi* 
ciently before their readers. The grinding action of wheels will pack the 
hardest stones of proper size, and make a firmer roadbed than if a softer 
materia] is used for binding, but about one-third of the material is wont 
out in the operation, to say nothing of the wear on horses and wagons. 
On account of the digging action of the horses' feet when drawing heavy 
rollers, horse rollers will only compact and bind the softer rocks, without 
the aid of binding material, and no steam roller known is heavy enough 
to bind trap and the harder granites, without such aid. 

The only cii^umstance that can justify an engineer in depending on 
traffic to make his road (except in the case of small, thin patches) is an 
inability to procure a roller ; and then the material should be applied in 
very thin layers, for, in addition to the waste of material, the cost of rak- 
ing and leveling a new road will nearly equal the cost of horse roiling, 
the surface will never be as good ; and, as dung and dust will be ground 
in with the stone, it will be more affected by wet and frost. In addition, 
as a road is made for economy and convenience of transportation, the 
damage to horses and vehicles should not be allowed, even if it made 
a better road. 

While a horse roller will make a much better road than traffic wilh 
it is inferior to a road rolled by steam rollers, for about 260 pounds per 
inch run of roller seems to be the greatest weight practically attainable 
by horse rollers, which is not sufficient to make a road of trap and the 
harder stones, without the use of some softer materials as binding, which 
presents the objections stated by Pamell, even under the most careful 
system of application. 

With a steam roller the weight applied can be made equal to the 
requirements. The horses' feet do not cut up the metal almost as fast 
as it is arranged and compacted by the roller. Hard binding can be used. 
making the roadbed nearly homogeneous and impervious to water, pre- 
venting movement of the stones on each other. Lastly, the frictional 
action of the driving wheels arranges and compacts the stones better 
than a greater rolling weight does, making, in fact, an entirely different 
idieelway in its wearing and sanitary aspects. 

The best horse-rolled road known to the writer is the Southern Qoul- 
evard, built by Wm. E. Worthcn, Member of the Society. The earth 
was compacted by rolling, on which 2 >^ inch trap was placed in one 
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6^inch and one 4*inch layer, when both layers were compressed as far as 
possible by the use of ahorse rollers ; 2}i inches of screenings were 
spread over and rolled in. As water was not easily attainable on the 
line of the road, the screenings were thoroughly wet before they were 
carted to the road. This wheelway, which was fourteen or fifteen feet 
wide, stood seven years, almost entirely without care, under a heavy cart- 
ing traffic and a good deal of light driving. But the road was never aa 
solid as those made with steam rollers and properly puddled, opening more 
with the frost, and having more loose stones on it. 

The writer built some horse-rolled road on an old Macadam road 
which was substantially worn out. The material was a syenitic gneiss, 
quite hard, and broken by hand to pass through a 2-inch ring. It waa 
generally laid on 6 inches thick, in one course, though where the old meCal 
was mostly gone, two layers of stone were used. The rollers were 6 feet 
long, weighing about 2 tons light and 3^ loaded. They were used with 
2 horses light and 4 horses heavy. The stones, which were broken on the 
side of the road, were handled with lo-tined forks, the tine 14 inches long, 
I X inches apart, known as " tanners' forks." These forks, with a little 
care on the part of the laborer, left nearly all the dust and small stone 
behind (the average wear of tines was one inch for 300 cubic yards, 
handled), so that the stones went into the road fairly clean, where they 
were rolled ; the shoulders being at the same time made up with good 
earth, until they were fairly compact, when the dust and small stones 
left by the forks were spread on the surface, which was again covered 
with about }i of an inch of preferably clayey soil, where it was procurable, 
which was rolled thoroughly. If the binding was sufficiently damp, the 
road stood very well, showing few loose stones ; but when it was too dry 
or the earth was washed into the body of the metal by heavy rains, the 
work was not at all satisfactory. 

The labor account i»er mile of wheelway, 14 feet wide, equal to 8»2t3 
square yards, on which 1,260 cubic yards of broken stone were placed, 
was as follows, the days being 10 hours each : Spreading and forming 
material and loading dirt for shoulders and binding, with sweeping the old 
Macadam clean, but no picking, 229.5 days' labor. Twenty-four daya 
were occupied roiling, 13.2 with 2-horse and 10,8 with 4-horse teams. 

This road, with the shoulders, was 18 feet wide, and the teams trav- 
eled at the rate of 2 miles per hour ; allowing 90 per cent, of the time 
as productive, the roller passed 144 times over the surface. The meao 
weight of the rollers per inch run was only 75 lbs., and the maximum 
100 lbs., a weight altogether too light for either economical or thorough 
work. 

One end of this road was on a hill, with a rise of no in 1,500 feet ; 
'^,l^ maximum grade being at a rate of 8 ptr 100. It was not judged ad* 
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visabk to depend on natural moisture for the binding, and a steaai pump 
was procured, by the aid of which the metal was made, thoroughly wet 
before the bindinjgr vras applied. The binding used on the hill was a light 
loam ; but considermg the grade, the finished wheelway was as good as 
when heavier loam had been used, relying on the moisture in it. 

In England there does not seem to be any well-established system of 
road making. Some of the borough surveyors apparently do not believe 
in any rolling at all ; others, after caref nlly picking up the old roadbed, 
put on the stones, and after more or less traffic has passed over it, put on 
a 5-ton roller 5 feet long, drawn by 4 to 6 horses. The binding called 
" hoggin," which is a loam with coarse sand and gravel in it, is apparently 
not always applied in the case of repairs. Appendix No, i is referred to 
for specifications for a new road. 

The repairs of the wheelway of the Victoria Embankment were made 
by first thoroughly picking up the old roadbed and then coating it with 
clean Guernsey granite, hand broken, to go through a %}i inch ring, 
entirely free from dust and debris, and nearly so from small stone. 
Guernsey granite is about as hard as a trap. It was rolled with 15-ton 
Aveling & Porter's rollers. When compacted, hoggin was added in suffi- 
cient quantity, and with enough water to flush the material into all the 
interstices and leave a surplus about the thickness of grout on the surface* 
which was swept with brooms in front of the- rollers. The same system 
was employed at Russell Square and Bedford Place. 

This did not make a good Macadam road ; the hoggin acted as a 
lubricant, allowing the stones to work on each other under the trafiic. 
There were loose stones on the road ; ^\^ weeks after the road was com- 
pleted, a kick would move the stones in front of it for fully a foot ; when 
the surface was drying, the outlines of many of the stones could be seen 
by the cracks in the mud covering them ; the angles of the stones were 
already wearing off, and after a rain, on sweeping the road, the gutters 
were filled with mud 4 to 6 feet wide. 

It was said that dissatisfaction was felt with this system, and during :he 
past summer an effort was made to make a road simply by rolling, without 
the aid of any binding. The success was no greater than that of Mr. 
Grant. 20 years ago, in the Central Park. 

In Liverpool a mixture of broken stone and coal tar pitch is laid — 
one ton of pitch that will just run at 100^ F., is mixed with 70 galls of 
dead oil, and added, hot, to 5 cubic yards of stone. The stone is dry, 
but not heated ; the mixture is rolled with a hand rpUer in short lengths. 
The surface is very good, making a favorite road for bicycle riders, 
and it can be swept without danger of dislodging stone, but it does not 
seem to have the wearing qualiiirs of a well puddUd trap road. Some 
laid three years in Basnat street, now requires pretty extensive repairs. 
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In Scotland, a concrete has been ased with Portland cement, for bind- 
ing; the surface was v«ry good, but when the road commenced to break 
it went to pieces very fast. 

M. Malo speaks of the Macadam in Paris as follows : ** Day by day 
they try with incalculable efforts to perfect Macadam. They have per* 
fected their watering in summer and sweeping in winter ; they have sub- 
stituted, at great cost, granite in place of limestone ; they have multiplied 
their road laborers ; each morning the devastacions of the day before are 
repaired with incredible rapidity, but when the stream of traffic again covers 
the street, the rcouige {fleau) recovers its rights, and during 300 days of the 
year the roadway becomes an ocean of mud or a mass of infected dual," 
In other words, a poor system of construction, but probably the most 
thorough system of maintenance to be found anywhere. A. Debauve» in 
his **Manuel de Tlng^nieur," after speaking of the immense capital invested 
in the old Roman roads, says : " The tendency now is to have the thick* 
ness only that which is necessary for resistance, to suppress the founda* 
tion, and, in one word, to economically establish the roadways and maintain 
them afterward in a fit state by incessant repairs, which the ancients did 
not know of." 

In Paris the Macadam roads are composed of water-worn flint pebbles, 
which are compacted by ramming with a rammer 8 inches in diameter,, 
weighing 70 lbs., and horse rolling with the aid of sand and water, meu^ 
Here — a kind of burr mill stone — and porphyry, the two latter are gener* 
ally steam rolled. These materials are used, according to Debauve, in the 
following proportions, viz. : flint, 10 per cent. : meuli^re, 67 per cent., and 
porphyry, 23 per cent. 

Macadam roads in Paris, as in London, are the roads of luxury. On 
many streets, the centre, for a width of 19 feet, is covered with Macadam^ 
while the sides, for a width of 13 feet each, are paved with stone sets or 
asphalte. The Avenue des Champs Elys^es, Place Concorde, and some 
of the Quais are of flint ; other of the Quais and Rue de Rivoli are of 
harder stone, while the Avenue de TOpera, Boulevard Haussmann, etc., 
have Macadam only in the middle. 

The French, who use the Gellerat roller in Paris, specify a maximum 
weight of 448 lbs. per inch ruii, and a maximum speed ol 2.3 miles per 
hour. The rolling is done by contract (the city furnishing the water) at a 
rate per ton mtle, varying from 1 5.26 co 7.63 cents, according to the amount, 
with an increase of one-third in price where the grade exceeds 6 per cnt. 

The thickness of metal rolled varies from 12 inches on new roaas to 
2 inches on old. It is maintained that the work of compacting a cubic 
yard of the Fame stone is independent of the thickness when that varies 
between 2 and 6 inches, and is from 2.7 to 3.27 ton miles per cubic yard. 

From a table (p. 308) m the notice ^ the objects, etc.. exhibited by 
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the city of P&ris at the Exhibition of 1878, it is seen that the mean weight 
per inch run of the steam rollers is 448 and 336 lbs.» and for the horse 
rollers 263 lbs. Also that the ton miles necessary to make a square yard 
of porphyry wheelway, or to compact a cubic yard oL the same metal, are 
as follows : the mean for the two models of machines weighing 448 lbs. 
per inch run was, per square yard, with thickness of 3.9 inches, 0.41 ton 
miles ; while for the roller of 336 lbs., with a thickness of 2.8 inches, 0.234 
ton miles were required, or 3.78 and 2.99 ton miles per cubic yard respect- 
ively ; and for horse rollers, where the thickness was 2.6 inches, the ton 
miles requh-ed were 0.194 per square yard and 2.69 per cubic yard. The 
amounts consolidated per ton per hour are in the following proportions : 
467 for the heavy rollers, 539 for the Ught roller and 297 for the horse 
roller, and the number of passages of the rollers were 98.$, 7$ and 92. 

It appears from these tables that the smaller weight is the more advan. 
t^;eous, and that horse rolling is cheaper than steam, rolling ; it is added, 
that, on account of their superior celerity, the steam rollers are almost 
exclusively employed. 

No statement is made as to the relative wear of stone rolled by the 
different machines.' 

About 24 per cent, of sand is used for binding. The surface is allowed 
to wear down until 2 to«6 inches of metal is put on. 

Repairs were being made on Boulevard Haussmann by a 5*inch layer 
of meuli^re, very nicely hand broken to pass through a 2>^-inch ring, free 
from dirt and small stone ; the roller had a weight of 360 lbs. per inch* 
After a few* passages had been made over the stone, very clean sand was 
spread on, which was shortly wet by a hand hose. The water was not at 
first applied in sufficient quantity to flush the sand thoroughly into the 
interstices, but the sand was just damp enough to pick up the stones. 
The speed of the roller was thought to be fully 2% miles per hour. The 
binding was not so thoroughly wet as on the Victoria Embankment, nor 
was the metal rolled as much. When the street was thrown open to traf- 
fic the consolidation was about at the point at which in this country we 
would commence applying screenings, stones were picked up by the 
wheels, and a light kick would move the stones for from i to i>j( feet in 
front of it. 

On the Avenue de TOpera, the centre of which is covered with broken 
porphyry, the stones presented the same evidences of motion on c ach 
other, mentioned as seen on the Victoria Embankment. 

In New York City there are, including St. Nicholas avenue, 27.99 
miles or 921.400 square yards of steam*rolled Mjcadam roads, besides the 
horse-roUed roads in the Central Park and the Twenty-third and Twenty- 
fourth Wards, of which 17.75 miles or 7 18,200 square yards are on Telford 
foundations.- They were commenced in 1869. and mostly fitiished in 1876. 
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The first had a 5-inch k^rof gneiss laid on the Tdford, on Uuit a 
S-tnch course of trap, both broken to go through a 2^-inch ring. The trap 
was and is machine broken, and the screen- 
j ings, i. t., dust and stone that passes 

I ^ through a i-inch or ly-inch aperture, ore 

"^ used for binding. At tirst it was held that 
these should be oaed as sparingly as pos- 
sible, but experience has shown that the 
roads wear better and have less loose stones 
on them when the interstices a>e fullffilled 
with screenings, and the size of the stone 
in the top course is preferably from I to 
1% inches. The general practice now is 
to put on the stones in two courses when 
the thickness, compacted, is 6 inches or 
more, and roll the hrst course until it will 
. settle no more, then add the last course, and 
after it has settled, screenings ore added, at 
jirst coarse and then firfe, and after thori 
'^ ough rolhng, the whole is puddled by a co- 

41 pious addition of water. This is accom- 

1 plished more thoroughly and satisfactorily 

I in hot, dry weather. After the road is pud- 

^ died % Xa % inch of screenings are spread 

* over it. and after drying an hodr or so the 

f traffic is turned on. 

For the old style of construction Sixth 
avenue, between One Hundred and Tenth 
street and Harlem River, may be taken as 
a type, having the materialsand courses as 
above mentioned. It was rolled with 
Aveling & Porter's i ;-ton rollers, of the old 
pattern, in which the weight is nearly 
equally divided between the steering and 
driving wheels, which cover 6 feet, giving a 
bearing weight ol 467 lbs. per inch run. 
As near as can be ascertained, 34 6-10 
hours, at )X miles per hour, were occu- 
pied in rolling t.ooo square yards, giving 
' for the work done 0.553 'on miles per square 

yard, 1.346 ton miles per cubic yard, and 129,8 trips of the roller over the 

Avenue St. Nicholas, which, as mentioned above, was made from Roa 
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Hook grav«L had a rabble foundation, and it was intended to ha>;e 6^ 
inches of compact gravel, but the foundation settled so that in some m^ 
stances the gravel is 14 inches thick. The practice was to lay the gravet 
on and wet it thoroughly over night. It was rolled the next day until the 
watt r was forced to the surface. A 1 5«totti roller was employed about 26 
hours per 1,000 square yards, besides some horse rolling. A little hard 
pan was used for binding. The intention was to make a road for ^ast 
driving, but the surface was as hard as that, of a Macadam road, though 
much smoother. 

The data for these two avenues depend on the memory of the engineer 
of the roller, and are approximate only. 

The Telford Macadam on Fifth avenue has 8 inches of Telford, 3 
inches of 2^ -inch trap, 4 inches of 2-inch trap, i inch of coarse screenings, 
and one- half inch of line screenings, when completed. The wheelway is 
40 (eet wide between curbs, with 4 foot gutters on each side, of trap 
blocks. 

Mr. F. H. HaR'lin, for some time Engineer in the charge of Roads and 
Streets in New York City, to whom I am indebted for these data, intended, 
by the use of the \yi inches ot screenings, to have the road as smooth and 
pleasant for riding as Avenue St. Nicholas, without the tendency to mud 
in wet weather. Thecwork was let in two contracts, at I1.30 and $149 
per square yard. The average time employed setting a square yard of 
Telford was 70%, minutes. Spreading the stone and screenings, per 
square yard, i 2-10 minutes. About 58 6-10 hours rolling were given per 
1,000 square yard<«; and the work done, allowing the effective speed to 
have been \% miles per hour, was 1.099 ton miles per square yard, and 
4.709 ton miles per cubic yard of compacted material, if there had been no 
settlement, but there was an unascertained settlement. 

These roads are maintained by spreading very thin layers of iine Roa 
Hook gravel over them and watering. The first roads were built with 
an idea that as small a quantity of screenings as possible shouki be used, 
and in dry weather the stones, which become prominent by wear, are 
liable to kick out ; the fine gravel prevents this, and by retaining water 
sprinkling is not necessary so often. The fact that the travel concentrated 
near the gutters, where this gravel, by the action of rain, becomes thickest, 
in connection with the demands of owners of fast horses, who wished a 
softer road-bed, led Mr. Hamlin to cover one of them with a coating three- 
eighths of an inch thick, consisting of three parts of coarse sand and one 
part of strong clay. ' Thi^ has been on the road through two winters and 
the road-bed is still firm^ and it has been applied to others. 

Under Mr. Hamlin's charge the average cost of maintaining t^ise 
roads has been 4 2-10 cents per square yard per annum for the lal id- 
material of road covering, cleaning and sprinkling, with incidental x^y^S 
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and supervision. None of them have been resurfaced with broken stone 
excepting a portion of the Western Boulevard, the first built, and two or 
three patches of loo feet or less in length, which cost 46 cents per square 
yard. 

It is very difficult to estimate* the traffic on these roads. On a fine day 
3,000 vehicles may pass over them, while at other times there may be not 
more than one-tenth of that number. 

In repairing the Southern Boulevard, mentioned above, the trap broken 
to go through a 2-inch ring was laid on 6 inches thick in one course ; 
58 2-10 Hours' rolling was given per 1,000 square yards. Allowing the 
speed to have been i % miles per hour, the work done on it amounted to 
0.859 ton miles per square yard and 5.177 ton miles per cubic yard ; 201 
trips weire made over the surface. The Macadam was 1 5 feet wide, and 
some of the rolling was on the shoukiers, though probably not enough to 
affect the result materially. The work was done in July and August, and 
a little less than 0.6 cubic feet of water per square yard (3.5 cubic feet per 
cubic yard) were used in compacting and puddling. About one-third 
screenings were added. Those portions of the road that had the most 
work done on them are now in the best fonn, after nearl;^ two years with-^ 
out any care; and, generally, the more thoroughly the trap roads were 
foUed the better do they wear. • 

It should be understood that there was no counter on the wheels of 
the rollers, and the speed is the result of estimation, interfering with 
accuracy in the estimate of the number of ton miles performed. The 
rollers used fn the above mentioned works were 1 5-ton Aveling & Porter's 
(old pattern),and though they are understood to bear equally on the driv- 
ing and steering wheels, the writer thought the driving wheels nearly twice 
as eiTective as the steering wheels. 

The superiority of the American Macadam roads is partly due to the 
greater amount of work put upon them ; the binding, which is of the same 
hard material as the metaling, almost completely fills the interstices between 
the stones, and the entire mass is thoroughly compacted and nearly homo- 
geneous. It is only while the frost is coming out of the road in the spring 
that the stones wear upon one another at all. The process of puddling 
gives a very smooth, hard, firm surface, resistant alike to wear and the 
infiltration of water, which is of equal advantage to the stabilfty of the 
foundation and from a sanitary point of view. By the use of the steam 
roller the stones are compacted with a small amount of wear to their angles 
and an entire freedom from mud and dung, their only weak point being 
that in long-continued dry weather the larger stones arc ap* to get dis- 
lodged (rom the surface; some moisture being necessary for the full cohe- 
sion of the binding. • No amount of wet weather, unaccompanied by frost, 
seems to injure them, unless mud works up through the foundation, ^d 
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their iroperviousness under the most disadvantageous circumstances is 
^ell iUustrated by the practice of Mr. Hamlin, as cited above. 

The English roads are rolled less, and the binding, though cheaper in 
cost and the matter of rolling and spreading, is, when thoroughly wet, to 
a great extent an element of weakness to the roads, allowing a large part 
of the wear to be internal, and faiUng to hold the stones from dislodgment, 
either by the wheels of vehicles or the brooms of the sweepers. When 
dry it can have neither cohesion nor resistance, its use being confined to 
the time it is slightly damp. 

The roads in Paris seemed to be less thoroughly compacted than in 
London, but the binding was better, and if it had been apphed dry, after 
the stone was nearly compacted, and only wet at the last rolling, it would 
probably be more effective. As it was, the grain of the sand seemed to 
have been broken down during the rolling of the stone, and as« like the 
English made roads, the stones move on one another, it must be still more 
thoroughly ground up. 

The maintenance of roads in Paris is much more effective than in 
London. It consists essentially in washing rather than sprinkling them, 
and sweeping the mud and debnis of the surface into the gutters, where it 
is washed with a copious flow of water, the mud and fine sand going into 
the sewers, the coarser sand being retained for use on the streets. *Most 
of the work is done at night and in the early hours of the morning. While 
there is on the average (judging from the amount of mud relative to the 
traffic) rather more wear than in London, no loose stones were seen on 
the streets, except when newly mended, men apparently being always 
present with brooms, rammers, and sand^ to repair any place that showed 
signs of weakness. On the Avenue des .Champ Elys^es, and other flint 
roads, the stgrface was often swept with birch brooms having long and 
slender twigs. 

In London the maintenance is neither so constant or skillful ; the roads 
are watered in dry weather, and swept or scraped in wet, with an occasional 
addition of sand or fine gravel. 

There seems to be no accessible accounts of the cost of repairs and 
maintenance in London. W. S. Till, the Borough Surveyor of Birming- 
ham, in one of his reports, says : '* Mr. Howell, Surveyor to the Vestry of 
St. James, Westminster; informs me that the cost of maintaining, etc. 
the surface of Regent street, London, which may be considered one of the 
best Macadamized roads in the Kingdom, and in which nearly every 
description of pavement has been tried, is to.87 per square yard per annum, 
it has, however, been much higher." It is not known whether Regent 
street was then steam or horse rolled. 

In Paris, the expense of maintenance had reached on some of the sti««ts 
16 francs per square meter ($2.57 per square yard) per annum, aaa it 
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was reflohr«d to pave all bat the middle 23 feet, jn streets 48 feet wide, 
and to pave narrow streets and gutters, and in 187 1 it was resolved to pave 
streets where the annual expense of maintenance was over 48 cents per 
square yard, excepting those avenues which are used by carriages of 
luxury. This, however, was not fully carried out. 

Many adverse criticisms are made on Macadam roads by parties who 
judge of their value mainly from reading statements regarding European 
Macadam. A well-made trap road, when properly watered and main- 
tained, is, after an earth road, the pleasantest and safest road known. In 
this locality a road 1 5 feet wide would give suburban residents the same 
easy access to their railroad stations in the worst winter weather as in 
summer.. And for streets of residence, where the inhabitants would keep 
them free from garbage, both for quiet, safety to horses, and on sanitary 
^grounds, they are preferable to the ordinary paving. 

It is possible that with thoroughly compacted and bound roads, the 
English and French engineers would look with more favor on Telford 
ioundations, for with the roads we make, the wear between the Macadam 
and Telford must be very slight, the pressure of a wheel being spread 
over a large surface. They are preferred here because they give an equa 
depth of foundation more cheaply than with broken stone, and as in this 
country municipal appointments of engineers are sometimes influenced 
by political considerations, the general desire is to build as solidly as pos- 
sible. 

One objection that may be urged against the Telford foundation is the 
fact that it does not have a solid bearing on the earth roadbed, and when 
the road is worn thin the spaces between the stones may become filled 
with water and mud, which will work through the foundation into the 
broken stone, hurrying the disintegration of the road. 

The English engineers often use "hard core/' a mixture of brick 
rubbish, old plastering and broken stone, on a clay soil, to prevent the mud 
working into the metaling. 

The result was accomplished by the use of six to eight inches of fine 
sand on Mott avenue. New York, which was built at the joint expense of 
the ci*y and private parties. The regulation of the surface required a 
maximum cut of two and a half feet and a fill of four feet ; the soil was a 
heavy loam, thoroughly saturated by the fall rains, which continued unti| 
the work was completed, and it was desirable to Macadamize it immedi- 
ately. Rough gneiss rock was placed on the layer of sand and rolled to an 
even surface, with a thickness of about eight inches, and on thvt a scant 
six inches of loose 2-inch trap, to which thirty per cent, of screenings were 
added. The bottom was very treacherous ; on about half the road it was 
not safe to stop the roller, which broke through in two instances in spite 
of the care exercised. Nor could the road be rolled long in one place ; but 
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as soon as the surface began to weave in front of the roUer it was given a 
rest, and the roller taken to another part of the road. In spite of this the 
foad was compacted and the surface puddled satisfactorily, except in one 
or two small patches. It has stood the freezing and thawing of two winters 
without receiving or requiring any attention. 

It is held that the success of this operation, so contrary to the teachings 
of the books, was due to the layer of fine sand being impervious to the 
mud, which without it would have been over the top of the Macadam a 
long time before it was puddled. 

The deductions of the French engineers from the table cited on page 
12 should have been strengthened or modified by a statement of the wear 
of the different work done. And their principles of road construction are 
dissented from, because the writer believes that the horse-roUermade road 
does not differ so much (after both are compacted) in wearing value from 
the road specified by Macadam as it does from the road properly made by 
a steam roller ; that all binding should be fully as hard as Uie stone, and 
that the better road is made with the heavier roller per inch run, as far as 
his experience has gone, /. /.. up to 460 pounds. And, in addition, up to 
that weight the ton miles rather than the k>ad should be altered on ac- 
count of the greater or less hardness of the rock employed for road con- 
struction. 

It is believed that no one who has used the two styles of 3-ton rollers 
mentioned, viz., 3 feet and 6 feet long, doubts that the 3-foot roller will do 
btiitr work than can be accomplished by the 6-foot roller without loading. 

Under the writer's direction the same quality of syenitic gneiss men- 
tioned on page 9 was rolled with a 1 5-ton steam roller, with binding of the 
same quality in both cases. There were only about 200 cubic yards of it, 
and on account of the traffic passing, it was impossible to keep an exact 
account of the work done, but the road is very satisfactory, and from it 
the wnter thinks that a few passages of the steam roller over the horse- 
rolled road would add materially to its life, besides greatly reducing the 
number of loose stones on its surface. 

Some refuse Westchester marble (a very soft rock) was delivered on 
some of the roads at about 25 cents per cubic yard, and hand broken in 
place at the rate of about i cubic yard p^r hour. A portion was rolled 
before any traffic went over it, some after about two weeks of traffic and 
some after six weeks ; of the rest, part was horse roHed and part com- 
pacted by wheels ; the quality of the stone, traffic, etc., were very nearly 
the same ; that not rolled by the steam rdOer soon wore into holes; the 
first mentioned is, after standing two winters, in very fair surface ; the 
x>then decreasing in the order in which they arc mentioned. This dif- 
ference is so noticeable that any one could pick out their sequence a^inen- 
tioned. 
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^ibani; liefoK thia, however, the writer tott aeariy nude a nauta of 
maie micaccooB gneis> in trying to reduce the crown oi a nwd corefod 
with it. 
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Late in the fall a portion of the Southern Boulevard was repaired with 
2-tnch trap, screenings, and a 2-ton horse roller. After the metal was 
compacted a thin coat of clay hard*pan was added, which froze solidly 
that night, and a day or two after was covered with snow which stayed on 
tiU spring, thus giving it the most favorable surroundings possible. In the 
sununer there was but little difference between it and the steam rolled 
part ; but by fall it had commenced to deteriorate, and now its surface is 
but iittk better than that made seven years before. 

Both the English and French prefer hand-broken stones for Macadam. 
An experienced breaker will make better shaped stones than any crusher 
can, and hand-breaking would afford employment to labor. The hand- 
broken stones mentioned above were delivered by contractors at $2.00 per 
cubic yard ; the men who broke receiving on an average %2}i cents per 
yard. One man was thought to have broken at the rate of 4.5 cubic yards 
per day; about 6 to average 2}i yards or more. They stood, using 
hammers weighing i Ji^ to 2 pounds, on very flexible handles. The ave- 
rage of all who worked could not have been much over i yard per day. 

On the other hand, there is not enough fine stone for binding, what 
there is is full of dirt, and machine breaking is cheaper ; the cost of crush- 
ing trap with a Blake crusher, after it is sledged, being understood to be 
less than 70 cents. 

The crown or transverse section of a road should depend on so many 
different considerations that no general rule can be drawn for it. With 
Macadam made from hard material, the less crown, on many accounts, 
the better, as the surface is benefited by being kept damp. In narrow 
wheelways, particularly, an excessive crown throws all the traffic, as much 
as possible, in one line, whatever the material may be. On the other 
hand, in curbed streets, if the road is too flat, the heavy traffic tends 10 
concentrate near the gutters. The crowns given to dirt roads are in- 
tended to drain off the water, but the longitudinal ruts soon defeat that 
object. 

Transverse profiles of the Western Boulevard and Sixth Avenue, New 
York City, are shown on page 80. On the former, though the transverse 
slope is so slight, it is perceptible to a person riding in a vehicle with longi- 
tudinal seats, but is not noticeable when on a transverse seat. The cross 
section of Sixth Avenue shows the surface as the road was constructed by 
M. A. Kellogg, Engineer, in 1872 and 1873, with the crown at the same 
height as the top of the curb stones, and the figures above the dotted tine 
joining the curbs show the average distance of the surface below street 
Ime, as found by careful levels taken this spring between f 23d and 124th 
streets, a point where no broken stone had been added, the wear at the 
crown being 0.15 foot, or about ^-inch per year. The road ts not too 
flat, as it now stands, to shed the ramfail. 
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The amount ol water the writer found necessary to keep earth or Mac* 
adam roads from becoming dusty, was, for a well maintained earth road, 
at the rate of 71.3 eubk feet per 1,000 square yards, applied twice in a 
day, or say 143 cubic feet per day. In very hot or breezy weather this was 
not quite' enough. 

On the Telford roads of this city, 35 cubic feet, applied four times a 
day, are necessary per 1,000 square yards, say 100 cubic feet per day. 
One water cart, holding 79 cubic feet, waters 35,000 square yards foar 
times a day, keeping it free from dust, except during windy weather. 

In Paris about 27 per cent, of the surface is watered by hand hose. 
These are made of iron pipes about 6}i feet long, each end supported on 
castors and connected with leather or rubber couplings ; the working end 
being apiece of rubber hose. Its cost is one-half that of watering by carts 
holding 46 cubic feet. 

Stone Pavements. 

The City of New York is largely paved with the Belgian pavemtot,/.^., 
truncated pyramids of trap set m coarse sand. The sand soon becomes 
saturated with the WAter and mud of the streets, and the blocks working 
under the traffic become rounded. It is impossible to keep such pave- 
ments in fair surface, and they are as bad sanitarily as pavements can be. 

The pavements now laid are of granite or trap blocks, 4 inches wide, 6 
inches deep, and S to 1 2 inches long. They have parallel sides, and are 
laid in sand, probably form'ng the most efficient pavement ($1.91 per 
square yard), to be found anywhere. The open joints filled only with sand 
are objectionable, however, as fommg receptacles for street mud and 
water. 

The Guidet pavement laid in Broadway, with a foundation of concrete, 
has lasted very well, its increased wear probably compensating for the ad- 
ditional cost of the concrete foundation. 

In Paris, the new pavements are of Gris, a bard sandstone, which is 
neatly dressed in blocks, 4 to $ inches square, and laid either in sand or 
mortar, and porphry, about 4 inches wide, 6 inches deep, and 8 inches long, 
generally laid in mortar. 

The best granite pavements are found in England. In London, where 
the sod is clay, the usual practice is to lay a foundation course of " hard 
core " which is well compacted by rolhng, &c., and the stones are set on 
this in two inches cf sand. The better class of pavements, on clay, have 3 
to 6 inches of hard core, 9 mches of concrete, and two inches of sand. Col. 
Haywood, wbere soil is sand or gravel, puts down 9 to 18 inches of broken 
stone, or 9 inches of concrete, saying that there is little difference in the 
stability of the two foundations, but the concrete is apt to be replaced in a 
more satisfactory condition when the street has been opened. 
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la aO the better class of London pavements, the sets are 3 inches wide, 
neatly split out with parallel sides, and set in blue lias lime grout, Aber- 
deen granite being chosen in preference to harder varieties, as it wears 
rough. Though Col. Haywood determined that the duration of the same 
stone varied directly with their size, these narrow sets are preferred, as 
making a smoother road, affording a better foothold for horses, and in- 
creasing the quietness and general comfort. The practice is to take up the 
sets when their surfaces become rounded, and redress them, after which 
they are relaid in streets of secondary traffic. The spalls are useful for 
foundations and Macadam. Col. Haywood estimates the total life of such 
paving stones to be 29 years. 

In Liverpool, Geo. F. Deacon prefers the Welch traps and granites, 
which are rather harder than our trap. The pavement of North John 
Street, which has a traffic of 4,000 vehicles, averaging 3 tons each, per day, 
is of trap blocks, neatly split out, with parallel sides, 6 inches deep, and 3X 
X3X inches on the face, set on 10 inches of concrete; the joints are filled 
with gravel, about the size of a pea, free from sand, and then run with coal 
tar pitch. It had been paved very close, and the sets were so firmly held 
in place that there was hardly any rounding of the surface last winter, 
though it was laid in 1872. The surface was admirable, and showed very 
slight wear, and on sanitary grounds it is probably unequaled by any 
other pavement, except compressed asphalte, for there can be no percola- 
tion of the surface water. ' The only signs of failure shown by this pave- 
ment is where the boiler of the " Montana,'* weighing with its 4-wheeIed 
truck 59 tons, passed over it, crushing some of the sets, and showing that 
stones 3X inches square on the face, are not large enough to stand loads 
of I S tons per wheel. 

Mr. Deacon thinks that the 3X inch square blocks present too many 
longitudinal joints, and now employs sets 3 inches thick by 6}i inches 
deep, and S to 7 inches long ; the specification for thickness is that any 4 
of them, when set side by side, shall measure 12 inches, and not more than 
14 inches. It is said the specification is filled without extra cost. 

Wood Pavements. 

In London, the principal wood pavements are Cary's, the improved 
Wood, Henson's, and the Asphaltic Wood. Cary's is laid on sand or 
gravel, a firm foundation being first made. The patent is for dovetailing 
the blocks on their ends, which is held by the inventor to give the pave- 
ment greater stability. The joints are flushed with blue lias lime grout. 
The advantage claimed for this pavement is the ease with which it can be 
repaired, the method being apparently to take out the defective block or 
blocks, cut off the broomed portion that overhangs the sides of the hl'oc^s, 
put in enough gravel to restore the surface, replace the block with the. 
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Other face up, and run in the grout. A portion of Cannon street is laid 
with this pavement. It is said by persons on the street to require fre- 
quent repairs. Its power of resisting wear must depend on its founda- 
tion, and it can hardiy prevent water from working into and through the 
foundation. 

The " Improved Wood" Company started to make an improvement on 
the Nicholson patent, using two tarred boards, resting on sand, under the 
blocks. Ludgate Hill, and some other streets, were laid on this principle, 
but, under the heavy traffic, the two boards acted like a pump, pumping 
the sand up through the pavement. After trying and discarding one 
board laid on concrete, they now lay a foundation of concrete 6 inches 
thick, on which the blocks are placed ; tht jomts are filled with pitch and 
gravel. This modification apparently makes a good pavement, as seen on 
Ludgate Hill, where the first pavement has been renewed, and at St. 
Paul's Church-yard. No company now lays boards as a part of its founda- 
tion. 

Under the name of Ligneo Mineral Pavement, a company laid some 
pavement of hard wood, but it proved so slippery that work under that 
patent has been mostly abandoned. The most work seems to be done, at 
present, by the Henson and Asphaltic Wood companies. 

In the Henson pavement the 6 inches of concrete is covered with a 
layer of tarred felt paper, on which the blocks rest, while a strip of the 
same material is placed vertically between each row ofblocks across the 
street. Nothing is interposed between the ends of the blocks. After each 
few courses are laid the blocks are driven close together by a heavy maul. 
Hot coal tar and pitch is plentifully applied to the upper surface, after 
which gravel is strewn over it. It will be observed that this pavement pre- 
sents about as small a joint for foothold as is possible, and to meet objec- 
tions on this score, at first about every fifth course had a V-shaped groove 
cut in its top. This has been abandoned by the company, who now lay 
the surface flush, making a road almost free from noise and near- 
ly as smooth as a compressed asphalte pavement. In answer to objec- 
tions to their narrow joints, their engineer asserted that they had 
changed the practice of the other companies in London from i X or i Inch 
joints to as near a quarter of an inch as it is practicable to make them, to 
the decided advantage of all pavements. They also assert that the tarred 
felt under the blocks will not wear out, that the pavement is impermeable 
to water, and that it can be more thoroughly cleaned than any other wood 
pavement. This pavement was taken up, for pipe connections, in Leaden- 
hall Street and High Holborn. Although it had been raining in the first 
instance, and raining and freezing in the other, the wood was bright and 
not at all watersoaked ; the felt underneath, however, was considerably 
\\'orn. The claim in regard to cleaning is probably correct. 
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The asphaltic wood pavement, laid under the patent of H. S. CopJand. 
C. £., has on the 6 inches of concrete a quarter of an inch of tempered 
Trinidad bitumen, on which the blocks are placed ; the joints across the 
street, which are kept between a quarter and an eighth of an inch, are run 
with a softer bitumen for about 2 inches, and flushed with lias lime grout, 
the ends of the blocks abutting against each other ; the whole is covered 
with gravel. The pavement* unless cracked by the settlement of the 
foundation, must be as impervious to water as one of asphalte, and should 
stand the traffic very well. On account of its rigid foundation it is more 
noisy than the Henson, and having a slightly wider transverse joint, it 
hardly rides as smoothly after some wear, though the difference would not 
be readily noticed. It should be noticed that the bitumen which is run in 
the joints makes a firm bond with the layer under the blocks, and more 
wood is spoiled in taking up this pavement than any other observed. 

This pavement was first laid in Cannon street, between Abchurch and 
Laurence Pountney Lanes, in July, 1874. It was laid, apparently, with 
joints rather over than under i inch, and in December, 1878, the edges of 
each block had broomed over into the joint ; otherwise the surface was 
good, and I could not learn from any source that repairs had been made 
on it, except when the street had been opened for pipes. The grade is i 
in 90 ; and in 1873 the number of horses passing over it in 12 hours — from 
8 A. M. to 8 p. M.--was 5,350. 

The practice in London is to cover the surface of wood pavements 
several times a year with hard gravel, which is beaten into the ends of the 
fibres by the traffic, tending to preserve the blocks from wear and. it is 
claimed, from decay. The wood used is a species of pine — Baltic fir — harder 
than our white pine and softer than Southern or pitch pine, resembling 
what is sold in the Chicago markets as Norway pine ; it is better seasoned 
than the pine generally used by house carpenters i.i this country, and it is 
usually laid without being creosoied, the borough surveyors claiming that 
the difficulties of inspection are increased by creosoting ; but as far as 
noticed, for renewals and repairs, which are made by the companies under 
their contracts for maintenance, creosoted wood is used, their managers 
saying that they expect it to add to the wearing qualities of the wood as 
well as to protect it from decay. The concrete, usually covered with a 
thin coating of cement mortar, is made of one part of Portland cement to 
six parts of Thames ballast, which varies in size, from sand to pebbles 
three-quarters of an inch in diameter. 

It is rather difficult to arrive at the durability of either wood or asphalte 
pavements in London, as CoL Haywood, the City Engineer, lets them at 
a certain price, with a provision that they shall be kept in repair for a term 
of years at a certain price per square yard per .annum, a. good pavement 
being turned over to the city at the expiration of the contract for main> 
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tenance, the contractor, in the meantime, replacing the entire roadway, if 
necessary, as will be noticed under the head of asphalte. This plan has 
worked so well in the city that the surveyors for the vestries have gcner 
ally adopted it, so that, in London, the wood paving contracts are usually 
let with the same length of maintenance as for compressed asphalte, and 
at about the same price, ^nz,, at a first cost of from (4.38 to $3.90 per 
square yard, including foundation, but not excavation. They are kept in 
repair for two years at the contractor's cost, and at the rate, depending on 
'he amount of traffic , of from 2,6}i to 18X cents per square yard per 
annum for the succeeding fifteen years. 

From the report of Col. Haywood to the Commissioners of Sewers of 
the City of London upon asphalte and wood pavements, 1874, page 38, 
€t siq„ we find that the greatest duration of any wood pavement was in 
Mincing Lane, nineteen years and one month ; the average cost per square 
yard per annum having been, in that instance, thtrty-five and one-half 
cents, while the average cost of three heavy traffic streets had been sixty- 
three and nine-tenths cents. He concludes that, with necessary repairs 
wood pavements will last ten years in London. 

Law & Clark's Roads and Streets, page ^39, gives the wear of three 
wood pavements at three-tenths of an inch per annum under a traffic 
averaging 362 vehicles per day of twelve hours for each foot in width of 
the street. Mr. Clark says it is claimed, in some instances, blocks have 
worn down in London to a depth of two and one-half inches (the Wells 
street pavement was only two inches thick, before removal), and suggests 
eight or nine inches as a better depth than six inches, now universal. 
The blocks of the Mincing Lane pavemtat, which lasted nineteen years, 
were nine inches deep. If we assume that the blocks are six inches deep, 
and that the road will not break up until they have worn down three inches, 
there seems no reason why a thoroughly creosoted wood pavement, laid 
with narrow joints, on a sufficiezit bed of concrete, wi:h a water-tight 
stratum interposed, should not wear for about ten years in our streets of 
heaviest traffic with a small amount of intelligent maintenance. 

There have been several charges made against wood pavements, which 
are mentioned here, not as a matter of information, viz., that they soon 
become full of holes, are impossible to clean, are difficult to replace when 
the street is opened, and that by their rotting the health of the community 
is endangered, to which may be added that for only a short time do they' 
present any barrier to the saturation of the soil by surface water. 

The general practice, as far as observed by the writer, in this country 
has been to Xz^ green or wet pine blocks, more or less thoroughly dipped 
in coal tar, on a bed of s^nd, not always thoroughly rammed, with Of 
without the interposition of a tarred pine board, with transverse joints 
f\ om one to one and one-half inches wide tilled with gravel and coal 
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tar, which was theoretically thoroughly compacted. Omitting those 
which, without the slight pretense of a i-inch board for foundation, 
speedily become a wood Macadam, the first failure was from the 
blocks rotting on the bottom in patches, so that the surface would 
first be found to be shsared down by a heavy load ; and on taking out 
the blocks they would be found sound on their tops, where the gravel 
bad been driven into them by the traffic, and also a sound film of about 
the thickness that tar could be expected to penetrate a wet block, the 
inside being rotten. In other cases, however, when the layer of sand 
was too thin, the mud worked up through both boards and blocks, 
reducing everything to about the state of those having no boards under 
them. 

A layer of concrete, covered with Trinidad bitumen, will effectually 
stop the mud from coming up, and any percolation of the surface water 
into the soil through the pavement ; the narrow joints, by preventing the 
edges of the blocks burring over, will both tend to keep the surface 
smooth, lessening the shocks of the wheels, and greatly facilitate all the 
operations of cleansing. Creosoting, by the preservative and antiseptic 
properties of the dead oils used in that process, will probably keep the 
timber from decay, so that nothing but abrasion need be feared, and the 
sanitary objections to decaying wood will be removed. 

The following note of some experiments by E. R. Andrews (pub- 
lished in " Engineering News ") shows the efficacy of creosoting for pro- 
tecting wood from moisture. 

The following are the results of some careful experiments with differ- 
ent varieties of wood, half of the specimens bein^ simply dried and the 
others creosoted, to ascertain to what extent wood is rendered water-proof 
by creosoting. The specimens were soaked during two days in water» be- 
ing carefully weighed before and after soaking : 

PeitwDtefre of 
water absorbed. 

Spraoe, oreosoted 0S86 

•* • 0806 

" driedonly 1754 

»• " 8888 

♦• Bornetttwd ".MOO 

Hard plue, creoaoWd , 0000 

" drledunly 1600 

Oak, ereoflotod 06S0 

'• dHod only 2000 

White birch, oreosotcKl 1840 

driadoiily 4800 

GottODvrood, creosoted 8lT0 

" driedonly 7140 

Black gam, creoaoted 1850 

" driedonly 1.0000 

8e8quolaOlgaDtea(greattr9eorOallfomia),oreoBot6d 0000 

" *' " driedonly.... 4729 

In the rooms of this Society are creosoted fir ties from England that 
have been in the track for 20 years, and apparently Justify the assertion of 
the engineer sending them, that they are good for 10 y^ars more. 
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The following extract, from the " Railroad Gazette," is also corrob- 
orative : 

The German Railroad Union some time ago made inquiries as to the. 
extent to which processes for preserving ties were employed, and what the 
results were. 

It appears from statistics of German railroads which have used treated 
ties more or less since 1840, and therefore have had time to test thorough- 
ly the life of the ties, that the average life of ties not treated, and of those 
treated with chloride of zinc or creosote has been : 

• 

Not treated. Treated. 

OakUee 18.6year8. ]9.6y6ara. 

Ffrtlea.... 7.2 •' 14tol6 

Pine tiaa 6.0 " 810IO " 

Beechtles 8.0 '* 16 to 18 " 

The average life of 831,341 pine ties treated in various ways on thirteen 
German roads was 14 years. 

It follows from this that there is an increase in the life of ties treated 
with chloride of zinc or creosote, amounting to about 40 per cent, for oak, 
100 to 1 30 per cent, for fir, 60 to 100 per cent, for pine, and 400 to 500 per 
cent, for beech. 

It thus appears that there is a great deal gained with any kind of 
wood, but most with some of those usually not considered good for 
ties, fir and beech being made almost as durable as oak. Bischoff savs 
that it is of Uttle advantage to secure the ties from decay for longer periods 
than above stated, as the ties usually become worn out or crushed by that 
time, even if not decayed. 

Commenting on these facts, Bischoff says that it is now generally ad- 
mitted that the choice lies between creosote and chloride of zinc ; that 
creosote is the best antiseptic material, but also that it is the dearest. 

There can be but little .doubt that the antiseptic properties of the 
creosotmg process are of more value than the increased life it would give 
to the blocks. 

On account of the absence of proper stone and the cheapness of wood 
in large areas of our country, the small first cost of wood pavements seems 
to make it worth while to give them an intelligent trial. 

The thoroughness with which wood pavements can be cleansed de- 
pends on the size of the joints and the firmness of their filling. The 
practice in London, when the mud is at all sticky and not so thick as to 
require scraping, is to water and then sweep with a revolving broom, the 
thoroughness of the cleansing being almost directly as the amount of 
water. In hot weather a disinfectant is sometimes applied after sweep- 
ing. 

Asphalts and Bitumen. 

Dictionary and encyclopedia makers, as well as chemists, seem to use 
these terms interchangeably. M. Leo a Mab, in his ''Guide Pratique 
pour La Fabrication et L*Afiplicafhfi dc L* Asphaite et des Bitumes^ 
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after speaking of the lack of definition in the two teims as generally used, 
gives the following, viz. : 

" AsphaiU, Bituminous Limestone." 

** Bitumen, The black and viscid substance which we find disseminated 
in the pores of bituminous limestone and in the interstices of the molasses 
of Scyssel or the sands of Auvergne." 

*'AspMalttc Mastic, Bituminous limestone transformed by dressing 
{cuissan) and by the addition of a small quantity of bitumen." 

He adds : " We employ these definitions throughout this work, and 
give to them the senses which we have just indicated, and I hope strong- 
ly that they will be adopted for use, for they seem to be the most reason- 
able." 

It is believed his definitions have been generally accepted by European 
technical writers and in specifications relating to the use of these mate- 
rials,* and the writer in this paper will use them as above defined, except- 
ing that the bitumens from Trinidad and Cuba will be included with those 
mentioned by M, Malo. 

In view of the practice in this country two other definitions seem neces- 
sary, viz.: 

Bituminous mastics, mixtures of bitumen, either having an earthy 
£angue, like those of Trinidad and Cuba, or purer ones, like Grahamite 
and Albertite, with limestone or other substances not naturally impreg- 
nated, which add to its resistance to wear, and — 

Tar Mastic, a mixture in which the bitumen is replaced by (usually) 
gas tar. 

M. Malo further characterizes asphalte as a carbonate of lime perfectly 
pure (excepting, sometimes, a trace of silica), naturally unpregnated with 
bitumen. Its characteristic color is that of chocolate — which it also resem- 
bles in fracture — mean specific gra\ity 2.235. i^ is quite hard when cold, 
and falls to pieces at a heat of about 1 22 deg.-i40 deg. F. At an interme- 
diate temperature it flattens under the blows of a hammer ; its structure 
vanes with its locality, but in general should be fine-grained and homoge- 
neous, iK'ithout particles of unimpregnated stone. 

In the poorer qualities the impregnation, though regular, does not ex- 
ceed 6 per cent., or the bitumen is injected into minute cracks, showini^ 
under the microscope that the impregnation is not molecular, or the rock 
contains clay^ or, as in the case of Lobsan, the bitumen contains light oils 
which injure the consistence of the mastic, in which case the light oils are 
driven o£[ by heat, the remainder being used. 

Generally, we may say that the mure uniform and microscopic the 
impregnation of the lime is, and freer from extraneous matters, the better 
It is. 



wbeelwayB, wbieb are aaU«d aspballe. 
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Neglecting the Tubll Cain stage of its history, asphalte was first aj^ 
plied to sidewalks and wheelways as a mastic, but in that state was not 
sufficiently resistant for streets of much traffic. It was seen, however, 
that in summer the pieces of rock that fell from the carts between the 
niine and the mastic works at Seyssel compressed under the wheels. In 
1S49. a Swiss Enfirmeer, M. Marian, put this lesson to profit, by construct- 
ing a Macadam road of asphalte, which was compacted with a roller. In 
spite of the instability of its foundation and the irregularity of its mainte- 
nance, this road is still in very good order. (Malo, p. 108.) 

Compressed Asphalte. 

The first compressed asphalte was laid in Paris by M. Vaudry in i8$4» 
though it was not till i8$8 that it was laid on a large scale; the area 
covered in 1878 by pavements and cross-walks was 334,654 square yards, 
or nearly 14 miles of -a street with a 40-foot wheelway. The earlier prac- 
tice was to " decrepitate " the rock (broken to abont the proper size for 
Macadam) bv heating it to about 140 degs. F. in sha'low iron pans. SkiU 
was necessary in this operation, as the rock was liable to be burned, /. /., 
have too much of the bitumen driven off, or to have too little, and some* 
times both results were reached in the same batch. The walks in Union 
Square. N. Y., are an example ot the ill effects of unskillful decrepitation. 

The rock was also br ken up by the direct action of steam, but it was 
impossible to secure a product of uniform fineness, and difficult to remove 
all the moisture. After experiments with various machines, a Blake 
crusher is first used, the pieces are then passed through a Carr's disinte- 
grator, after which the powdered rock is heated in revolving cylinders to 
from 2 1 2 degs. to 284 degs. F. (depending partly on the distance it has to 
be carried), and transported to the place where it is to be laid, usually in 
covered sheet- iron wagons. 

The permanence of this pavement depends primarily on the stability 
of its foundation, which is usually of concrete (though old asphalte is 
sometimes used) 6 inches thick; on this, when it is thoroughly dried, 
the heated powder is spread, by means of rakes, to such thickness that 
when compressed it shall be frcm i^ to 2^ inches thick-— depending on 
the probable amount of traffic. The c mpression, which is termed pilon- 
nage, is effected by the aid of the tools figured. The fouloir is first uf ed 
along the junction of the asphalte with either the curb-stone or the paved 
gutters, while the rest of the surface is compacted by the pilon, beginning 
with light blows and ending with vigorous ones. All these tools are 
heated nearly red hot, as the powder sticks to them when they are cold. 
After the surface has been thoroughly compacted it is tested with a 
straight-edge, and then rubbed with the lissoir, also heated, giving a glaze 
10 the surface, after which it is dusted over with cement and allowed to 
coo. thoroughly before the traffic is turned on it. 
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Efforts have been made to secure a more regular surface than is prac- 
ticable ty pilonnage and at less expense by rolling, but it was difficult to 
so heat the rollers that the powder would not adhere, and the pavement 
was liable to tear as it was about finished. 

The powder retains heat for some time, and the work goes on in a 
continuous sheet for the day, a gang of ten or twelve men being able to 
complete about 600 square yards per day. In the morning the uncom- 
pressed powder at the edge of the work of the day before is swept away, 
and hot powder put in its place, which in turn is removed after having 
heated the old work ; the spreading and pilonnage then goes on as before, 
leaving small or no trace of the junction. 

Great care should be taken that the concrete foundation is thoroughly 
dry, otherwise the hot powder evolves steam, which perqieates the powder 

Foulolr I^o^- 




■ 
\VQGHTi22l( 



Lissoir 




and leaves the compressed mass in nodules called almonds. These do not 
show during pilonnage, but are developed by the traffic, when the place is 
cut out and refilled. A very slight defect seems capable of starting a hole 
in compressed asphalte, and for the first two weeks it is under traffic it 
should be watched closely and repaired promptly. The defects caused by 
deficient aggregation of the molecules show themselves more readiljr than 
those caused by steam. Overheating, which renders the asphalte as inert 
as sand, is one cause of deficient aggregation, and laying the powder too 
cold IS another. 

When the asphalte is too rich in bitumen or the bitumen is too oily, 
the compressed asphalte forms waves under the traffic, sometimes loi^- 
tudinal and at others transverse. 

So far but few asphaltes have been found that are available* rM ) ^- 
pressed pavements. The Val de Travers (from Neuchatel) was hrst useo. 
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but in 1867 Seyssel (Pyrimont) was used with success in the Rue de 
Richelieu, and both have since been used by the General Asphalte Com- 
pany of Paris, which, until January, 1878, laid and maintained the asphalte 
roads in that city. The Val de Travers asphalte is of the two more reg- 
ular in its grain and impregnation, and richer in bitamen, having 9 to 13 
per cent. Seyssel is not so regular in its grain and impregnation, and 
contains from 'jyi to 10 per cent, of bitumen. The base of both is equally 
pure carbonate of lime, containing about 3 per cent, as a maximum of 
silica. Of the two, M. Ernest Chabrier, for a long time manager of the 
Paris Company, in his paper read before the Institute of Civil Engineers, 
says : " No engineer could conscientiously say that the Val de Travers is 
better than the Seyssel asphalte. The former may be safer in the execu- 
tion of a work not subjected to supervision ; the latter offers greater guar- 
antees of good execution, because more care is required in the work.*' 

It was also held that, for compression at least, the two should not be 
liJxed, and that only pure limestone, impregnated with from 3 to f 2 per 
cent, of bitumen, was available for compression ; but within the last two 
or three years the Limmer & Vorwohle Asphalte Company of London 
found their mastic pavement breaking up and employed the Siciliaa 
arphalte (which is certified by W. J. Fewtrell, F. R. S., to contain as 
high as 30 per cent, of bitumen) in compressed pavements and sidewalks. 
Aldgate and Newgate streets having been laid with this asphalte are 
apparently wearing well. And in Paris, Paul Crochet, who has the 
contract for new work and maintenance for five years from 1878 (see 
Appendix, No. 4) has used, so far, a mixture of Lobsan and Seyssel 
Forens-Nord. M. Malo says of Lobsan : ** It contains within its bitumen 
an oily substance which renders it too soft and injurious to the consist- 
ence of asphakic mastic; we free it from this oil by distillation, after 
which it is in a proper state to be used." The Seyssel Forens is a heavy 
limestone, very poor in bitumen. As after a careful investigation the 
engineers of the Ponts et Chauss^es have allowed it to be used in Paris 
it seems that, theoretically, at least, a mixture of two dissimilar asphaltes 
is not disadvantageous, nor is the use of an asphalte that contains a hydro- 
carbon of the more volatile series ; also that, as in the case of the Sicilian^ 
an asphalte containing more than twice as much bitumen as was formerly 
thouglft the safe maximum can be successfuliy laid under exceptionally 
heavy traffic. 

There was an unwillingness on the part of the manager of the Limmer 
& Vorwohle Company to explain the manner in which he handled his 
material, but it is probable that it was skillfully roasted so as to drive off 
the excess of bitumen as his compressed roadways showed less tendency 
to roll in hot weather tjhai^ those laid from Val de Travers rock. 

By the kindness of Count Kielmansegge, one of the directors of the 
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Nev.chatel Company, I am able to give the following analyses of Val de 
Travcrs asphalte. These two sets of analyses by Charles Heisch, F. C. S.. 
were made in consequence of complaints by their customers that the 
rock was becoming too rich in bitumen : 

Septamber, 187<l 6 Bomplea. 

Bitumen 9.46 9.48 11.98 11.96 10.06 

OarboDfitA of Ume 90.M 90.69 88.0S 8S.04 W.94 



100.00 100.00 100.00 100.00 100.00 

Losaat212« 1.46 1.48 8.04 8.22 1.92 

July, 1877. 8 samplM. 

BItamen 10.2 11.5 12.82 

OarboiMto of lime 89.8 88.6 t7.68 



100.0 100.0 100.00 
LoM»t212» 2.46 2.6 8.2 

The loss was moisture and light oils. A small amount of silica was 
estimated with the lime. 

Mr. J. Knight, Secretary Society Francais des Aspbaltes, gave me the 
following analyses made by Steen. of Copenhagen : 



Seyiael Pyrtanont 



'r»Kra*.iA 19 nn i 8olabl« In eiher 9.62 

^^"^^^^^^ **-^Un8oluWe in ether.... 2.86 

r..»»*.,.i^ fiQ AA J Soluble In add 86.45 

^^''^V^^^ ^•<^1ln.61ubleinacid...:. i:66 



rhHFfttii^. A nn/SoluWelnether 9.16 

^«^o^.y^ jZl"""'^W«»"Sr"Mtrr::::85:^ 

I I^O'Sf"*"- • • • ^'^\ Insoluble In add. . . . 5.20 

The Garde bois asphalte is only used as a mastic, according to Mr. 
Knight, not having coherence enough for satisfactory compression. 

Mr. W. H. Delano, manager of the Compagnie Generale des Asphaltes 
de France, says of an asphalte for compression that " it should be carbon- 
ate of lime (without admixture of foreign material) and mineral bitumen 
which does not evaporate at 302 degs. F. Some bitumens contain an oil 
which commences to evaporate at 158 degs. F.; they may, when purged of 
the light oil, leave an excellent quality behind. The physical qualities of 
the limestone should also be carefully examined ; but whatever the result 
of even a careful analysis may be, the value of a new asphalte cannot safe- 
ly be determined except by actual experience extending over three years, 
at least, of hard winters and hot summers." Col. Haywood also was un- 
derstood to say that at least three years were necessary to prove the good 
qualities of a new or untried asphalte. His experience is strongly against 
any form of asphalte pavement except " compressed." 

From a sanitary point of view an asphalte pavement is without a 
peer ; its surface is smooth, regular and non-absorbent, with no cavities or 
cracks of any kind to retain the infected mud and dust of the streets, and 
the soil beneath it is kept dry. It is more thoroughly cleaned, either by 
sweeping or washing, than any other pavement. Its freedom from noise 
and other excellencies is fast placing it in all the business and banking 
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streets of the City of London, where it seems to be superseding all other 
pavements. 

In comparison with granite pavements, its great economy is to brain 
workers and the owners of horses. M. Darcy estimates that the expense 
of maintaining and renewing horses and carriages in Paris would be re- 
duced one-half if asphaite was substituted for pavement throughout the city. 

Its disadvantages are» it is expensive ; it is not well to lay it on a grade 
much greater than two per cent.; it is subject to slight decay in the gut- 
ters, which they try to correct in Paris by laying the gutters with stone 
sets ; and lastly, the most serious charge, that it is slippery and dangerous 
to horses, No doubt at the commencement of a rain, or in foggy weather, 
its surface is slippery unless it is very clean, and a horse turned suddenly 
is liable to fall ; but when dry or thoroughly wet no such charge can be 
brought against it. 

Referring to Col, Haywood's much quoted tables comparing granite', 
asphaite, and wood,we find that before an accident occurs a London horse 
will travel on granite 132, on asphaite 191 < and on wood 446 miles. 
*' That of those accidents which are most obstructive to the traffic, as well as 
most injurious to the horses, asphaite had the greater proportion, granite 
the next and wood the least." 

He says further in a report upon asphaite and wood pavements : 

First, — As regards convenience: That asphaite is the smoothest, 
driest, cleanest, most pleasing to the eye and the most agreeable pave- 
ment for general purposes, but wood is the most quiet. 

Second, — As regards cleansing : That wood may be kept cleaner than 
it hitherto has been, but will be more difficult to cleanse effectually than 
asphaite. That as both pavements require occasionally strewing with 
sand or gravel, there is no difference between them in that respect. 

Third, — As regards construction and repairs : That asphaite and 
wood, taking all seasons into account, can be laid and repaired vnth about 
equal facility ; but the smallest, neatest, cleanest and most durable repairs 
can be made in asphaite. 

Fourth, — As regards safety : That, whether considered in reference 

to the distance that a horse may travel before it meets with an accident, or 

. the nature of the accident, or the facility with which a horse can recover 

^its footing, or the speed at which it is safe to travel, or the gradient at 

which the material can be laid, wood is superior to asphaite. 

Fifth, — As regards durability and cost : That wood pavements, with 
repairs, have, in this city, had a life varying from six to nineteen years, 
and that, with repairs, an average life of about ten years may be obtained ; 
that the durability of the asphaltes is not known, but that under the sys- 
tem of maintenance adopted they may last as long as wood ; that, con- 
trasting the tenders for laying and maintaining for a term of years the two 
best pavements of their kinds, wood will be the dearest. 

The above remarks refer to London, and inasmuch as our climate is 
much the driest, and as asphaite is safer where dry* the comparison would be 
^jUA^m in favor of asphaite here than there. 
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Both the comprefised and masCic surfaces are easily and thoroughly 
cleaned by washing and by sweeping when either wet or dry. A sque^es^ 
which IS a long-handled scraper with a rubber blade 32 inches long, when 
pushed along a wet pavement both cleans and dries it. 

It may at first sight seem that if a person will indulge in the luxury 
of changing his gas company on the recipt of each bill he should be com- 
pelled to make good the surface of the street, and the ease or difficulty of 
making repairs should largely be a consideration for those who open the 
streets, but as a matter of fact it is almost impossible to properly inspect 
the work of plumbers, and while one avenue in this city has on its surface 
a dottble^racked horse railroad and 240 elevated raih-oad columns per 
mile, with one sewer, three water pipes, and eight gas pipes (belonging to 
four different companies) under it, the subject cannot be without interest. 
In general, any pavement with a foundation of concrete can be, and prob- 
ably will be, more thoroughly repaired than one with a loose foundation, 
such as sand, broken stones, or Telford. For the surface, asphalte is SU'* 
perior to all others in the matter of neatness. Macadam next, and toe 
granite and wood pavements next. 

AspHALTic Mastic. 

The asphaltic mastic, which is greatly used in Paris for sidewalks, 13 
made, as above defined, from asphalte and bitumen. This bitumen was 
at first obtained from the asphalte and molasses of Seyssel by boiling either 
the broken stone or sand (of the molasses) when the bitumen separated, 
and was skimmed off the surface of the water and sides of the boiler. This 
bitumen (after being re-raelted and allowed to settle to clear it from sand, 
if necessary) is melted in an iron boiler to the amount of between 5 and 10 
per cent, of the required batch, and the powdered asphalte added slowly 
and siirred in until all is thoroughly incorporated. It is* then cast in molds 
for sale or use as mastic. When this mastic is used it is necessary to break 
it up and add it again to melted bitumen, after which 50 to 60 per cent, of 
fine or coarse silicious sand is added, and the whole kept heated till it does 
not stick to a clean wooden stirrer. 

The mastic is then taken to the place where it is to be laid, in a loamuh- 
bile, essentially a horizontal cylinder on four wheels, with a fire-box under 
it and an arrangement for stirring the mastic so as thoroughly to mix the 
gravel and to keep the mixture from burning. It is then laid on a concrete 
foundation, generally for sidewalks % inch thick, or more. It is poured 
on the concrete from conical sheet-uron pails, and spread by the aid of a 
wooden hand float. After the spreading is completed, sand, and in some 
instances gravel the size of peas, is added, and the surface well rubbed. 
The sand adds to the wear of the sidewalk, and prevents the mastic 
softening under the heat of the sun. The mastic is sometimes laid in one 
course and sometimes in two. 
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M. Malo insists on the bitumen used for mastic being the same as that 
impregnating the Umestone, but, on account of its scarcity, it has been al- 
most entirely replaced by refined and tempered Trinidad or other bitu. 
men. 

Crude Trinidad contains, besides water, chips, leaves, etc., twenty- 
iive CO thirty per cent, of clay, in which state it is brittle, and the clay, as 
in the case of compressed asphalte, is an element of weakness, as it at- 
tracts water. It is refined, according to Malo, '*■ with goudron," a product 
of a second distillation of schists, which; at a temperature of $9 degrees to 
68 degrees Fahrenheit, has the aspect of a completely liquid bitumen ; 600 
to 700 pounds of this goudron is boiled in a chaldron, in^o which the 
crude bitumen, broken to the size of an t%^, is thrown in successive doses 
until the weight is 1,700 to 1,900 pounds. After the ebullition has ceased 
the fire is drawn and time allowed for the sand and earth to settle, when 
the purified bitumen is drawn off and strained. The mineral tar of 
Autun is said to be the best substance now in the market for refining and 
tempering bitumen. 

M. Malo deprecates the use of oils from boghead coal and petroleums 
generally. All of the manufactturers interviewed on the subject denied the 
use of still bottoms or petroleums, and most agreed with Malo that bog- 
head oils should not be used, on account of the cracks which occurred in 
the mastic ; others claimed that the cracks were due either to a poorer 
quality of asphalte than they used, or to an insufficient purification of the 
Trinidad. See also App. No. 4, art. 17, and App. No. 5, art. 21. 

There is a great difference between the true asphaltic mastics, depend* 
ing on the purity and quality of the asphalte, the purity and component 
parts of the goudron, and the skill of manipulation. A well-made mastic 
is decidedly harder than compressed asphalte, which to a certain extent is 
partially fluid under pressure, and increases in density under traffic much 
faster tnan the surface is abraded. Mastic, on the other hand, as above 
stated, is hard, crumbling under too great pressure, not noticeably com- 
pressible, but disintegrating under the blows of horses' feet. It, however, 
has mu^h more cohesion than compressed asphalte, and should be pre- 
ferred in those situations where it is not liable to receive the compressive 
action of heavy loads, and is exposed in large areas to changes of tem- 
perature ; the partial fluidity of asphalte keeps such cracks closed under 
traffic. 

in the courts of the new House of Parhament. eighty by forty-six feet, 
Claridge's mastic sUnds without cracks, a beautiful surface ; while care- 
fully laid compressed asphalte in the court next to it has cracks in its sur- 
face. Claridge's asphaltic mastic, which has a very high reputation in 
London, is made from Seyssel asphalte and a very carefully refined Trini- 
dad goudron. It is claimed that the Trinidad bitumen, when thoroughly 
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t:ieared of its clay, has the greatest cohesive strength of any of the bitn- 
mens, and the Claridge Company claim that they conduct their refiniQg 
processes with more skill and thoroughness than any other company. 
Their mastic is laid in two courses in strips aix)ut 3 feet wide, breaking 
joints. 

It is believed that in Paris no compressed asphalte is laid for side- 
walks, but in London the Limmer Company is compressing Sicilian on 
sidewalks, and the Val de Travers Company always use compressed. 

Some mastic was laid in London streets, but it is now being rapidly 
repaired or renewed with compressed asphalte, except in narrow streets 
of small traffic, nor is asphaltic mastic laid in the wheelways of Paris. 

There is one theoretical point in regard to different asphaltes to which 
the attention of the Society may be called. That is the fact that some 
asphaltes will compress and others will only make mastics. The Val de 
Travers and the Seyssel are very good for either purpose. Lobsan is 
capable of being compressed, and with proper treatment, making a mastic. 
Sicilian, as far as known, has only been employed for compression. The 
asphaltes of Hanover and Brunswick, while they make very good mastics, 
seem incapable, with the present knowledge, of being compressed, ana 
the writer has met no one who could explam the cause of the d fferences. 
ft evidently does not lie in the quantity of bitumen contained in the rock, 
as some Hanover asphaltes contain more than either the Seyssel or the 
Val de Travers. 

Bituminous Mastic. 

Bituminous mastics, or the fictitious mastics of Malo and the French 
writers, were experimented with very generally in Europe, in the hope of 
findmg something as useful as asphalte at a less price ; but it was found 
that no practicable degree of heat and pressure would give the microscopic 
impregnation of grain found in the natural mineral. 

In this country the effort took a different direction. Refined and prop- 
erly tempered Trinidad bitumen was mixed with limestone or fine or coarse 
sand, and a product was sought between asphalte and asphaltic mastic. 
It is applied neither as a dry powder nor in a fluid or semi-fluid condition, 
but as a sticky and coherent mass, and is subjected to pilonnage and roll- 
ing. While it does not seem to have either the ductility under traffic or 
the resistance to wear of asphalte, it has less hard brittleness than the 
true asphaltic mastic ; its great difficulty being a tendency to disintegrate 
in a rotten manner, possibly from the use of improper oil in refining and 
tempering the Trinidad bitumen, or else from the inherent difficulty of 
making an artificial mixture equal in quality to the natural product. 

The most successful pavements of this class in this city is the block on 
Fifth avenue opposite the Worth Monument, laid by the " Grahamiie 
Company.," Its component parts are understood to have been a mixture 
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of Trinidad bitOTnen with fine sea sand containing a little carbonate of 
lime, and enough Grahamite or Ritchie mineral " to save the patent 
This pavement was laid in the sprilig of 1873, ^^^ ^^^^i" ^^^ rectificatia 
of surface generally necessary, it stood till the fall of ^Tf without requir- 
ing any repairs that could be charged to its own weakness. It was re* 
paired by another company in the fall of 1878, and now requires addi- 
tional attention. During this time it has filled all the conditions demanded 
of a good pavement to a greater eictent than any other pavement in thr 
city. Three other pieces laid by this company have not proved so sue 
cessful. 

Pavements of this class are very fully described in General Gilmore's 
Roads, Streets and Pavements. 

They are being extensively laid m Washington under a contract for 
three years' maintenance. A5 in France and England, it is held that 
whatever the physical properties and composition of an untried asphalte 
may be, it is not safe to pronounce it a success until after three years' 
wear ; it seems that a longer maintenance contract would be advisable. 

In London, Colonel Haywcod, as noticed under the head of Wood 
Pavements, lets his asphalte pavements at a certain price per square yard 
for laying, and a provision that they shall be maintained for 2 years at 
the contractor's expense and 15 yea-s at an agreed price per square yard 
per annum, and a good pavement be give*^ to the city at the end of the 
17 years. 

Several different kinds of pavements, compressed and fictitious and 
other mastics, were laid, the Val de Travers compressed asphalte being 
the only one that was satisfactory, and most of the other pavements were 
relaid by that company at the expense of the sureties. The Limmer & 
Vorwohle Company, however, introduced the use of Sicilian, with which 
they have relaid Newgate and Aldgate streets, and are relaying CombiU. 

In the City of Jassy, Roumania, the contract (see Appendix No. 5) is 
based on the London plan. The work was commenced in. 1873 ^^<^ ^°* 
ished in 1878. It is to be maintained at the contractor's expense until 
1880. from that time, and until 1895, ^^ ^ stipulated price. 

In Paris (see Appendix No. 4) the system is to let the construction, 
maintenance, and repairs of pavements and footpaths for a term of years, 
5 to 10, without guarantee of wear, relying on rigorous Specifications and 
thorough inspection for the excellence of the work. 

The plan pursued in London and Jassy seems preferable, even with the 
natural asphaltes, for after the solidity of the foundation is assured, the 
duration of the wheelway depends so much on the technical skill and 
thorough honesty exhibited in small details, that the burden of proper 
mspection should be thrown on the contractor by his having a large 
ecuniary interest in the soundness of the work done and material f-^' 
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nished. The inspection, however, should be close enough to keep the 
engineer in charge fully informed of the methods and materials em- 
ployed, particularly towards the close of the contract. But no greater 
injury could be done to a city's system of streets than strictly enforcing 
the specifications of some of the 300 and more patents taken out for 
mastic pavements. 

The possibility of having any street in continuous good order for 17 
years is probably too much for the imagination of the average New 
Yorker. And no one can well realize the effects of having all the streets 
so kept in repair. 

Tar Mastic. 

Among the legacies of the " ring" were the various tar pavements. 
They were worse than the wood pavements, though not being so thick, 
they have not proved so enduring a nuisance as the latter. 

The best of them are understood to have been made of crude coal tar 
mixed with gravel and sand, and on the evaporation of the light oils they 
went to pieces, generally with great celerity. Occasionally a patch would 
be found that stood the traffic pretty well ; this was supposed to result 
from the evaporation of the oils before mixing with the gravel. G. 
Leverich, Member of the Society, proposed to secure a uniform product 
by passing steam of a certain temperature through the tar and driving of! 
all the oils of low speci6c gravity. Coal tar is now generally reduced to 
pitch to get the aniline colors, their most valuable product, and the pitch 
may be tempered by melting with dead oils, a waste product of the dis- 
tillation. It, however, is very brittle, and it is doubtful if it can be em- 
ployed economically, except for side-walks of light traffic. 
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APPENDIX NO. I. 
BeOract from SpetHficaJticn cfW.S. TOi, Borough Surveyor, Birmingham, IWT. 

Thewholeoftheoarrliigeway to be excavated to the r«qaired deptb, and the fonndattoiiB 
formed to unlfonn gradients and proper croae seotiona, with aahea or other approred macertab. 
When these have been rolled and are well set, the contraotor to coat the whole width and lenftb 
of the earrlage way with not less than 8 inches of good, strong, dean gravel, screened through a 
f-lnch riddle, or with not less than 8 Inches of approved slag, broken regularly to saoh a siie that 
the largest piece, on its greatest dimension, will psas through a 8-inch ring. 

The gravel or shig to be well gritted and watered, and kept raked togethei and rolled antU 
the whole is consolidated. *«««««««« 

The contractor to coat the oarrlage way, throngbout its whole length and width, with not lesa 
than 6 inches of Rowley Bagstone, broken to pass throngh a SHMsh ring. 

The stone to be gritted, watered, and kept together, raked and rolled until the whole is con- 
solidated. Crown 6 inches above curbstone. Each Uyer to be laid on complete throughout the 
whole length and width of oairlage way, and eaoh layer to be separately rolkd with a heavy 
roller. 

APPENDIX NO. 2. 

Extraetfrom ISfpecffieation for Tefford, Maeadam and Trap BiotOtOuHoreon 

Fifth Avenue. 

(4). DasoaiPTioii or Matksxals.— The stone blocks are to be of donble hnd uniform quality, 
each measuring, on the fiice or upper surlkoe, not less than 4 nor more than 8 inches in length, 
and not less than 4 nor more than 6 inches in width, and in depth not less than 6 nor more than 8 
inches ; blocks of 4 inches In width on the^r face to be not less than 8 inches in width at the base; 
all other blocks on transverse measurement on the base, to be not more than 3 Inehes less 
than on the fhoe, but no block on the base shall be of less width or length than 8 inohea, and to 
be in all respects equal to the specimen blocks at the office of the Commissioner of Public 
Works. 

It is also required that the sides of the stones (which form the Joints) shall be so sufficiently 
even and properly shaped that Joints may bo formed with a similar side not exceeding f of an 
inch, no stone having an objectionable protruding foce will be accepted or allowed to be used for 
paving. They will be carefully inspected after they are brought on the line of the work, and all 
blocks which, in quality and dimensions, do not conform strictly to these spedflcations, will be 
rejected, and must be immediately removed from the line of the work. The contractor will be 
required to fttrnish such laborers as may be necessary to aid the inspector in the examinatioa 
and culling of the blocks ; and in case the contractor shall neglect or refiise so to do. such labor 
«.& OS in the opinion of the Commissioner of Public Works may be necessary, will be employed 
by the 8aid Commissioner, and the expense thus incurred by him will be deducted and paid out 
of any money then due or which may hereafter grow due to the said contractor under this agree- 
ment . The blocks must be of trap rock or of syenite, equal in hardness to what is called Quincy 
trranite. 

Tblford. — The stone for the foundation of the pavement is to be sound, hard and durable 

quarry stone, each Arom eight to ten inches in depth, from three to six inches in width, and from 

six to fourteen inches in lengih, and of a sufficiently uniform size to be acceptable ; except the 

stone under the gutters, which only differ from those above described in that they must be not 

less than six Inches in depth, and except the course of stone under the Macadam, whioh Is next 

to the gofte^ or the bridge stone, wblch stone is to be twdve inches In depth, and in every 

oTher resyi't^Jw fiittt«(.bovt: described. 
• ' • • T 
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nieliroken Btoneforthebottom eonneis tobeoftrap rock, and of saob size that would 

la any direetton throxigh a ring- irlth- interior diameter Qtt^ Inehaa, and of a snffldently unl 
fotn BfaE8 and proper sbapo to be aoeeptable, to be composed only of stone that is bard and 
dvrable, and lofflclently free from Mreenlngv, and practically free from dirt and other ford^^n 
matter. The broken stone eompoalng the next overlying conrse Is to be the same In every respect 
ae Jast described, exoept that each stone is to be of sack sixe that would pass In any direction 
throDf b a ring irith interior diameter of 8 Inehes. 

TlieeoM«eaereeningB are to be those of trap rock; the stone is to be prsotically free from 
dirt and other foreign matter, to be composed of material only that Is hard and durable, no particle 
•f wldeh is to be of larger site in any direction than \\ inehes, and aU the particles to be of such 
rdatlTe flie to 1^ Inches aa shall be acceptable; through these screenings Is to be evenly mixed 
before mriling a snlllcient quantity of the liner scre^iings of trap rock to form a proper anl secure 
bond. 

The fine screenings of trap rock are to be practically free iVom dirt and other foreign matter, 
and to be composed of material both as to size and quality that will be acceptable. 

<9). PKBPAKATioir OF BoAB Bxi), &C.— All pavicg and other stones necessary to be removed 
shall be taken up and immediately removed from the line of the work ; the Belgian and granite 
blocks to be deposited where directed by the Water Purveyor for the use of the city; the subsoil 
ia other matter (be it earth, rock or other material) shall then be excavated and removed, to such 
depth to be determined by the engineer in charge, that when rolled and finished, irrespective of 
the covtting of fine screenings, the pavement throughout its entire extent shall be at least 
sixteen inehes thick. Should there be any spongy material or vegetable matter in the bed thus 
prepared, all such material shall be removed, and the space filled with clean gravel or sand care- 
IkiUy rammed or rolled, so as to make such filling compact and solid. No ploughing will be 
allowed in preparing the foundation. 

The road bed shall be truly shaped and trimmed to the required grade, and with such crown 
as shall be directed by the said engineer, and rolled with a roller weighing not less than two too% 
until the surface is firm and compact. 

Layiko the Foundation oa Pavkment. — After the road bed Is prepared, agreeably to the 
terns of this Bpeclflcatlon and to the satlsfectlon of the engineer, and the stone hauled and de- 
posited thereon, the foundation stones shall be laid by hand In the form of a close, firm pavement. 
They shaU be set on tholr broadest edges and lengthwise acroMS the road, exivpt In the case 
of the stone under the Macadam, which is next the gutter stones or bridf^c stones, which 
foundation stone is to be placed with Its longest side parallel to the curb or bridge stone; 
after being set closely together, they are to be firmly wedged by inserting and driving down 
with a bar, in all possible places between them, stones, as near a; practicable, of the same 
depth, until all the stones are bound and clamped in proper position; all the projections and 
irregularities of the upper part of tiie pavement shall then be broken off with a hammer, care 
being taken not to loosen the pavement, and the spalls and chips ore to be wcrked and 
driven with the hammer into all the interstices not already filled by the process of wedging, so 
that the pavement, when completed, shall present a sufficiently even snrfoce, and be at each 
ppint of such thickness as required by these specifications. No wedging sbali be done Nvithin 
twenty-five feet of the ihce of the work that Is being laid, and the stone foundation muf^t be >n 
a compact and satlsfootory condition in every respect at the time of the spreading of the broken 
stone. 

MAOAPAjazuce. — ^Aiter the stone foundation has been completed agreeably to thee sped- 
flcationa, and has passed the inspection of the said engineer, a layer of broken stone of the quality 
and size herein specified for the bottom course, and of suoh a depth as will make 4 inches when 
rolled, shall be spread evenly over the pavement : this layer Is then to be rolled until sufficiently 
compact. 

The next overlying course will be of stone, as hereinbefore described for said course, and is to 
be spread so that the snrihce will be uniformly 1 Inch below the grade and crown when the pave- 
ment is finished. 

Stone hammers are to be used on this course, so that when rolled as much as shall be re- 
^Blnd the aorfoee of each atmie that is exposed win not have a longer dimension tn any direction 
than 1 inch. 
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A layer oonsiBttng of the ooarse soreenlngs hereto speoified to then to be applied iad sprtad to 
saoh depth as will bring the aurftoe to the proper grade, irreepeotive of the flnlah of flue 
ings; thiB layer U then to be rolled, and during the progress of the rolling, If neoeaeuiy, 
seroenings shall from time to time be applied, so that when the rolling ceases the roadway is trHty 
surfkced to the required grade and orown. This layer is to be rolled until all aettlemeiit 
the stones ore thoroughly compact and the surfiuse true to the grade and orown 

During the process of rolling any course of stone there sliall, when required, be b| 
lightly over the same from a shovel, the fine screenings of trap rook hwein described ; and after 
the upper layor has become thoroughly compact, there shall be spread upon the surfikoe fiae 
screenings, so much as to produce a covering half an inch in depth when rolled, and the roUlBg 
is to continue until, by a sufficient use of water, a wave is produced belbre the wheel of the 
roller, 

The>rolling of the Macsdam stone and screenings shall be done with a roller weighing not kas 
than any of the steam rollers in the possession of the Department of Public Worlca. 

Each layer of broken stone and the screenings or binding material shall be well and 
thoroughly rolled, and the rolling upon each layer shall be prosecnted until, in the opinion of 
the engineer, each course shall have been completed, as hereinbefore speoified, and until eanli 
layer and the finished snrlhce shall be rolled and finished to his entire satisftcdon and approval. 

While the rolling of each layer of broken stone and the screenings or bindlAg materially 
being presecuteA the work shall bo kept moistened to such extent and in snoh manner as r»T 
«|uired, and care shaU be taken that too much water is not applied while rolling the first layer, 
and until after the interstices are well filled with the binding material. 

The pavement, when completed, shall be at each point of such construction and at leaat of 
such a depth as required by the specifications, and of such crown and such form of gutter aa 
shall be dlrectc<l, and in any case the thickness of the pavement is to be determined on a line at 
right angles to the grade and crowu. 

The use of a proper roller, rammers, or other suitable implement, is to be substituted for 
that of the steam-roller when necessary. 

The construction of the foundation stones, and the Macadam pavement shall proceed so as to 
be practically equally as fsr advanced across the entire width of said pavements. 

Particular cure and attention will be required in obtaining a satisihctory Joining of the Ma- 
cadam paving and the blocks in the gutters. 

Paving the GunEKh.— Upon the stone foundation already described, shall be hiid a bed of 
clean, sharp sand, not too fine, or clean fine gravel, of the depth necessary (about 4 inches) to 
bring the paving to the proper shape and grade when rammed. The stone blocks are to be laid 
with Joints at right angles to the curb, \iitL joints not exceeding three-quarters of an inch, at 
such grade and in such form as shall be directed ; each course of blocks shall be of n uiiifurm 
width and depth, and so laid that all longitudinal Joints shall be broken by a lap of at least one 
inch ; and the blocks next the curb shall break Joints with the curb by at least one inch ; as the 
blocks are laid the joints shall be so filled with sand or gravel as to secure, when the work heraiji 
mentioned is comploted, against there being any spaces not filled with sand or gravel betweea 
the blocks ; they shall be covered with clean, sharp sand, which shall be raked until the Joints 
become filled therewith, the blocks shaU then be thoroughly rammed to a firm unyielding bed, 
with a uniform surfoce to conform to the grade and crown of the avenue, as shall be directed. 
No ramming s^all be done within 25 feet ot the face of the work that is being hiid ; and the ram- 
Tulng Is to be done at such times and in such manner with reference to the rolling as shall be 
•lir(»cted. When the paving from the centre of an Intersecting street to the oentre of the next 
intersecting street is oonstructe<l, It sliall be civcrod with a good, sufficient seoond coat of oleao 
sand, and shall immediately thereafter be thoroughly rammed until the work la made solid aadi 
!«ocure, and so on, until the whole of the work embrace<l In this contract shall have been woU aa4 
ihithfully completed in aooordanoe therewith. 

This portion of the work, laid with trap blocks for the gutters, will be meaanrad and ia- 
cluded in the returns for Macadam pavement. 

No stone or other material, except sand or granite, is to be placed on the Uoeka tkU are 
paved, un il these are rammed. When neces.sary, in order to make good Joints, the bloaiui ar« t» 
1m' trimmcid down «»n the sides by and ut the exi>»»tiM of the contractor. 
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\j of ft loQDiDotln boiler, lapportod on t tnxat whloh 1b oar- 
ed on two wt-troB ronns, outi R ttet It Inohn Is diimetfl', aad « ftet T iaehn lose for the in- 
IB roUm, ud 4 ft«t S iBSliai En dlMUMa ud S fcet losf ftw Uie BIMon loUan. Ttaslr pMuUiiii)- 



THE GEUFRAT ROLLER. 
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lalbilnchrann'IsicIrlTltieittiMI. and bantkiiirtba ml(talaftluBiHlil», *Uch (•(uldadbr 
■ hud whH] irarklng tnm Iheftxitboud Into i iMnl («r 8, Hf, t, vUtta worki tba ijgbt a>4 
l«rt hud Knwi, il Jt, IbnwInK tha u« of ttaf ratlm Inu ndUl podUaiu; Uw oUht, or dililBr 
<inil of fuh iilr, It >UUdiiu7. iiIUi b aptaortakl b(artng~^JV*- 1 "■I ^ 



TUt roller hu u aprlght boUsr, ud two Tsrtlal gylludart thlt *MaM* a bnalad f«r vhiek 
vorlittDtii ■^ortuJlod DD u Ui«tlrl'li>8 whetl, the Ireiul of whloh la ■ l-limh plM« of wrDilKtal 



THE LINDELOF STEAM ROAD ROLLER. 



Tblf roller, "hirli Ib oihiihIvi^Ij' arnA Ig ihli .■iigntrjr. ha boon 

the •[mre betwi-rn Ihem. The \riHnt It hi>rt»inlat ehil mulitliilinlar 
eflliulcr !• OB top of Uk boUor, md roM a Or-nhMd whkb b)' Uu (M ■ 

■ptk'K iiiv be pland l^r tearing <i|> Ih<' mad be.1 Vron< r.ii.ietailliiji, u 
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cngth of Oh- drlTlni ranw U • fret In ill, wtlb > Bpu* In tha mlddla of 8 Inebn 
iiln. ThiiMrlBfintMr t> SO liicho Isng. f our-SfUii at tha aiitln iralght la 
Ivinf vhMl. (Ivlnjt a oompnulTa fame per Inch roD orsu pounda. IL la olalmad 
l« HfflileDt to aUov It to moDDt gradn of «0 fHl per 100. MHlmam apied, -% 
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for nibble foundfttionck. Tbe tewie U «tiHz«d as a water tank, and tba drivlofr roHar Aii W 
haated by otenm %ut raWiig maatiwit Ao. 

APPENDIX No. 4. 

^4 part qf the Contmct for the Cm^rttctian and MauUenanoe qf the Streets and 
SideuHiZka of the City qf Ja>88y» 

Between M.^ Kloholaa Oant^, Mayor of JaMy, and Mr. W. O. Gallender, ofl^ndoo; 

Articlk 1. The contract has for its ohjectK : 

{a.) Tbo construction of a system of streets with gutters and a system of sidewalks with oortM. 

{b.) The maintenance of the streets and sidewalks constructed under this contract. . 

Art. 2. The construction consists of the following Items of work : 

(a ) The construction of 47,858.8 square yards of streets, covered with compressed aspbalte. 

(b.) The construction of 179,384.8 square yards of sidewalks, covered with asphalitc mastic. 

ig,) The construction of 17,03M square yards of roadway', paved with Macadam made from 
atone taken fi-om streets now paved. 

ih,) The construction of 49/210 Iln. feet of granite cuibing for bordering the asphaitic mastic 
iifdewalks on streets covered witb compressed asphalte. 

Art. 8. The time fixed for the completion of this oontract is five years, to begin >\ith July 
lat, 1873, and to end on March Slst. 1878. 

A RT. (\ The labor of maintenance will consist in maintaining the streets in a constant good 
condition. On all the Htreets and sidewalks constructed by him, the contractor will repair, with 
his own laborers and hi.n own material, all degradations as soon as they appear, and will replace 
the miitcriul lont. 

Art. 0. n^ho length of the oontract for maintenance is fixed at 15 years, to begin on May 1st, 
1880, and to end on April bOth, 1895. 

Art. 1(^ The transverse inclination of the asphalte sidewalks will be 2 per cent. 

Art. 11. The curbs of sidewalks of asphalte, on asphalted streets, will be of granite; those of 
sidewalks C'f asphalte, on streets paved with blocks or cobble stones, will be of sandstone, and 
the curbs of Maculam steeeta, when they protect sidewalks of the same material^ wiU be of stone 
oat from the old flagstones of t)ie present sidewalks. 

The curbstones will bo of the following dimensions : The faces parallel to the surfiice of the 
sidewalks mtIII bo S.5 inches in width, of which 0.9 inch of the upper face will be eventually 
covered with asphalte. They will have a height of 1 1.9 inches, of which 6 inches will be under 
ground and the remainder above the gutter ; their length will not be le^s than 15| inches. The 
form of the curb will be that of a parallelopipedon, having next the sidewalk a rebate of 0.9 inch 
in width and a height equal to the tlilckness of the bed of asphalte. 

Art. 14. The gutters of asphalted streets shall have, according to the locality, a maximum 
width of 8.8 feet ; they shall be constructed of new cobble stones, well culled, or of new sand- 
^tone blocks. At the edge of the asphalte there will always be laid a range of granite blooks 10,6 
Inches in length, 5.8 Inches in width and 9 Inches in depth. 

Art. 15. The sandstone blocks for the gutters will bo dressed to regular cubes in form, of 9 
inches on each side. 

Art. 16. The asphaitic rock, which must be natural and not artificial, must be from the best 
asphaitic quarries known: Llmmer, in Hanover, Beyssel, in France, and Yal-de-Trayera, In Switzer- 
land. The asphaitic mastic to be used must satisfy the following conditions : 

(a.) It must contain 12 parts of bitumen to 88 parts of asphaitic rock. 

{b.) The asphaitic rock itself must contain at least 7^ per cent, of bitumen, and at the most 99 
per cent« of pure carbouAte of lime. 

(c.) liocks which contain, even in small proportions, quartz, snlpihatea. Iron pyrlte» o» alami- 
num must be rejected for the composition of mastic 

Abt. 17. The bitumen used for mastic must be natural, not artificial, fW>m the bitamen lakea 
of the Island of Trinidad, or iiom the asphaitic rocks of Seyasel, If it is proved to be equal in 
qoali^ to the Trinidad bitumen : it must be fk«e from water ; its apeoiflc gra>Tity aoat be frt>m 
Ll to 1.5. Dipped in water at tlie freezing point, it must not lose its ductility ; its surface must 
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praMnt iv» «rMk5 or strMka. Tba soiiluM of a llraetare niut be blaok and brimm. It jMut be 
porfeetly Bolable in petroleom oil or the splrlto of tnrpflntiBC^ aad tlM ■olatSoa wb«n paiMd 
throogb a Alter roost leave no resldae. (?) 

Abt. 18. Tbe quarry whenoe eomea tbe bitamlDOos rock, tbe mastle and tbe bituin«'ii. moBt 
be eertlfled by aathentio oertlfleatea to be of even Ikbrlo and its prodaets of the first quality. 
Eaeb Uoek of masdo must bear tbe trade mark of tbe qoarry. 

- Abt. 19. Tbe eontraotor Is forbidden to have In hia storehouses any aapbaltlc rook or mastie 
wbloh do pot eomply with the oonditions above stated and not In oonformity with the samples 
deposited with the Mayor on tbe day of the signing of this eontraet ; be mast neither use nor 
have in his storebonses any bltomlnons or resinous oils other than those spedfled In Article 17. 

^ All other material, resinous, bituminous or oleaginous and all other mastio than that like the 
simples deposited with tbe Mayor that may be found in tbe storehouses of tbe oontractor win, on 
the first offense be eonflsoated, and a fine ot 1,000 fi«nos be imposed ; in ease of a repetition of 
the offense, eonfiscation and a fine of 5,000 fi«nes ; aud should it occur a third time, beeide the 
oonflscation, the oontraot will be relet at the expense of the eontraotor*s surety. 

Abt. 90. The gravel employed In mixing the mastie mnst be taken from tbe beds of streams ; 
it must be thoroughly cleansed of all foreign matter, well washed, free from argiUaoeoos matter, 
and must be passed tiirough a screen, the boles of which do not exceed 0.2 inch. 

Abt. 21. The sand Ibr making the mortar for beton and for Ibrming the bed for asphalte, even 
that employed for bedding the street pavements, the gutters or curbs, shall be sharp, hard to the 
touch, and will be procured fro:n the beet open or working pits, or from the bed of mnning 
water. 

Art. 82. The cement will be the best firom the best known quarries, such as Steflmesti or 
Rodent. 

Airr. 28. The stone used in mixing the beton will be broken stone from the qnarrles of Pans 
or Bamovs. Eaeb piece must pass through a ring of 2.4 Inohes diameter ; it shall be free from 
aU foreign matter and well washed. 

Abt. 24. Tbe granite shall have the following qualities : 

(a.) It will be obtained from the hardest seams of the quarries ; it shall be homogeneous, 
Konomns to the blow of a hammer, without flaws or fractures and free from foreign matter. 

{b.) It shall have a spedflc gravity of 2.^. 

(e.) After an immersion of 24 hours In water, it must not absorb more than j\^ of its volume. 

{d.) When struck a hard blow, it mnst break in large frhgments without leaving any detritus. 

A KT. 2&. The sandstone shall be provided from the bsrdt*st beds of the quarries in Koumanla. 
The qualities of the sandstone shall be as follows: 

(a.) Under the blow of a hammer tbe sound of the stone must be limpid and pure ; a doll 
sound would Indicate interior fissures, and would be suflldent to reject It. 

{b ) The specific gravity shall be 2.9. 

(r.) After an immersion of 24 hours in water, it should not absorb more than ^ ot its volume. 

Art. 26. The limestone for the beton shall be of the hardest quality, chosen from the hardest 
beds. 

Abt. 2T. The mortar for the beton of the sidewalks shall be composed of two parts of sand 
to one part of cement in volume. It shall all be mixed and wet with only as much water as may 
be absolutely necessary. Mcrtar which may set before being put in dIscc will be rejected. 
The composition of the mortar for the beton which is to be used on the streets remainn to \w 
described hereafter, as lUso the oompreseted asphalte. 

Art. 28. Tbe beton will be coinpose<l of three partK of broken stone to two parts of mortar. 

The beton which is not used after it is prepared will not be ac< epted . 

Tbe streets which a: e to be covered with compressed asphalte shall be constructed in the 
following manner : 

(a.) Tbe levels will be corrected, the ground shall be shaped to the form of the traos verse pro- 
file flxod by the city, and will be sprinkled and rolled until it presents a smooth, h.inl siirfhce. 

(b.) The curbstones shall then be set, care being taken to cat the Joints on the ends as well 
as on th«* front edge. 

ic ) 'lite part correspofiiilng to the gutters will then be marie of a bed of sand 2.4 inches in 
deptli. in whfeh wlH be laid th«» stones Which form the pntterf. : the sides of the gutters next to the 



CONSTRUCTION AND MAINTENANCE OF ROADS. 109 

l»«d of tsphalto ^Hn in erery case hftve a mg« of gnmlto blocks. The remalndor of tiie wldtb of tho 
futtorf sImII be paved with oobble stonefl, well aMortsd, In aaoh ft manner HaX the atooee wtll all 
be of the aame sixe, or with new tandatone blooks, agreeably to the tAty authorlttea. The gutters 
thos laid thai! be well rammed with a rammer, and over all shall be spread a layer of sand 0.4 
tnch deer. 

id,) That portion of the street which is to be covered with asphalte, will receive a bed of 
beton, the depth of which, after pUonnage, shall not be less than 6 inohes. Upon the beton ahall 
be spread a layer of brick broken to 0.4 inch in size. 

(e.) On this shall be laid the compressed aspholte, when the foundation shall have reached the 
desired consistency and become well dried. 

(/"•) The asphalte will be laid according to the methods nsoally adopted on works of a siinllir 
onture ; the m^od of doing this remains to be disoussed at« fhtore day by the city and the con* 
traotor. 

Abt. 88. The sorfhoe of the sidewalks shall be done over when needed, sprinkled and rolled ; 
oyer this shall be laid a bed of beton which after eoropresaion shall not have a less thickness than 
8 inches. On this shall be spread the maetie to a depth of 0.8 inoh. This naastic shall be 00m' 
posed of asphaltie mastic, gravel and bitumen In the following proportions : Asphalcic masUo 100 
parta^ gravel 60 to 78 parts^ and bitumen 6 to 10 parts. The mastio and bitumen ahall be melted 
In ft portable kettle, so that they may be carried to the spot where they are to be used. The mas- 
tio ahall be broken into small piece% and shall not be poured until it is entirely melted. Danng 
the melting the mastic shall be kept stirred, so that a thorough mixture may be insured and the 
maatio not allowed to bum. The mastio thus prepared shall be run over the beton in each a man- 
ner as to spread evenly over it. Before the complete solidifl nation of the mastio which fbrms the 
aurlaoe^ sand will be spread over it and fixed by light ramming. At the Junction between a cold 
and a hot bed, the edge of the oold one shall be reheated by spreading over it a coating of melted 
bitumen that will then be removed and the final bed IMd. 

Abt. 84. The tempering of the mastic should be such that It will support, at a temperature 
of 77 For., the point of a rectangular pyramid of a height equal to one side of the base, without 
a depression occurring greater than 0.8 inoh under a pressure of 154 pounds eontinned for five 
minutes. 

Abt. 85. The sidewalks at carriage doorways shall have a foundation of beton 4 inches in 
depth after ramming, and the bed of mastic will be 1.8 Inches. 

Art. 87. The junction of the mastic with the wails of the buildings bordering the streets will 
be made by means of a skirting, that is to say, the plaster will be scraped fh>m the walls of these 
houses to a height of 2 inches above the level of the sidewalks, and the asphalte will be plastered 
on the bricks to the thickness of the mortar. 

The Junction of the stratum of mastic with the posts, curbs, hydrants, and other objects of 
various natures will be made by heating these objects by a coating of melted asphalte that will be 
then removed and the final bed laid. 

Art 42. The blocks and the oobble stones that the city authorities may declare unfit for using 
again will be broken and used as Macadam on streets designated by the city ; they shall be oon- 
structed as follows ; 

(a.) The ground shall be well graded, giving it the form and inclination of similar 
streets. 

(&.) On the surfhce thus prepared there shall be laid first, gutters of cobble stones to a width 
of from 2.5 to 8,8 feet. Those shall be laid as specified for streets paved with oobble stones. 

(c.) On that portion of the grouqd designed for the roadway there shall be spread a bed 
of broken stone of 6 to 8 Inches, reducing, after wetting and ramming, to 4 to 6 Inohes iu 

depth. , . 

id,) On this strata of stone there shall be spread a bed of sand, which shall be well wet and 
rolled, so as to obtain a smooth and uniform surface. 

Art. 49. e e * * From the provisional reception, the maintenance of the 
work oompleted.will be perjpcsmed by the contractor till April 80th, 1830. 

Art. 50. All unexpected degradation:*, all badly executed work, not only during the progrese 
o(.0O^tr;ictipn, buta^so.du;:iog.theycaps of uiulnteaance, wUlbe repaired by the contractor, what- 
ever may be the cauNo of tlio dein^ation, atui with the least delay, without wailing to be notified 
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by the olijr, niid<Mr pmalty of « fine ot 50 fhtto ftir eMb 4Ky of delajF aCUr tte thrM fln4 ift|« 
wWdh follow tbmt of the dlaooTory of the d«gnidfttioiw 

Bealdflt that peoalty. If tlM ooBtnotor does not proceed inuDedkrtel j to tbo repretton of theee 
uafore^een eeoldenta, the dty eball ha^e the authority to pat them ia food repair in Ms plaee' 
and at hie expense, by dedactlng the cost from the estimate. 

Aar. 51. Od A|»il tst, 1878, the elty will make a Dew and miaate iaapeefikui of all the work 
done daring the five seasono. They will compare the atato of the work done with that of each of 
the estlmtttee made at the end of each season, and if it be foand that the worka are in compliance 
with this contract, and in goM condition, they will Anally accept them and make oat a new mU- 
mat<>, of which a dnly oertifled copy will be fhmlshed the contractor. 

Abt. 09. On May Ist, 1880, the contractor haying satisfied the first part of the obligations de- 
Tolving upon him under this contract, binds himself under a new obligation to the city, that of 
maintaining for a period of fifteen years, flt»m May 1st, 1880, to April 80th, 1896, the worka exe- 
cuted, in considpration of a price agreed upon in adrance. 

Art. 88. The maintenance consists in repairs, renewals and Aimlshlng materlala neceeaary to 
the sidewalka, curbs, gutters, etc.; In doing all klnda of work and Aimishing materials noeeaaary 
to at all times maintain the snrfkce of the streets and aidewalks paved by the contractor, in a per^ 
feet state of uniformity. 

The uniformity of the surfhce of the streets and sidewalks shall be determined by the use of 
a templet of iron formed to the normal curve adopted for the surlhce of the streets and aidewalks. 
This templet, applied to a atreet or sidewalk, must not present at any point a sweU or depression 
greater than 0.4 inch. 

The surftoe of the streets and sidewalks shall not ahow any cracks. The coLneotiona with 
the cnrba must be perfect. 

Abt. 64. Whenever the curbs, the sidewalks, the roadways, the water waya— In a word. 
«Tery thing that goes to make a part of the street, beoomea subject to a displacement or derange- 
ipent from any cause whatever, the contractor will be obliged to repair them Immediately, in con- 
formity to the preceding article. Exception Is made, however, to all that applies to the construe^ 
tion or repairs of water or gas mains, which wHl always be ai the expense of the respective 
grantees. 

Abt. 66. The contractor shall proceed at once, at his own cost, to repair any degndation 
whatever, without notification from the city. 

Whenever a notification IVom the city beoomea necessary to warn him to proeeed with the re. 
paration, the contractor will be liable to a fine of ten francs, and he will be obliged to proceed 
with the reparation within S4 hours after the reoeipt of such notification. 

If, after that notice, the contractor fulls to proceed with the repairs of the degradation Indi- 
cated by the city, the lattT shall proceed with the work ; it shall nuke the reparation, aubmit the 
contractor to a fine of fifty flvncs, and retain the cost of the reparation and fine from any sums 
that may accrue for the maintenance of the streets, and in caae that ahould not be auffldent, fnm 
the sureties. 

In case of a repetition of this offense occurring during tba course of a single year, the dty, be- 
aides the right which it alwaya reaervee to make the reparation on the account of the contnctor, 
In conformity with the preceding paragraph, will impoae ou the contractor a fine of 1,000 
fhmes. 

Fmally, on a third infkvction in the oourae of the aame yea», the city baa the right to make 
besides the reparations after the rules establlsbed above, and of re-letting the work of maintenance 
to another at tie cost of the contractor ; if this sale results In a loss to the dty. It aball have the 
right toretmborso itself firom the aoretiea. In case, on the contraiy. It reaalu In a profit, the 
contractor shall have no right to demand It. 

A vr. fiO. The pricea for the worica executed In oonfttrmily to the reqolraBieBta of tbia oootraet 
ahaltbe: 

(a.) For o o mpresaed aaphalte, $5.88 per square yard. 

(6.) For sidewalk aaphalted, $9 81 per square yard. 

(e.) Fur roadway, wlUi gnttera, pared with aandstone bloaka taksB fromi fa aa li utm pcvsd, 
11.04 per square yard. 

|tf ) For roadway or gutters pavod wtfh new aandatono blo^ ftmriihad bgr fhaoMl 
$8.41 per square yard. 
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{t,) For roa.'*wft7, the gutters Indaded, pared with oohblo stones taken troin streets now 
paved In that manner, also for gutters eonstraoted with oobble stones on Macadamlied streeta. 
$1,02 per square yard. 

(/.> For roadway pared with oobble stonee ftunished by the oontraot r, also for gnttem pav^! 
In this manner on streets covered with compressed a-phalt(>, $1.91 per sqaareyard. 

ig,) For Macadam roadway, $1 .45 per sqnare yard. 

<A.) For granite carb to asphalted sidewalks, $0.95 per lineal ibot. 

(i.) For sandstone curb to ajphalted sidewalks, $0.<rr per Uneal foot. 

(Ac ) For onrb oat ttoxa the old sandstone 8.abs or flags. $0.89 per Uneal foot. 

{U) For g anlte eurb ased in the edging for asphalte of streets, $0 81 per lineal foot. 

Abt 57, The price for maintaining (he roadway and sidewalkn during 15 years from May 1st, 
18R0, to April 80th, 1S95, shall be ca]<*al£ted lh)m the total area oonstmcted by the contractor, and 
shall be as follows : 

(a,) For maintaining compressed asphalte streets with granite curb, $0.09 per square yaid 
perannnm. 

(b.) Fur maintaining asphalte sidewalk, whatever the kind of eurb, $0.04| per square yard per 
annum. 

(e.} For maintaining roadway or gutter paved with old or new stone blocks, $0.29 per square 
yard per annum. 

(d.) For maintaining roadway or gutters paved with oobble stones, $0.09 per square yard per 
annum. 

<e.> For maintaining Macadam, including the sidewalks and curbs, $0.15 per square yard per 
annum. 

Akt. 56L Payment for work done will be made to the contractor in the following manner: 

Ones)uar'er of the work done will be paid for in cash, the remainder in City bonds. 

The bonds will have 15 years to run ; they will bear interest at $ per cent, per annum, pay- 
able semi-annually ; they will be delivered to the contractor at par. 

Akt. 07. The auma due for the maintenance of streets and aidewalka during the 15 years 
which follow the construction— from May 1st, 1880, to April SOtb, 1895— will be paid by the 
Ctqr of Jaaay, at the end of «aoh month, alter deducting all that the oontraotor owes to the City 
for repairs made in hia name and at his expense, and flues. These paymenta will be made in cvah. 

ABT*. 69 to 71, inclusive, provide that the contractor shall place a guaranty of 100,000 flranca 
in bonds of Ronmania, which may be replaced by bonda of the City. In addition 10 per cent of 
contract price shall be reuined. until the sum of 40U,000 fhmce is reached, making a total guaranty 
of 500,000 franca. This guaranty shall be returned to him as foHowa: May Ist, 1878, 200,000 
francs ; an J at the end of the years ot maintenance. May 1st, 1805, 250,000 franca. 

Akt. 72. Bix months before the expiration of the flfteen years of maintenanee, the City 
avthoritfes wiD make a genera! Inspeotlott of all the work done and matntatned and make an 
estimate ot it 

Akt. 78. If during this inspection the City discovers the necessity of any repairs, the eon* 
tractor shall do the same at hia own expense during the following six moatha. In such a manner 
that the streets maintained by him shall be tuned over to the Cl^ in a good oondlttoa on the 
day the contractor eompleips his contract. 

Should the contnwtor reAise to make these repairs, the dty shall prooe o d to do it at the ex- 
pense of hia wamUkty. § 

Akt. 74. At the end of the 16 years of nsalntenaace, if the streela are in a gaod eondition, 
cMsMering only the eilscu of the weather, but preoentlng no degradattonSk the flnal aeceptance 
of the works will be made and the guanmly deposited by the contraotor rotnmed to him. 

The coupons of bonds deposited as guaranties are the property of tbo contractor, who will 
have the right to collect the sums corresponding to each. The contractor shall also have the 
right to raplsce the bonds deposited by him aa guaranty whenever they may become extlngniahed 
thronirh the process of drawing lots. 

Akt. 89. The systmn allowed for the pavevient of the carriage wftys la that of eomprsaesd 
"9phalte. The manufkcture of this compressed asphalte will not depart from the mles actnallt 
tl^^ted by adence and experience, the mode of rxecation of the eompreaaed asphalte remains (o 
ve agn^, up«»n bnfvftKr Iwtween the City and the contractor. 
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APPENDIX No. 5. 

Abairact of Bpteificaiions and Schedvle 0/ prices for the eonttruetion andwudi^ 
lenanee qf foot-pal hs and sidewalks, in asphaUtie masiie, and the Places amd 
roadvmys in compressed asphalte belonging to Municipal service of Paris, 
/torn Janttatff Ist, 1878, to December Blst, 1888. Paul Crochet, Contractor, 

AKTinLB 1. The work has for its object— Ist. The maintenanoe and oonatmotlon of foot 
(KitbH and sidewalks in asphaltlo inustio, situated in the public ways. Sd. The mainteoaooe and 
•^instruction of compressed «sptialte pavements. 8d. The new works ; these works will oom- 
prise all the pavements In bitumen and asphalte. 

. Art. 4. — ^The present lettlnsr is made on a scale of prices, and the amount of the work ia 
completely ondeftned, so that the oontrsctor cannot make any demand on aooount of any changes 
that the expenditure may be subject to. 

Art. 6, When the adjoining proprietors or other parties in Interest have to bear the cost of the 
works detailed above, or to contribute in any proportion, the contractor will be held to execute 
the work at the same price as that done at the cost of the City of Paris, and conformably to the 
orders of the Engineers, 

Art. 7. Foot pavements shall have the widths determined by the administration, they shall be 
composed of pavement in mastic supported on the side of a public road by a curb the height of 
which shall commonly be of 6^ to 4 inches. 

Art. 0. The ordlnsry curbs In grranlte shall be llf Inches wide on top with a total Ihll across 
of I Inch ; 18 Inches wide at the base, which shall be horizontal ; 11| inches high on the front tuM, 
which shall have a batter of U Inches. 

Art. 16. The mastic pavements will be formed of a layer of pure asphaltio mastic at least A 
inch thick, resting on a bed of hydraulic concrete 4 Inches thick which comprises a covering of 
hydraulic mortar at least | Inch thick. 

Art 17. The compressed asphalte pavements will consist of an upper layer of compressed 
asphalte 1^ to 2^ inches thick, resting on a foundation of hydraulic lime or cement, oonirete 4 to 
6 Inches thick covered as above with mortar or upon an old Macadam roadway picked over and 
covered with a thin coat of hydraulic mortar. 

Art. 21. The asphaltic mastic employed either for new or repalrtDg oM pevlng shall be eoB- 
l>osedof naturally impregnated rock with natoral bitumen of good quality, coming exciaalvety 
from mineral rocks. 

The fictitious bitumens extracted by the porifloation of the heavy oils of schists, the distilla- 
tion of oital the e so-called fotty bitumens and all other aaalogoas prodoots shall be rigorously 
proscribed. 

The rock employed after bdog reduced to powder will be melted with a soflloleDt quantity of 
pttriftcd natural bitumen to form a mastic which, when cold, presents a homologous mass slightly 
elastic, and which does not soften under a hot sun. This mastic shall be moulded Into blocks. 
There msy also be used blocks of bituminous mastic yrith a base of slates manufootured by the 
proceesofM. SebUle. 

Art. 22. The contractor shall be bound to employ under the orders of the Bngloeer upon 
each public w^ the bituminous mastto above described. 

The msstio shall be formed of a mixture of natural bitumen. In the propcrtloa of one-twelfth 
of its weight at most, and the calcareous asphalte rookaof Seyssel, Beyssd-Forens, Pyrimont or 
Vnlnnt^ of Vsi de Travers 01 Lobsan, or others deemed eqnivalenta^y the Engineers. 

« lir itiastlo. having a base of slate of M. B^blUe^ will be formed of a miztare of bitumen 
described In Art» 28, foUowfng, and of powdered red or blue slate of ArdenaeSi powdered chalk of 
MondonorofNanterreand of silica from the basin of Paris, in the following proportloBS, by 
weight : 

Reflned mineral bitumen DO 

Ground slate S9 

Powdered chalk tO 

Sllics, ground imd sifted , 26 

100 • 
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Art. 23l 1 he bitumen shall come as muoh m possible from the washings of bltumlnoas 
sandstone or tae asphsltlc ro<dc of Maesta, and In their defimlt, from the dry pikdi of Trinidad, 
perfeetlj parlfled. It onght to be visdd at the ordinary temperatnre ; never hrlttle or liquid; 
drawn Into threads It should lengthen and only break in yeiy fine potaits. 

Abt. 84. The rook employed should be oaloareous, soft, with fine grain, textare fUrly oom- 
pact, regularly Unpregoftted with bitumen so as not to show blaok and white spots ; ft should be 
of a brown oolor ; heated to 182 to 140<* F. it should soften and break on being torn. Care must 
be taken for the areas in asphalte to choose only such pieces as are of tibe most even grain and 
richest impregnation. The rock of Lobsan, however, should not be employed alone tn the 
asphalte roadwaySp it ought to be mixed with other rocks less Ikt in proportions, which will be de- 
termined by the Engineers according to the composition of the other rocks. It should contain 
at least 7 per cent, of bitumen, and at the most 98 per cent, of lime; its change into masUo 
must not require more than 9 per cent, of bitumen. 

Abt. 25. The msterlsls entering into the composition of the pavements sre the mastics 
described In Art. 22, pure gravel grit and natural bitumen to assist the melting. These materials 
ong^t to be generally employed in the following proportions, by weight: 

iAspbaltle msstto 100 

Bitumen 6 

Grit fiO 

Asphaltic mastic 100 

Bitumen T 

Gravel 60 

Ajkt. 2C. One month before the award of this contract the competitors must deposit at the 
cAoe of the works In Psris, samples of— 1st, A block of the mastic described above; 2d, Speci- 
mens ofthe asphaltic rocks and the natural bitumens they intend to use; 8d, A note Indicating 
the elements of the composition of the mastics and proportions of the various rocks thai they 
Intend to employ in the composition of the asphaltic areas. 

The blocks and speolm(;ns of rocks and bitumen to have the trade-marks of the works from 
whence they came and the signatures of the competitors. 

The necessary certificates to compete for the contract will not be delivered till after the 
examination and acceptance by the Engineers of the specimens deposited. During all the 
term of thfts contract the contractor can only use materials exactly similar to the specimens de- 
posited. 

AxT. 2T. Provides ft>r continuous inspection of the contractor's works or the rif ht to compel 
the contractor to manulkotnre the mastic In the depots belonging to the dty. 

Abt. 81. The lime employed is to be hydranllo lime in powder. It must be brought onto the 
works In sealed bags, marked with the name of the maker. Only the lime and cement designated 
in the spedflcations fbr the construction and repair of sewers will be allowed. 

AsT. 8^ The broken flint must pass through a ring of 2^ inches and be at least |-lnch thick. 
U must be free lW>m earthy matters and washed clean. 

Abt. 88. The sand shall be dredged from the Seine and well cleansed fh>m all foreign matter; 
tt shall be screened from all grains larger than f Inch for the mortars, or ^^ inch for grit 
Ux the mastic pavements; the grit for this last purpose shall be perfectly washed and dried before 
use. 

Abt. 84. The mortar of hydraulic Bme shall be composed of 6 parts of sand and 2 parts of 
Uroe, by volume, fUmlshed tn powdea; the nUxture shall be directly reduced to a paste by adding 
the quantity of water exactiy required to reduce it to the consistency of plastic clay. 

The cement mortar shall be composed of one part of hydraulic cement of Bourgogne or Port- 
land cement of Boulogne and 8 parts of sand; the sand and cement shall be thoroughly mixed 
before the addition of any water. All mortar which shall have set shall be rejected. 

Abt. 85. The beton shall be composed, ordinarily, of two parts in volume of mortar and three 
of stone. The mixture, made either by the rake or cylinder, must be perfectly uniform. 

All beton not used at the time of making shall be rejected. 

Abt. 80. The bed of beton for the foundation of the sidewalks shall be well rammed and com- 
pressed, and must at least commence to set and dry before receiving mastic or asphalte. The 
Heton shall, in addition, be ooven^l with a layer of mortar | inch thick. 



114 CONSTRUCTION AND MAINTENANCE OF ROADS. 

The gravel for foosdatlon sludl pMs in eyery dir«otlon throafh & ring 2 inchea in diameter. 
It must be perfectly coirpreased and sprinkled withlime groat. This foondaUon shall hare oom- 
menoed to set before the application of the maatic, and shall be covered with a layer of mortar 
like the beton. 

Abt. 88. The ground upon which the mastic pavement is to be placed shall always be pre- 
viously rammed, watered, and crowned with care. When it is thus made BoUd the oootracior 
sh&U spread over it the foundation layer, formed according to the orders of the Engineer, either a 
bed of beton or of sand covered by a Ixiyer of mortar, or a bed of sand impregnated with goadron 
2\ inches thick, or any other foundation prescribed by the Engineer. 

In all casefe the pavement shall not be laid till the foundation has attained the flrmnees 
desirid, and become quite dry. 

The contractor must conform to the following orders for the manuiUoture of the maatie to be 
used for pavements. 

The maaUc bhall be prepared and oast in one or more manufactories [belonging to the ood- 
traotor, and which shall always remain open to the Inspection of the engineers and their agents. 

The contractor sha'I, btsldes, establish In the manufacturing depots, both of asphalte and 
mastic, oflBces exclusively for tho agents of the administration set apart for the inspection of the 
composition of these materials. These materials shall not be admitted into the works without a 
carter^s delivery note given by the inspector, setting forth that they have been manafaotnred In 
accordance with the speciflcktions. 

There shall only be allowed in the works blocks of mastic confbrming to 4he samples de- 
posited and accepted before the award, and bearing their trade-mark, or the old mastics ttora the 
walks and streets of Paris. All other bituminous matters, resinous or fktty, found in the works 
by the agents of the* adttiinisti ation will snblect the contractor to a deduction of $100 for each 
tlzne. 

To assure the execution of these conditions the contractor must not have In any manafhctory, 
under the same penalty, any other blocks than those which should be prepared in his works, and 
the old mastics taken up. 

The use of the old mastic Is auiboriKed in the works of the city in the proportion of one-half 
with the now. The pieces of the old sidewalks having b«en perfectly cleaned with great care, 
and regenerated by the addition nf new purified bitumen and a sufficient quantity of powdered 
asphalte to render the old mastic, when melted, of the aspect and oonslstenoe of the blocks in 
fUsion. 

This mastic shall be melted in hermetioally closed boilers, on wheels of a model approved by 
the adminiatratlon, and arranged so that the material can be conveyed firom the fkctory to the 
place to be used, ready to be employed. 

For melting, the mastic is broken into pieces 4 inches cube, then the bitumen Is melted and 
the msMtic added little by llttlo. 

The grit must not be thrown into the boiler till the mastic Is completely dissolved* 

During the whole time of the operation the matter must be stirred up almost constantly, so 
that the combination shall be well made and the mastic not burned. 

The mastic being well melted and perfectly homogeneous, it shall be run out in bands of 
about 5 feet wide, spread with a wooden float, and leveled with a strike, so .as to present neither 
fissure nor Joint The mastic must be perfectly level, and match exactly with the curba, Ac, 
against which It Is laid. Fur this purpose the parts of the curbs, flags, Ac., which will be in con- 
tact with the bitiimsn shall be previously warmed and goudroned. 

Art. 40. Upon the soil, well shaped and rammed, shall be placed a bed of concrete, covered 
with a layer of mortar. 

The asphalUc rock, conforming to Artlcio 24, broken down or decrepitated by heat, shdl be 
raised to a uniform temperature ofirom 848*> to 2<{6*> F., and carried to the place of employment 
in vehicles that will prevent as much ss possible the loss of heat. It must be completely freed 
from the water it contains. The use of old compressed, taken from old road^, is aathorlaed fbr 
mixtare with new asphalte. In the proportion of one quarter of old compressed to tbreo-qoartera 
of new rock, provided that the old shall be cleansed with great care before grinding and mixing 
with the new. 

Asphalte shall not be pot on the concrete foundation until It is peerfectly set and dry. 
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The powdar ahflll be spread with a tblolmess aboat two^lthft more than the flnished thiok- 
BesB, leyded with great eare, shall be ramined at first oareftUlj, then fradddly aagmentlBg the 
itMrae by means of eaat-lron plloDS, heated to the propw temperature In portable fUmaoes. In 
specially exceptional eases, the eompieeslon may also, with the written penntsslon of the Engineer 
be acoompHshed by means of rollers. 

In every ease, after the pllonnage is finished, the surfkee shall be smoothed by means of a 
heat-^ iron (lissolr). 

The rood shall not be open to traffio nntU It Is qalte eool. 

Abt. 41. The speoificatlons referring to the oonstniction of roads and footpaths are applicable 
to the maintenance of the same. The contractor will be entitled to the old material, and will 
make the repairs in new material or in the mixture spedfled In Artiolea 89 and 40. 

Art. 48. In conformity with the contract price, stipulated hereafter, diminished by the 
rebate of the awarded contract, the contractor must make the neceeaaiy repairs to all asphaltlc 
mastic footpaths and areas, furnishing the necessary labor and matertela, so that they shall be 
kept in a proper state. He must each year of the duration of the contimet completely relay, in 
new material, at least the fifteenth part of the sarihees of maetlo and compreased asphalte. The 
surfaces In mastic must be properly plane and regular, preaenting neither hollowB nor projections 
of more than three-eighths of an inch in a circle whose radius Is 8| feet. These snrfoees must be 
firee fW>m fissures. 

Aar. 45. As the works in asphalte or mastic are reeeiyed by the engineers they wlU pass into 
the charge of the contractor who will receive for the maintenance the price atipulated, commenc- 
ing fh)m the 1st of January next fbllowing their aoeeptance, whatever may be the date of said 
acceptance. 

Art. 46. The contract prices diminished by the rebate of the award are applicable to the entire 
surface occupied by footpaths or compressed asphalte, whatever may be their condition. 

In the nine last months of the year installments may be paid on the contract when the engi- 
neers recognize that the conditions have been loyally carried out. The accumulated suma of theee 
installments must not exceed four-fifths of the amount of the sums which shall be due after the 
time has expired. The balance of the contract price of the year will be paid in the course of the 
first quarter of the following year. 

Art. 47. The repairs over trenches for sewers, water and gas-pipes, or other works, will be 
paid for once at the schedule price, but no demand fbr farther payments on aooount of ainklngs 
or other dilapidations will be entertained, and the snrfhoes on these trenches must be kept in the 
same good condition as the others. For the purpose of securing settlement, the contractor may 
keep the trenches repaired with flint (Macadam) not longer than 15 diys. 

Art. 49. All damages in the bituminous surfhce. sueh aa fissures or cracks of at lesst ^ inch 
in width, or parting fh>m the curbs -^ inch in width, any lifting up or breaking away of the 
mastic for at least ,^ in depth, depression In consequence of settlement of f inch at least in depth 
under the straight edge, 8i feet long, will subject the contractor to a deduction of 8 firanes (58 
cents) per dav, when the repairs shall not have been done wiihln 48 hours after notice given by 
the Engineer. 

Art. 51. During the continuance of fh>st, and during the first month after the commence- 
ment of the thaw, there shall be no repairs to the pavements maintained by the contractor, and 
the inspection for defects shall be suspended, but the contractor shall fill with sand and gravel any 
holes in these pavements within 24 hours after notification by the Engineer, under a penalty of 10 
fhmcs ($1.98) for each day they remain unfilled. He may be luthorlzed, in exceptional cases, to 
fill the holes with broken flint or melted bitumen, but must replace the flint or bitumen with 
as'^halte as soon as the weather permits. It must be so arranged that the main repairs, intended 
to reestablish the normal outline of the roadways, are eflTected fh>m May 1st to November 1st. 

Art. 67. The cimtractor shall execute in private houses the Junctions rendered necessary by 
diangcs in the public way, which will be paid for according to the price of hia contract, sul^Ject to 
the rebate when the works are executed on account of the dty . 

Art. 65. When a workman leaves one of the districts of the works under the Municipal ser- 
vice, he must have a certificate from the contrac^r showing the cause for which be left. 

This certificate shall be submitted at once to the Engineer, who shall be at liberty to rt^fhse 
the ri^t of employing the said workman, without the contractor deriving thereftom any excn.M- 
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far aot ftmiMiing, wImb requisite, the namber of workmen required. la delknlt of % 
the worknmi ooDBot beodmttted, exoept on tlte wrlttea order of the Kagfaecn'. 

Non;—- There are 75 arttoleB in tUe ooiMrMt» choio Bot givea i nlw'tliiy to the eettiat of ewbe, 
ete., tnuwport of luateriels, ead the reUtlonB between the Eafineer and coatmetor. 



SCHEDULE OF THE PRICES FOR THE WORK SPECIFIED 

ABOVE. 



Non. -AJl the prtoes below eompriae the Inoidentel eiqienaee end the profits of the contraotor 
and are aubjeot to the rebate of the award. 

(Thia oontraetia let in three lot^ the rebates are 1%^ aO.S]t, and UiH, reapeott^eij.) 

Day Wouc.— lliedaj of a workman, cart or machine ahaU be ten hoara of eifeotive work tn 
an aeaaona ; fraottona more or leaa ahall be ooonied by the hour, or ^ of the daj. 

The night houra ahall be paid half as mnoh more aa those of the day, exoeptlDg watohmea. 
Night hoara will be ooanted onlf from 7 p. m. to 5 a. m. in anmner, and from 6p. ii.to7A.ii.lB 
winter. The sommdr period begins March lat, and winter No?ember lat. 

1. A day of a laborer .96| 

9. '^ an ordinary mason l.M 

8b " an asphaltehelper, orof amaaon*aor pa^er'ahdper 87 

4. '* granite cutter t.SS 

5. " sandstone cutters, payers and asphalte workers I.i6| 

«. " watchman 5S 

7. Night watchman 79 

B. Day of one-horae wagon and driver S.70 

9. •* two-horse *• •• 4.05 

91. 1 cubic yard of atone broken for oonorete 1.99 

99. ** ground hydraulic cement ft.lS 

98. " river sand 1.18 

94. " pitsand.... 99 

95. ** river sand, washed and dried for mastic 1.48 

97. lOOpoundaof Roman cement 56 

98. " Portland cement 97 

99. " asphaltlc rock 68 

90. '* mineral gondron, from Lobsang, Baatennea, or other reoognlied aa 

equivalent to them, and purified Trinidad or Maeata 9i.94 

49. 1 cuDlc yard of mortar, composed of two parts of ground hydraulic Hme and five 

parts of sand 8.10 

50. 1 cubic yard of mortar, composed of one part of hydmullc cement of Bouigoyne 

and three parts of rand 5.09 

51. 1 cubic yard of mortar, compoaed of one part of Portland cement and three parte of 

sand 6.49 

58. 1 cubic yard of concrete, composed of three parts of broken stone and two parts of 

mortar ( No. 48) 8.06 

58. 1 cubic yard of concrete, composed of three parts of stone and two pttta of mortar 

(No.iio) .rr. r. 8.99 

54. 1 oublo yard of concrete, with mortar (No. 51) •.... 4.65 

55. 100 pouuda of natural bituminous mastic in blodiB, made from rock of Seyaael, or 

other «iulvalent, ready to be employed 1.09 

6't. 100 pounds of compressed asphahe, taken from streets to be repaired, ahaU be taJcen 

by the contractor (without rebatt* ) at 85 

61. I square yard of old sidewalks in mastic shall be taken by the contractor, withoat 

reifam to Its thickness and without rebate, at 19 

7n. Taking up 1 square yard of compres.«ed aspbalte, piling the matorlal included 014 

7 ■ . Taking up t sauare yard of mastic sidewalk, with piling the material 008 

7Hw Cleaning and leveling an old Macadam road to aeoure a anrlhoe of mortar for com- 
pressed a»phalte, per square yard 10 

98, 1 square yard of new naturnl a"»pbiltic mastic. 0.6 inch thick. 58 

94. Greater or less value of each jj^ oi'an inch in thickness 015 

95. 1 square yard of sidewalk relaid In natural aaphaltic mastic, 0.6 ineh thick, the old 

material belonging to contractor 40 

96. Greater or lew value of each iHo Inch in thickness 085 

97. 1 square yard of pavement, 0.6 Innh thick, oompose<l of one>half new and one-hitf 

new and ona-n*»lf old mastic 60 

98. 1 square yard of repairs of paveiucn t.«j composed aa above .89 

1>9. For each jg j in thlckneSii, more or less 09 
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10s. 1 aqoire yard of oompresMd Mphftlte, 1.6 Inches thick, oomprlsliig rmlatlDf the 
•urftoe of thegronnd, but neltlier excavation, embankuieDt nor fonndation of con- 
cretft 1 T8 

106. F<»r each i|o in thiokncM, more or leas 17 

10&. iBonareyud repaln of road 1.6 inches thick, Uie contractor retaining the old ma- 
terial 1.04 

106. For each ilv in thicknoaa, more or leas 17 

108. 1 square yard of fbundation for pavement in asphalte or mastic, oomprlsiDg regulat- 

ing and ramming the roadbed, but not excavation. 

109. 1 square yard oonerete of hydraulic cement rammed to 4 inches] is thSokness, com- 

prising a covering of mortar. No. 49, at least ^^ inch thl<dc 84 

110. 1 square vard concrete of cement, Ko. 58, rammed to 4 inches tUdk, comprising a 

coTenng of mortar. No. 60 46 

111. 1 square yard concrete of cement, No. 54, rammed 4 inches thick, covered with 

mortar No. 51 54 

119. 1 square yard on natural soil, with a bed of sand 0.8 inch thick 04 

117. Bepairsin which an or a part of the old materials are used, will be paid for at three- 
quarters of the prices above mentioned. 
S07. 1 SQuare yard of sidewalliL in natural mastic, half an inch thick, comprisiDg a hydrauUc 
Jiroe concrete foundation, 4 inches thick after ramming, with regulating but not ex- 
oavatinr M 

908. Note. When liie foundation is In cement concrete the price above will be increased 

by the respective difierenoes between each of the prices of Nos. 110 and 111, aod 1 

that of 109. < 

909. 1 square yard of mastie like 907, on the natural ground, covered with a bed of sand 0.6 

inchthlck 6f 

910. 1 square yard of mastic Uke 907, on the natural ground, covered with hydraulic mor- 

Imp ,..., 68 

911. Note. When the pavement le one-half new mastic wiUi old matoial, the jnices above 

will be dimished by • .09 

S19. 1 square vard of compressed asphalte 1.6 Inches thick. Including a foundation of hy- 
draulic lime oonerete, rammed 4 inches thick, including dressing and ranuning the 

soil but not excavation 9.07 

318. 1 souare yard of compressed, wltii concrete of cement No. 51.... 9.91 

Additional price Ibr work exeouted on embankments more tiian 1 yard hl^, or on 
trenches, whatever may be the thickness of the pavement or concrete. 

916u 1 square yard of mastic 99 

«16i *• " compressed 86 

917. Maintenance of 1 square yard of sidewalk In asphaltic mastic, in oonfbrmlty witti these 

spedflrations, per annum 05 

918. The same for roads Jn compressed asphalte 19 

919. Additional price for maintaining cross-walks of compressed asphalte on Macadamised 

roads, aod of gutters bordering them 10 

948. For woras not mentioned In the present sdiedule, che mloee in the schedules now fa 
Jbree for maintenance ofpnbllc ways or sewers snn water service w!?! be paid: 
which prices will be sal]()ect to the rebate of the present letting. 
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A. Spielman and Charles B. Brush (Spielman & Brush). — 
Some of the views expressed in Mr. North's paper on '' the construction 
and maintenance of roads." being at variance with the results of the ex- 
perience of our firm, in the building of 36.000 square yards of Telford roads 
in 1875 and 1876, and about 25,000 square yards in 1878 and 1879, part of 
this latter am'^unt bemg now in the course of construction, we herewith 
submit the principal facts m relation to these roads, and our conclusions 
therefrom. 

The roads are 80 feet wide between house lines, and are located in the 
nonhern part of Hudson County, New Jersey ; they are built exclusively of 
trap rock, obtained from and along the line of the road, the stone for th« 
upprr courses having been broken by a stone crusher erected on the road 
by the contractor, the average haul from the crusher not exceeding 2^000 
feet. No binding except the screenings and detritus of the stone was al- 
lowed in the work, and in each case the foundation is of rubble, 8 inches 
deep, and the superstructure of broken stone, 4 inches thick, when com- 
pacted. 

The roads built under our direction in 1 875-1 876 may be divided into 
two classes : . . . , , 

1 . Roads bv the side of horse railroad tracks. 

2. 'Roads free from norse railroad tracks. 
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In the first case the width of the roadway from curb to curb is $5 feet, 
which includes 18 feet of trap block pavement for the tracks, and s feet for 
the gutter. 

In the second case the width between the curbs is 40 feet, including 5 
feet of block pavement for the gutter. 

In both cases the 8-inch foundation was first carefully laid, and great 
care taken to allow for perfect sub-drainage. Cess-pools, filled in with 
broken stone, were built at intervals of about 200 feet pn both sides of the 
road, which collect all the water that accumulates in the foimdation of the 
pavement, and these cess-pools are drained by 6- inch stoneware pipes into 
adjoining receiving basins. 

A particular illustration of the importance of this sub-drainage came 
under our notice. In December, 1875, just after considerable of the foun- 
dation had been laid, legal difficulties arose, the work was suddenly 
stopped, and remained in this unfinished condition until the spring of 1876* 
receiving in the meantime the wash from the adjoining hill-sides. When 
the work was recommenced the interstices between the foundation stones 
of the pavement in many places were filled in with earth. After unsuccess- 
fully attempting to remove this earth, the foundation at these points, as 
far as they could be ascertained, was taken up and relaid : but as soon as 
the superstructure of the road was completed we found that, in certain 
spots, it was always wet, and the surface of the road was continually 
broken. These spots invariably indicated the points where the foundation 
was clogged, and the difficulty was only effectually remedied by relaying 
the foundation, or by building blind drains which carry off the accumulat- 
ing water. 

On the top of the foundation thus prepared, 2-inch stone was then put 
on, sprinkled, and rolled with a horse roller of 1 50 pounds per inch run. 
The one-inch stone and screenings were then spread, sipri^kjed, and rolled 
with a steam roller of about 400 pounds per inch run. 

After the rolling was partially completed the passing traffic was aQowed 
upon it, and any large stones that came to the surface, as well as all 
small stones that failed to bind, were raked off and sent back to the 
crusher to be re-broken for screenings. No water-worn or other rounded 
stones were allowed in the work. Advantage ^as taken of every rainfall 
to roll the surface of the road, because we found that it could be com- 
pacted much more thoroughly in wet than in dry weather. Where the 
pavement was laid in a soft substratum it required nearly double the 
amount of rolling sufficient for a solid foundation. 

The grades of these roads vary from 6^ feet to 8 inches per 100 feet 
and tV.e crowns vary from 12 inches to 8 inches. 

The roads have now been open for traffic about three years ; those 
along the railrc^ad tracks are usedj^#y*about 600 wagons per day, the 
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others by about 400 w^ons per day. Fully one-half of the traffic on both 
roads consists of heavy beer wagons from the adjoining breweries, stone 
trucks and ice carts, ranging in weight from 3 to 6 tons ; the balance of 
the traffic, of ordinary farm wagons, carriages, etc 

No especial care has been taken of the roads, except to see that the 
gutters and culverts are kept clean. No ruts have ever appeared, and the 
surface is now smooth and in good condition. In hot weather the roads 
are somewhat dusty, and in k)ng dry spells they will loosen and break up 
in Sfiots, where disturbed by the corked shoes of horses drawing very 
heavy loads, but after the first rain the surface inmiediately rebinds and 
again becomes perfectly smooth. 

Wind and water are, perhaps, the two greatest enemies of Macadam 
roads ; the wind, by blowing of! the slight dust which naturally accumulates 
on the surface, removes from the road the cushion, which is not only a 
relief to the traveler, but which also preserves the metal of the road from 
a vast amount of wear and tear ; the water, by flooding the road, has 
sometimes the same effect as the wind, and if by any means the surface 
of the road is exposed to a running stream the stones are sure to loosen. 

The only effectual remedy we found was to ra*'se the crown of the road 
sufficiently to shed the water quickly into the gutters, and to keep the 
road sprinkled, so that when the winds and floods came the surface would 
be smooth and compact and not liable to their disintegrating influences. 

On the roads by the side of the horse railroad tracks the wear has been 
about an inch and a half during these three years, while on the roads free 
from these tracks the wear has been about one inch on the crown and 
perhaps a half inch on the sides. 

The cash cost of the Telford pavement laid under our. directionin'i 875- 
76 was.-nioety cents per square yard. 

The stone was broken by^a ten-inch ** Blake" stone crusher at the rate 
of about twenty cubic yards in ten hours. The size of the stones as they 
came from the crusher was : 50 per cent., 2 inches size ; 25 per cent., \)i 
to I inch size , 25 per cent., screenings and pea dust. 

The cost of the crusher, engine, boiler, &c., set up complete, was about 
$2. 500. 

The cost of working per day, independent of the original cost of the 
ipachinery and interest thereon, and also independent of any royalty ou 
the stone, was found by the contractor to be as follows : 

Repsirt, hibrtamts, wear uid tear on era«h« and engine, aboat |^ no 

1 Engineer, $8 SO ; 1 feeder, $l.fiO; 1 aereener, 9l.6u ; 5 laborers quarrytoff and breaUiig 

up Rtonea at f 1.00 10.50 

t taa»luNiliiiirai9De , » 6.oi» 

1 Coalhatfton 2 ftO 

Out »f prttMriBtf and ■ernahtBg <a>.<m>to jrardaof atene .'ti^.OA 

G<ttt ofl ««Moyard, 91.20. 
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The roads built under our direction in 1878, and now building, are the 
same in every particular as those built in 1 87 5-76, except that they occupy 
only 20 feet in width of the crown of the road ; the steam roller was not 
used, and as it is very dfflficuk to obtain an abundant supply of water in 
the bcality, we have to rely on the rainfall for sprinkling, and do all our 
rolling in wet weather. A horse roller is used of 1 50 pounds per inch run. 

Some 3.000 square yards of these roads were completed one year ago» 
and have been, since that time, subjected to a daily traffic of about 1 50 
wagons, principally carts, loaded with stone and dirt. The surface of the 
pavement is now as nearly perfect as it is possible to imagine that of a 
macadamized road to be. 

The cash cost of these roads is eighty cents per square yard. 

CONCLUSIONS. 

A Telford road m 'y be practically divided into two parts. 

1. The foundation, which should be uniformly secure, and which 
should be at the same time a perfect blind drain. 

2. The superstructure, which should be a durable, water-tight roof. 

If these conditions are complied with — if proper materials are used in 
the construction of the road, and reasonable attention is given to its main- 
tenance, the result will be as has been claimed, a durable road, unsur- 
passed for comfort of travel, and one to be preferred to all others for sani- 
tary reasons. 

If these conditions are not attended to the road will last but a short 
time. . 

The foundation is of the first importance. It should be eight inches in 
depth. More than this is a waste of material, and a less depth is not suf- 
ficiently secure for want of pr >per bond. It must be laid as close as pos- 
sible by hand, then the interstices at the top' wedged and sledged, until 
the small stones that compose the superstructure cannot work down, and 
fill rtie interstices at the bottom of the foundation. 

Too much emphasis cannot be given to this part of the work. It is 
not only -essential to perfect sub drainage ; it is equally important in the 
great saving of the cost of building the road. A loose foundation, which 
allows the small stones to settle down upon the large ones, will require 
nearly as many again of the small stones before a proper surface can be 
obtained, hence the cost of the superstructure will be nearly doubled. Of 
course, if the small stones work down among the large stones, the latter 
will work up the surface, and ultimately ruin the road. 

An excellent test of a foundation, when the substratum is firm, is to 
drive a loaded truck — weighing about three tons — over the pavenient be- 
fore any of the upper courses are placed thereon ; if the foundation has 
been properly laid no ruts or o^ht^r di>placi'ment will occur. 



1 

V 
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As to the size of the foundation stones, we prefer them large rather 
than small. Nothing is so dangerous as thin slabs, A large stone now 
and then, say ten inches wide, well bedded, seems to act as an anchor 
for the rest, and we have yet to find an instance where the small stones 
h^ve broken loose from stc a foundation stone. 

In tegard to the superstructure, we are convmced that if the material 
is crushed trap, any increase over four inches in 4^pth is a waste of 
material. We found this to be the most expensive portion of the road, 
the cost of the eight-inch fotmdation being to the cost of the four-inch 
superstructure as one is to two. Four inches will answer all requirements 
as well as any greater depths because after the metal has worn down two 
inches^ the road, owing to unequal wear, will need to have a new coating 
in any event, and the amount saved in the first cost and the interest 
thereon, by making the superstructure only four inches deep, will keep 
the road m repair for many years. 

In regard to steam rolling, it is often questionable whether it is 
essential, or even desirable, in the building of Macadamized roads, espe- 
cially when the rrad is built of New Jersey trap rock. 

The principal action of the steam roller is to crush the stone in^o the 
crevices, and the result is, that a crust is quickly formed. On the other 
hand, the. horse roller rattles around and shakes the small stones about, 
until they are firmly bedded upon the rough but firm foundation and 
upon each other. No crust is formed, but. on the contrary, a compact 
homogeneous mass, which result is much more to be desired. Av^ain, 
the road bed upon which the pavement is laid often yaries very greatly ; 
frequently a rocky bottom adjoins a soft stratum; on one side of the road 
may be an excavation and the other side a fill. In such a case, a heavy 
roller is much more likely to disturb the uniformity of the foundation 
than a lighter one, no matter bow great care may have been taken to 
provide for emergency. 

If it be necessary to finish ;he surface of the pavement within a week 
or two» a steam roller must certainly be iised. but we believe, that rapidly 
made roads are much less durable than those whose construction extends 
over a long period of time. 

It required at least. three months to finally form the surface of the 
roads built by us in 1875*76, whde on the roads now building, some of 
the sections have required as much as six inonths. In the meantime, the 
surface is ke0t (pree from loose and rolling stones, so that there is no 
brutal pulling through the road metal. 

After a road has been slowly compacted in this way, we believe the 
surface wili be found much more durable than that of any rapidly made 
steam rolled road. 

A^ to **binding." our experience has been that during the construction 
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oi the road the less foreign material used the better* tinless, perhaps* 
along the edges of pavement which has only an earth support. In such 
a case, it is necessary to bind the edges as qoiddy as possible, in order to 
prevent the sides of the road from spreading while the surface is forming. 
After that is accomplished, very little wear comes on the extreme edges af 
the road. 

As an aid in tha rapid formation of a fine surface, a little yellow clay 
placed just below the upper course is almost invaluable, but when the 
crust is broken the danger is that the surface will soon disintegrate, while 
if, instead of the clay, stone dust is placed between the courses of tADken 
stone, and a top dressing one inch deep of screenings, such as are pre- 
sented herewith, is spread over the surface and is thoroughly worked into 
the broken stones, the surface is equally fine and much more durable ; if 
a spot dots loosen here and there, it does not spread and a little moisture 
quickly rebinds the loosened stones. 

Finally, as to the stones for the superstructure, we greatly prefer 
machine-crushed to hand-broken stones. 

1. Because they are much more uniform in size, each having actually 
pass^ed through a revolving screen. 

2. Because the edges of the stones are much f harper and bind better. 

3. Because from the machine alone can we obtain the screenings and 
detritus which we consider so essential for compacting the road and for 
satisfactory top dressing. 

George D. Ansley. — ^My experience is decidedly in favor of steam 
rolled Macadam or Telford roads over those formed by horse roller ; in 
fact. I have altogether given up the use of the latter, and emptoy a i$-ton 
Aveling & Porter, the result being far greater economy in the end as to 
outlay, and a decidedly smoother and more permanent surface is obtained. 

As to compacting with traffic, I am altogether opposed to it, as being 
inhuman toward horses and extravagant in the waste of material I speak 
of the case when any considerable extent of roadway is to be covered ; 
but in smaH repairs, or what is technically called " darning,'* I first pick 
up the margins of the depressions to the depth of an inch or two, and 
then flush up with stone broken to pass through a i-tnch ring ; the edges 
of the patch are then covered with road grit, obtained at hand and pounded 
with a rammer. In these repairs it is found that the horses feet avoid 
the fresh stone, while the wheels of the vehicles run over the patch and 
compact it gradually from the edges to the centre and a very good '*mend" 
is thus made. 

In reading x>ver Mr.'Ndrtlr's vahiabie collection 'M short htolofies of 
road -making, I was particularly attracted by the mention of ranmiiBg, on 
pjge 103. There is a short mention of a rammer 8 inches diameter, 
weighing: 70 pounds. Although steam rollers are far more satisfactory 
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than horse rollers, it seems to me that a s'tll further improvement may be 
made by the more general introduction of the rammer, in all cases of 
roads, whether Telford or Macadam, or stone paving, or wood paving, the 
first imperfections are the same ; the surface may not be worn away 
materially, but there are depressions or concavities that hold water. Our 
block stone pavements get into bad order chiefly through unevenness, and 
a heavy expense is incurred in repairs, while the hollow parts are found to 
be hard and well set, and the blocks not worn, perhaps, any more than 
those forming the better parts of the road. A wooden pavement on one 
of our streets was condemned for being in hills and holtows ; although 
incidentally there were rotten blocks that broomed and wore away, it was 
found, on taking it up, that the foundation was uneven, and this notwith- 
standing that it had been steam-rolled before the blocks were laid on, five 
years before. All this tells the same tale — ^the earthy foundation is of un- 
equal density. 

Much more attention has been paid to the coating of stone or other 
material than to the lowest or earth foundation. When a new road is 
made, the proper form may be given to the earth foundation, and it may 
be steam rolled ; inequalities then showing themselves may be flushed up 
and re-rolled, but a roller will bridge over smaller soft places which still 
remain unseen until the road is completed and heavy traffic put upon it, 
and then we have saucer- like dips in its surface, to be repaired within a 
short time after the road is made ; and although the specification may 
require that these repairs shall be done by the contractor, the surface 
being thus broken, the road is never so good afterward as it would be if 
undisturbed. 

How the rammer which Mr. North refers to was used is not mentioned ; 
but if by steam power, it might be neither expensive nor slow. 

I am inclined to think that the regular stroke of a rammer is the only 
method of producing equal densities for roads, as well as for other pur- 
poses, and that the most important part of road making for its application 
is the earthy bottom. 

After the ramming to equal density, I cannot see that Telford's method 
is better than Macadam's for general adoption; local circumstances, 
however, would decide in each case. 

After reading through all the various descriptions, and adding my 
own views from observation and experience, I consider the object to be 
aimed at is as near as possible, a solid bed of stone. This certainly can- 
not be accomplished by putting on any earthy matter as binding. Broken 
stone in thin layers, 3 to 4 inches, chinked with fine chippings or screen- 
ings until full, and then watered and rolled with steam roller, will come 
very near the desideratum. Of course the lower strata may be of stone, 
less hard than the top. The size of broken stone for the upper part is 
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Important. A 2^-inch ring; allows stone of considerable size to be mixed 
with lesser ones, and it is these larger ones that first get loose and move 
about on the surface. For the surface coating I prefer hand broken stone 
over machine broken, as the form is generally more cubical and less apt 
to become disintegrated. 

Gravel is much more difficult to reduce to solidity than broken stone; 
but where there is a large supply, and cheap, it is well to follow the 
principle before mentioned. The gravel should be screened, and the 
coarser sort laid on first and then chinked up with the finer. If this is 
done, and all coarse gravel kept away from the top coating, water and 
steam rolling will make a good road in almost any case without earthy 
binding. Earth matter works into mud, and should be avoided, unless 
the gravel is so round and movable that nothing else will keep it quiet. 

Where old paving is taken up, and it is proposed to put down 
Macadam, I consider that there is the same necessity for testing the 
density of the foundation, and rendering it equal by ramming. 

A. B. Hill. — In New Haven we have tried several plans in regard to 
the binding material of the Telford paven^ent. Using an inch of loam 
on the crushed stone, with two inches of screenings over that ; also using 
sand instead of the loam ; but the best results with us are obtained by 
using the trap rock screenings alone, spread on in thin layers, sprinkled 
and roughly rolled. This makes a very solid, firm surface, which does 
not wear into ruts as soon as the pavements are top-dressed by the other 
methods. The roller used is the 1 5-ton Aveling & Porter. 

As the grades in New Haven are generally very light, and it is desira-- 
ble to secure a uniform, smooth gutter, the latter is made of blue stone. 
12 inches wide and not less than 4 inches thick, bedded in sand next to 
the curb, closely jointed, well rammed, and, after the pavement is com- 
plete, thoroughly grouted. 

A space of three feet outside the gutter stone, between the rails of the 
horse railroad tracks, and for three or four feet outside the rails, is laid 
with stone blocks. 

The Telford pavement is 16 inches thick at the centre and 14 at the 
sides, made up of 4 courses of trap rock ; the first or bottom course 7 
inches thick at the centre and 5 inches at the sides ; the stones of the size 
and placed as usually specified for Telford foundation ; the second course, 
3 inches thick, of stone simply raked out and sorted at the foot of the 
trap dikes (not " broken " or " crushed "), varying in largest dimensions 
from I inch to 4 inches, spread on the first course and rolled until solid : 
the third course, 4 inches thick of " crushed " stone, also rolled - 
the fourth course, or top-dressing, about 2 inches thick of screeninjFS. 
spread on in three layers, each layer sprinkled and thoroughly rollecf 
in. 
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The average cost of the Telford pavement in New Haven^ including 
the Belgian blocks, bine stone gutters, crosswalks, inspecting, rolling, &c*, 
was, for 1876, $1.18 per square yard. 
•• 1877. 1.05 
1878, 1. 15 

£. Lavoinne, Engineer des Fonts et Chauss^s (through the Secre- 
tary). — The criticism of Mr. North upon the Macadam roads in the Gity 
of Paris is to the effect that owing to the method of compacting, suffi- 
cient stability is not given to the stones to resist the traffic. Mr. Malo is 
quoted as sustaining this criticism. Even if the bad results in Macadam 
pavement in Paris were something like what Mr. Malo describes in his 
rather sweeping remarks, the fair inference would be, it seems to me, that 
the system of construction was not the best in that location on account of 
the heavy traffic. 

Macadam roads when introduced in Paris to replace the former pave- 
ments were considered by many engineers as a blunder, on account of the 
cost of their maintenance and other peculiarities. It is certain that no 
Macadam road, even if constructed under the best conditions, could stand 
the enormous traffic existing in many streets, which is not occasional, as 
Mr. North states is the case for some' of the Boulevards of New York, but 
continuous and daily for most of them. 

As regards the construction of roads, the illustration of what Mr. 
North ca4s the French system, such as he saw applied in the repairs of 
some streets in Paris, hardly gives an exact idea of the standard system 
adopted by many French engineers. They generally consider that in a 
perfect Macadam all stones should bear directly against one another by 
faces as large as possible, not by edges, and that the interstices, previously 
reduced to a minimum liy rolling, should be filled afterwards with a bind- 
ing which cannot be affected by atmospheric influence nor give access to 
moisture. Thus far they agree with Mr. North — but they disagree with 
him as to what is the best binding. 

Instead of screenings or very small stones with the addition of dust 
and water, they prefer to use sand with a small quantity of chalky dust 
employed when compacting is at an end. They consider, contrary to 
Mr. North's theory, that when the stones, whose sizes vary between i}i 
and 2yi inches, have been thoroughly packed together by roUing before 
any addition of binding, so that they move no more under the roller, and 
a beginning of crushing takes place, then an addition of smaller stones is 
useless for stability ; if very small stones like screenicgs wereithen added, 
they would be crushed and produce an excess of dust injurious to general 
stabiLty. Sand, injected by thorough watering between the stones is 
not liable to that objection, since, filling all the interstices, it tends to 
equalize the pressures between the stones. The addition of chalky dus^ 
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dikited by water, at the end of the operation, fiUs the interstices between 
the grains of sand making with it a sort of mortar and coating for the 
surface. In my own experience the best results followed this method ; 
the consolidation of the Macadam was very satisfactory at the end, rolling 
not being spared before the addition of binding. Loose stones occurred 
only at a few points. 

It may be that the roads examined by Mr. North, in Paris, were con- 
structed in too thick layers and too hastily permit the stones, prior to any 
addition of binding, to have the required stabihty, much rolling being 
necessary for this result. This may be the reason why loose stones were 
seen. If the stones have not been packed and wedged previously by 
thorough rolling, we cannot expect binding to make them immediately 
compact. 

The system mentioned as used in New York (St. Nicholas Avenue), 
in which stones of from i to i>i mches are employed for he top course, 
will, no doubt, do for light travel (light, not heavy carriages) ; but such 
pavement would very likely be destroyed by a heavy traffic, as the small 
stones would then be rapidly ground and disintegrated. From my own 
experience and that of many engineers in France, I am fully satisfied that 
the capital difference between the roads in the old Macadam style without 
rolling, and those that are rolled, whether with steam or horse power, is 
the degree of internal wear ; as the grinding of the stones by their recip- 
rocal friction or internal disintegration is much more rapid under heavy 
traffic with the former than the latter. In the first case the proportion of 
disintegrated material, detritus, to the stone is generally large after a short 
time ; very small in the second if proper care has been given to the work. 

Evidently much more consideration should be given to the internal 
wearing, which is of serious consequence as to co'st of maintenance, than 
to the incomplete consolidation of the road immediately after rolling, 
which could be remedied by more rolling or made up afterward by the 
traffin itself and by removing the excess of binding material by sweeping. 

In conclusion, it is suggested that for a fair comparison between the 
different systems of constructing the roads, there should be taken into 
account both the quantity and quality of the traffic, and also the cost of 
maintenance under the same conditions for a fixed period. Conclusions 
might be different if full consideration were given to these points. 

£. B. Van Winklb.—! would say that I am famihar with the roads 
Mr. North has been constructing for the past few years ; that is, with their 
present condition, and should like to ask Mr. North if their present condi* 
tion bears any relation to the amount of rolling he put upon them ; for in- 
stance, the Southern Boulevard, which I now consider to be the best of 
tnese roads, and the one that carries the greatest tratfic, did that receive 
tne greatest amount of rolling ? 
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E. P. North. — The Southern Boulevard received 0.859 ton mile per 
square yard, or $.177 ton miles per cubic yard, which is more rolling than 
any other road constructed by me had, and more than any road known to 
me has had applied to it. 

The road has stood the wear very well, though part of it is exposed to 
a very constant breeze from the Sound, which deprives it of the protection 
that a layer of dust would afford. 

The teams on it were counted from 8 a. m. to 5 p. m.> and averaged 
about 300, from four-horse teams, with six or seven tons to the load, to 
buggies. 

E. B. Van Winkle.— Next to the Southern Boulevard I should place 
the streets constructed by Mr. North in the following order as to degree 
of excellence, always judging by their present condition : 

ist. One Hundred and Thirty-eighth street ; 2d. One Hundred and 
Sixty-seventh street; and last, Mott avenue. Please, if possible, state 
which of these received the greatest amount of rolling, and if there were 
any difference in the quality and size of the metal and the material used 
for binding. 

E. P. North. — One Hundred and Thirty-eighth street, which has two 
courses of broken stone, each about 6 inches deep before rolling, received 
less rolling than the Southern Boulevard ; the surface is satisfactory ex- 
cept in one place, where the bottom was bad and mud worked up through 
the metal where there are some loose stones. One Hundred and Sixty- 
seventh street is on a heavy grade, part being at the rate of 11 2-10 feet 
p^r 100, and the rest with 8 per 100 for a maximum. The first was rolled 
with both horse and steam rollers, the steam roller ascending by an easier 
grade. Some clay hardpan was used here in connection with the screen- 
ings, both to increase the adhesion of the roller wheels and facilitate the 
compacting of the road bed. The roller, a 15-ton Aveling & Porter, old 
pattern* ascended the grade after the appUcation of the hardpan. On the 
lighter grades nothing but screenings was used for binding, and the rolling 
was done entirely by steam. This part of the wheel way wears much bet- 
ter than that portion where hardpan was used. No reliable account was 
kept of the amount of rolling this street received. 

The circumstances under which the wheel way on Mott avenue was 
constructed are fully detailed in Transactions, Vol. VIIl., page no (May, 
1879). On account of its treacherous bottom it probably received less 
roiling per square yard that any other road, though it was impossible to 
keep accounts of the amount of rolling done. 

All of these streets are Macadamized with two-inch trap and clean tiap 
screenings, excepting that portion of One Hundred and Sixty-seventh 
street mentioned above. 

B. F. Morse. — The paving of the Cleveland Viaduct, west of the 
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river, over the arches, is laid with New York Medina sandstone ; the road- 
way is 42 feet between curbstones, with a double track street railroad in 
the centre. 

The ballast used was of the best quality of bank gravel spread in layers 
of about five inches in depth. Each layer was sprinkled with water and 
rolled. The last layer, or that directly underneath the stone, was about 
two inches deep, and was left without sprinkling or rolling to receive the 
bed of the paving stones. The surface of the ballasting was finished to 
the true crown of the roadway. 

The pavement is laid with blocks, dressed nearly parallel on top and 
bottom, sides and ends, laid in courses transversely across the roadway. 
The courses were from three to four inches thick, and from six to seven 
inches in depth, and the stone from seven to twelve inches in length 
The stones were set close together, so that no joint was more than one- 
half inch open for at least two and one-half inches down from the top 
surface. 

No gravel or sand was placed between or on top of the pavement 
while it was being laid. After the stones had been set in place in sections 
of fifty to one hundred feet in length of the street a lig>»t top dressing of 
gravel or sand was spread over the surface and swept into the joints with 
a steel splint broom. The pavement was then thoroughly sprinkled or 
flooded with water. Then the pavement was thoroughly rammed two or 
more times with a paver's rammer weighing about ninety pounds ; then 
the pavement was again washed or flooded and allowed to dry off. 

The joints were then filled to a depth of three to five inches with a 
concrete composed of Trinidad bitumen and coal-tar cement, distilled at a 
temperature of not less than 600 degrees Fahrenheit, and mixed in proper 
proportion, so as not to soften or become brittle under heat or cold, and 
was poured into the joints of the pavement at a temperature of not less 
than 300 degrees, and then the whole surface was covered with one-half 
inch of fine gravel or sand, which completed the work. 

The pavement on the fixed iron spans was laid in the following manner : 
Strips of oak plank, varying in thickness from one and a half to three inches, 
were secured to the iron floor beams, running longitudinally, to give the 
proper crown to the roadway. On top of these longitudinal floor beams 
was laid a layer of two and one-half inch plank, joints well broken and 
spiked down. On top of this layer of plank there was laid two thicknesses 
of tarred roofing felt, or paper, laid in hot roofing cement, and the whole 
covered with one-fourth of an inch of plastic pitch, and over this was laid 
.1 layer of inch boards or sheathings, breaking joints with the plank under- 
neath, and thoroughly spiked down. 

The paving is what is usually called "Nicholson," and consists of blocks 
four inches long and three inches thick laid upon and in rows across the 
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roadway, with a three-fourtb-inch strip, one and one-half inches in deptb 
between the rows of blocks, and nailed to the flooring, the blocks breaking 
joints at least two inches with adjoining row. The space between the 
rows of blocks was then filled with concrete, composed of one part of hot 
undistilled gas tar to two parts of pitch, mixed with clean lake sand and 
fine gravel, s^plied hot and driven into the joints with an iron blade and 
heavy rammer until the spaces Were even full The whole surface of the 
paving and gutters was then coated with a top dressing of coal tar pitch 
and fine gravel* roiled thoroughly with a heavy hand roller. The best 
quality of seasoned white oak was used for all the wood parts of the pave- 
ment and plank floors. 

£. S. Chesbrough. — I cannot state the average wear of wood pave- 
ments ; I can only state that it differs very much with regard to different 
kinds and in different localities. You can easily see that very much depends 
upon the faithfulness ol doing the work and the material used. 

In some cases in Chicago wooden pavements have lasted ten years, 
and even longer ; and in others they have become very rough and uneven 
in three or four years. I am not able to give the precise average, but of 
course a great deal depends upon the traffic. In the river tunnels the 
wooden pavements have worn out in less than two years, and where the 
wheels were confined very much to the same tracks they make ruts in 
a short time. In other cases, where the streets are broad and dear, and 
the traffic is spread over a large spaee, they have lasted a long time ; in 
some cases ten years. It is impossible to give the rule in regard to that 
unless you take into account various circumstances. 

Edward R. Andrews.— I would like to ask Mr. Chesbrough whethet 
at Chicago there is any very perceptible wear in wooden pavements until 
decay sets in ? 

Edward S. Chesbrough. — Decidedly; I have seen some worn 
down more than two inches without any apparent decay. 

Edward R. ANDREWS.~Mr. North states that a well made Macadam 
road, constructed with trap rock, is, after an earth road, the pleasantest 
and safest known. But trap rock or other really good materials for making 
Macadam roads are not available everywhere, and, at best, Macadam roads 
are only adapted for pleasure travel in parks or suburban towns, where 
they can be constantly watered and never allowed to get out of repair. 
Macadam is not adapted for general use in cities. Under heavy traffic 
the surface is constantly ground into powder, which rises in dust in the 
summer, and they are very muddy in the winter. Even in Paris, where 
the maintenance is most thorough, the streets being contmually watered 
in summer in the manner described by Mr. North, and frequently washed 
after a day of unusual wear, and scraped by a large army of cantonniers. 
yet» after heavy rains, the mud is ircqucotly nearly ankle deep, and m vtry- 
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hot weather, during the intervals of watering, or in frosty weather, the air is 
filled with most penetrating dust. Mr. Fiad describes the same state of 
things in St Louis ; and in Boston, when, in winter, there is no snow to cover 
the ground, and, on account of the cold, the streets cannot be watered, the 
dust is intolerable ; and in summer, where, for economy's sake, watering 
is neglected, a large part of the material with which the roads are made is 
blown into the sea« 

The compressed asphalte, so common in London and Paris, when con- 
structed as thoroughly as it is in those cities, and as that on Fifth Avenue, 
in front of the Hotel Brunswick, has been, is a most excellent pavement, 
but it also demands the most careful maintenance. No dirt should be 
allowed to accumulate upon it. In frosty or in damp weather coarse sand 
or fine gravel should be spread over the surface to give a good footing for 
horses — ^this is done abroad — ^and then it is not slippery. It is very quiet, 
and, in fact, has almost all the qualities needed in a perfect pavement ; 
but it can only be laid on levels, and is expensive. 

Stone Block Pavements are in manypaits of the country the cheapest 
and possibly may be the best where the traffic is very heavy, but it is 
emphatically the worst pavement for streets of residences or wherever 
quiet is desirable ; and there is no question but that if the incessant din 
from the rattling of omnibuses, heavy teams, milk wagons, &c., from 
which one suffers in large cities paved with stone blocks, could be dis- 
pensed with by adopting a quiet pavement, the length of life of citizens 
would be increased and the general health improved. Such would have 
been the case long ago in New York, had it not been that the wooden 
pavements laid during the " Tweed " days were such evident jobs. In 
London, wooden pavements give entire satisfaction. The earliest were 
not quite successful, but the defects in construction have been remedied, 
and now broad areas of heavily worked streets previously paved with stone 
are being laid with wooden blocks, which are found to wear satisfactorily. 

In the West, where stone for pavements cannot be had, wooden blocks 
are largely used ; but, as wood is cheap and can be replaced without much 
expense, no sound principles are followed in their construction. In the 
Eastern States, no one will allow that a wooden pavement can be good 
except when newly laid, when all agree that it is delightful. There seems 
to be an unwillingness, even among enghieers^ to give the subject the at- 
tention It deserves. All agree that stone pavements are a curse, and that 
It would be a blessing if a good substitute could be found, but because 
wooden pavements, as they have been made here, have not been a suc- 
cess, condemn them as a class. 

Mr. North has stated what has been the general practice in laying 
wooden pavements in this country. Many methods have been tried, out 
they have almost without exception been ** laid with green or wet blocki^. 
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more or less thoroughly dipped in tar, on a bed of sand, not always well 
rammed, with or without the interposition of a tarred pine board, with 
transverse jomts from one to one and a half inches wide filled with gravel 
and coal tar," and I might add, the whole done in a most unworkmanlike 
manner. 

The results are what might have been expected. The careless manner 
in which the joints have been filled, has left many channels open for the 
admission of water, which undermines the sand foundation, so that there 
is an uneven subsklence under the passing wheels, and holes, small at 
first, but daily growing larger, appear, so that the surface is soon destroyed. 
The result is but little better when tarred boards are laid under the blocks. 
This practice of tarring wet sappy boards and blocks seems to be an in- 
vention to make them decay as soon as possible. It closes up the cells of 
the wood, so that the moisture cannot escape ; fermentation immediately 
follows, which quickly destroys the strength of the fibres and reduces them 
to punk. A pavement, constructed in this manner, would fail, of course. 
Thoroughly seasoned wood might be benefited by the tarring process, 
but green wood never. 

Observe how differently wooden pavements are constructed in Lon- 
don. Mr. North describes several methods, either of which is vastly supe- 
rior to any of the patented systems used here. A rigid foundation of 
bituminous or cement concrete is universal. This costs more than sand, 
but it is permanent, and will prevent the blocks from sinking under the 
wheels. English engineers, in discus^g pavements, call the foundation 
the true pavement, the blocks being the wearing surface only. The 
** Henson " pavement, with some modifications, strongly recommends 
Itself to my mind as the best for this country. Instead of a layer of tarred 
paper on the concrete, I would use a thin layer of pitch, with oil enough 
in it to make it permanently sHghtly plastic, settmg the blocks upon it 
while hot and soft, using the strips of tarred felt between the rows, and 
driving the blocks together as described by Mr. North. The tarred felt 
would make a very close joint. Then pour melted pitch over the whole 
surface, taking care to fill every crevice, and upon this spread fine sharp 
gravel, which will work into the ends of the blocks and form a surface 
resembling macadam, and afford a far better footing than wide spaces be- 
tween the rows, which serve as receptacles for mud and dust. It is easy 
to keep this pavement dean. No water can penetrate it, so that it will 
not be mjured by frost. The blocks themselves, if creosoted, will not 
absorb water, and if laid without spaces between the blocks, the drainage 
will be surface drainage solely, which is of the first importance. 

But the pavement would be short-lived, if green and wet blocks are 
used. It is not practicable to use, as Mr. North says is the case in Lon- 
don, " wood better seasoned than tne pine generally used by house car- 
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penters in this country." Seasoned wood cannot be obtained in sufiicient 
quantities here. But, what is far better, it can be preserved from decay, 
I have no faith in any method of wood preservation 'for paving blocks 
which does not exclude water. The blocks are so short, that any soluble 
preparation is quickly washed out of them, and, if not made waterproof, 
they are certain to absorb the seeds of destruction from the filth in the 
streets. The blocks should be well saturated with creosote oiL whose 
chemu^al constituents act preservatively upon the; fibres of the wood, by 
coagulating the albumen of the sap, while the fatty matters act mechan- 
ically in obstructing the pores of the wood and keep the water out. At 
the same time, as oil cannot be injected into wood full of moisture, the 
thorough artificial seasoning, which forms a part of the process of creo- 
soting as carried on in this country, is as useful to the timber as any of 
the metallic salt processes. 

By thoroughly creosoting the blocks, expansion and consequent throw* 
ing out of the blocks is prevented. They will not shrink or expand. 
The wood is also rendered homogeneous, the sap wood becoming as 
durable as heart wood. Looking to sanitary considerations, the 
creosoted wooden pavement is perfect. The carbolic acid contained in 
the oil is a powerful disinfectant, and as the pavement described will not 
absorb any deleterious substance from the surface, it has only to be kept 
dean to maintain the best sanitary condition. This is far from being 
the case with wooden pavements laid on the American plan. They soon 
become a mass of decaying vegetable matter, and, as their powers of 
absorption increases with their disintegration, they become filled with 
corruptible matter absorbed from the filth of the street, and as their sur- 
face becomes filled with holes, it is absolutely impossible to keep them 
properly clean. 

A good wooden pavement is also an inexpensive one. The cost, includ- 
ing a cement concrete foundation, 6 inches deep, would not exceed $3.00 
per square yard. The system of maintenance adopted in London, of making 
it a part of the contract of construction, would insure good worknianship 
in laying the pavement, and a good permanent roadway afterwards. It 
would not be difficult to find responsible and honest contractors wilKng to 
take such a contract at a fair price. 

In considering this subject, one should not overlook the statistics of 
accidents gathered in London by Col. Haywood,"' which show that a 
London horse will travel on granite 132 miles, on asphaltc 191, and oa 
wood 446 miles; before an accident occurs. 

The actual wear of wooden blocks is very slight, 9A long as the fibres 
of the wood are sound. Mr. North states that it is ^ of an inch per 
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annum in the streets in London^ with the heaviest traffie. Mr. Geo. 
Frederick Deacon, Member Inst. C. £., in a paper read before the Inst, 
of C. E.» states that, in Great Howard street, Liverpool, which is a shop 
street, with a traffic consisting chiefly of carriages, amounting to about 
94,000 tons per annum per yard in width, the pavement was worn to the 
extent of ^ of an inch in four years. This would give a life of nearly 
twenty years before the blocks would be reduced from 6 inches to a 
thickness of 3 inches, which is still sufificient to maintain the blocks in 
place. 

In Oxford street, in London, where the traffic is equal to 300 tons per 
foot per day, the amount of wear has been found to be from iV to >i inch 
during three and a half years. This street is laid with the Henson pave- 
ment. This slight wear is largely due to the fact that the ends of the 
fibres do not broom, and thus retain their original strength. 

C. Shaler Smith. — I merely wish to ask Mr. Andrews — speaking 
of the foundations of wooden pavements — if he is aware of any pavement 
being laid as upon the Cleveland Viaduct, that is, Nicholson pavement 
upon an iron foundation ? 

E. R. Andrews. — I am not aware of any except the Broadway Bridge 
in South Boston, where it was necessary to have a light pavement. A 
bituminous concrete about two inches thick was spread on the top sheet-- 
ing and allowed to become solid ; then a thin coating of hot tar spread 
evenly, and creosoted spruce blocks, injected at my works wiih 12 lbs. of 
oil per cubic foot laid in rows }i inch apart, and the interstices filled wiih 
pitch and the surface spread with gravel. 

G. BousCAREN. — Can you give the cost of creosotmg ? 

E. R. Andrews. — $i2.ooto$i6.ooper thousand feet, board measure. 

G, BousCAREN. — Can spruce be treated well ? 

E. R. Andrews. — Spruce does not absorb oil readily on account of 
the compact character of its fibres, yet it will take in a gallon of oil per 
cubic foot ; hemlock, pine, both white and yellow, and porous oak, are 
more absorbent. Wood which is the most destructible, because it ab- 
sorbs water readily, is really the best for creosoting, as, for instance, the 
gums and cotton wood. 

G. BOUSCAREN. — Have you any special rule for determining the 
amount of carbolic acid in the oil ? 

E. R. Andrews. — t have not taken any pains to ascertain. The 
quantity depends upon the character of the coal from which the gas was 
made, varying from 5 to 10 per cent. It has been ascertamed, however 
through careful experiments by a Belgian chemist, that the wood-preserv- 
ing qualities of creosote oil are due rather to the water-pmofing impari» d 
to the wood by the hydro-carbons contained in it than by the carbolic and. 
The latter is very volatile, and were it not retained by the gummy, resinous 
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oil, would quickly escape into the air. In England no reference is made to 
the quantity of carbolic acid contained m dead-oil to be used in the specie 
fications for contract work. Carefully conducted experiments of my own 
with pieces of yellow pine, 8 inches by 8 inches and 9 feet long, have 
shown that six months after treatment they did not absorb any water dur> 
ing a soaking of 48 hours under water. 

M. Meriwether. — We made in Memphis, in 1867, what has proved 
to us a very costly experiment in w^ooden pavements. We laid there in 
that year and the succeeding spring some 225,000 square yards of what is 
known as Nicholson pavement. The streets on which this was laid rise 
six inches from the side to the centre of the street. Two inches to two 
and a half of sand were laid down, and that covered over with an inch 
board longitudinally. Those boards were inunersed in hot coal-tar. 
After that were laid cypress blocks eight to twelve inches long, with a 
thickness of three inches, with a cleat between them, tacked to them. 
About one-half of that kind were immersed in boiling tar. According to 
the contract it was to be red cypress wood, which is very durable above- 
ground, and of more than ordinary durability underground, and is found 
to last better than ordinary oak ; but the sap portion of that wood is very 
perishable, rotting within one or two years if exposed above-ground. The 
heart will last twenty-five years, or so, in fences. I mention this to show 
the durability of the material. Most of that was entirely covered with 
boiling coal-tar and small gravel, and the interstices filled with sand, mak- 
ing a beautiful pavement for about three or four years. Some portions of 
it, however, began to show decay in three years, where the sap of the 
Mock was put in. The contractor got in a good many sap blocks, and as 
soon as they began to decay the adjacent blocks were loosened, so at the 
end of about five years it was in many places impassable, and some blocks 
were entirely destroyed. The remnants of that wooden pavement of 1867 
and 1868 are now there. The pavement cost us $3.89 per square yard. I 
am satisfied had the blocks all been heart cypress it would have been good 
for perhaps ten years. We have portions of the pavement now where the 
heart of the cypress was used, where there is no surface wear perceivable. 
However, we are satisfied with that experiment, and I do not think we 
will ever put down another square yard of wooden pavement of any sort. 
We are now makmg arrangements to pave with granite. 

E. R. Andrews. — It seems to me very clear that the reason why the 
cypress pavement did not last was because the blocks were dipped in tar. 
It IS not at all probable that these blocks were perfectly seasoned, because 
seasoned lumber cannot be found in this country for paving purposes,, 
hence the sap enclosed within the wood by the tar soon fermented and the 
fibres rapidly decayed. If the blocks had been laid without being dipped 
in tar I think you would have had a very fair pavement now. 
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I would like to ask as to the condition of a pavement in Washington 
called the Flannigan pavement, with cypress blocks sawed from round 
sticks and laid promiscuously, large and small together, the spaces 
being filled with pitch. I have understood that that pavement has stood 
well. 

J. E. HiLGARD. — That pavement has done the best of any in the city. 
It was tried as an experiment on Third street, near the railway. 

The city of Washington has made very extensive experiments in the 
matter of wooden pavements. Nothing was done to preserve the blocks. 
They were hemldtk ; none of it has lain in tolerable condition over four 
years ; much of it had become intolerable even before that time. I think 
the work was badly done from there not being proper supervision. An 
immense amount of work was undertaken to be done within a limited 
time. It was the most disgraceful failure of wooden pavements ever 
known, and it has been a case of unprecedented decay. None of the 
streets were in a fit condition to travel over after four years ; most of them 
have been replaced by concrete pavements. With us the experiment has 
been a very expensive one. Climate may have had something to do with 
it, for it is very warm in summer and we have very frequent showers, but 
certamly the decay was unusually rapid. 

E. R. Andrews. — In 1869, Columbus avenue, in Boston, was paved 
with wood ; every one who had any patent pavement was allowed to put 
down a piece ; one section was laid with creosoted blocks, but very imper- 
fectly prepared. All the pavements were taken up and the street repavcd 
with the Trinidad bitumen in 1877; but a small delta of the creosoted 
pavement was left, which is still sound and in good condition. 

M. Meriwether. — I did not mention that about one-half of the 
pavement of which I spoke was laid with planks dipped in boiling tar, 
and after making about one-half of it the very difficulty suggested by Mr. 
Andrews arose, and we ceased to immerse the blocks, upon the theory 
th?t if the under side was covered with tar it would cost more, so they 
stopped that process and laid the balance in the other way, and after the 
planks were down they covered the surface simply with coal tar, upon the 
theory that the bottom of the planks, not being concealed, the acid would 
go down ; but we did not discover that it made any perceptible difference. 
It would probably have been satisfactory if the blocks had been heart 
wood, but the sap of the blocks decaying, led to their destruction by the 
wheels passing over it. It was an utter impossibility to have seasoned 
wood for such an extent of pavement — some 225,000 square yards, hid at 
once. The wood was not in the market, and no one could afford to keep 
such a stock on hand. The result was that the wood was brought di- 
recMy from the mills and put down within two or three months from the 
time it was taken from the stump. I do not think any process short of 
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thorough seasoning, or some process of drying quickly by steam, would 
do any good. We found it impossible to get the heart cypress entirely, 
and the sap wood would decay in two or three years. 

The blocks covered the surface and prevented the water passing 
down, but it may have passed on the side. They merely covered the 
surface with tan and some little water might find its way down the side 
of the block. The spaces between the blocks were thoroughly rammed 
with smalt gravel with sand with it, and the surface covered wi'h coal 
tar. « 

C. Shaler Smith. — I have recently made some experiments for the 
St. Louis Bridge, which illustrate in a marked degrre the action of those 
preservatives depending on carbolic acid for their antiseptic value. Find- 
ing the wooden stringers of this structure beginning to rot at the ends and 
other points of support, while the remainder of each stick continued sound 
and untouched by decay. I tried to arrest the rotting by the injection of 
creosote containing ten per cent, of carbolic acid into all these timbers 
which showed signs of decomposing fibre. The effect was remarkable. 
Sound wood was unharmed, but where decay had already commenced the 
acid seized upon the wood and converted all parts affected by rot into a 
brown cinder, in many cases absolutely destroying the bearing value of 
the stick. The experiment was extensively and exhaustively tried, and I 
am satisfied that while creosote is excellent when properly applied to per* 
fectly sound lumber, it will not arrest de'^ay when once started, and in 
many cases will destroy all the unsound parts of a stick. 

And also, that in th i use of cresote, the proper proportion of carbolic 
acid is a very important element, and should be fixed by specification 
wnenever this system of treatment is used. I have likewise continued 
experimenting on other methods of preserving wood, three of which have 
given good results. 

The first is the " Thilmany, old process." This consists in impre(|:nat- 
ing the \iood with sulphate of copper, and subsequently with the chloride 
of barium. The chemical action of the two salts fills the pores of the 
w^od with the preservative chloride of copper, mechanically fixed in posi- 
tion by the insoluble salt, sulphate of baryta. 

The second is the " Thilmany, new process."* Here the first impreg- 
nation is sulphate of zinc, the second chloride of barium, and the resulting 
salts, chloride of zinc fixed as before by sulphate of bar3rta. 

The third is known as the tan-zinc process. The first impregnation is 
with chloride of zinc dissolved in a solution containing 2}i per cent, of 
glue. This is followed by an injection of a tannin solution which precipi- 
tates the glue, forming tannate of gelatine, a perfectly insoluble com- 



* For speoIflcaUooB of this proc«*KH, m><* Appendix No. ft. 
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pound, and which fixes the chloride of zinc so thoroughly that it cannot be 
extracted either by boiling or steaming. I am not now prepared to state 
which of the three processes is the best, as our experiments are stiil going 
on. It may be safely asserted, however, that no system of treatment de- 
pending on a soluble salt, as in the Burnett or Boucherie processes, is ol 
any value unless the salt is fixed in the wood by a subsequent injection 
which will fill the pores with an insoluble substance. I have procured 
specimens from various Bumettized bridges, and the analysis has shown 
in every case that the zinc had been entirely washed out of the wood. 
In treating wood by either the cresote or metallic salt systems the anti- 
septic mjection is vu-tually worthless unless the wood has been previously 
deprived of its sap. In doing this the following rules should be rigidly 
observed : 

First, — ^The steam bath should not exceed 5 pounds pressure, or 240 
deg. F. in temperature, and the lumber snould remain m the bath for not 
less than 90 minutes for sticks under ten feet in length, and 9 minutes 
additional for every additional foot of length. 

Ntxt, — ^The steam bath should be followed by an exposure to a 
vacuum of not less than 1 1 pounds pressure for 40 minutes for sticks less 
than 10 feet in length and 6 minutes more for each additional foot, after 
the vacuum is reached. 

Last, — ^The preservative injection should be run in while the vacuum 
IS still on, and after the cylinder is filled the injection pressure should be 
brought up gradually to not less than 100 pounds. The time for its con- 
tinuance will vary with the wood used and the length of the stick. 

By the observance of these rules in treatment and the selection of 
thoroughly sound lumber, it is in my opinion perfectly practicable to pro- 
duce a good wooden paving block, which, when properly laid, will make 
a clean and lasting pavement. Treated gum blocks placed in the te&iing 
machine at the St. Louis Water-Works stood the passage of 95.000 
wheels with a wear of only one-eighth of an inch. The wheels of test- 
ing machine were loaded to 2,000 pounds per wheel, or 800 pounds per 
inch of tire width. 

It is hardly necessary to reiterate, however, that no system of treat- 
ment, however good, will arrest decays convert unsound blocks into sound 
ones, or render blocks cut from dead trees fit material for a pavement. 

£. R. Andrews.-^ I do not wish to advocate the use of de- 
cayed tmiber, or to intimate that by the process of creoaoting, wood which 
has lost its quality by reason of decay can be restored to its original 
strength; but if partially decayed timber be creosoted the process of 
decay is arrested, and there may be cases where it will be advisable to 
creosote it, and thus save for future usefulness timber which would other- 
wise be valueless. 
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As an instance of such an experiment* I quote from y^t Journal of the 
Society of Arts^ London, June ist, i860, containing' a paper by G. R. 
Bumell, entitled " On Building Woods, the Causes of their Decay, and 
the Means of Preventing it/' and a discussion thereon by the members of 
the society, during which Mr. John BetheU made the following statement 
(see page 565). 

" That in timber where decay had commenced it had been stopped by 
the Ejection of creosote. He could confirm that fact bystatmg that 
about twelve years many thousand sleepers were packed upon the Lanca* 
shire & Yorkshire Railway some time before being used. When they were 
about to be used they were found to be more or less decayed, and it was 
a question whether the whole should not be sold for firewood, when it 
was determined to submit the sleepers to the process of creosoting. After 
those sleepers had been down for ten years it was found that not only had 
the decay been arrested, but the sleepers were as good as if they had been 
sound, new timber." 

I do not quite approve of General Smith's specificatioi.s for the treat- 
ment of timber. Unless he has positive proof to the contrary, I should 
doubt whether large-sized timber can be properly dessicated in nmety 
minutes. In my own experience 1 find that the time required is greater 
with large timber than with small, and in proportion to its square rather 
than its length. Wood is a slow conductor of heat, and a 12-inch by 12- 
inch stick cannot be heated through to a point of vaporization in ninety 
minutes, and the moisture cannot be withdrawn until it is vaporized. 
Moreover, it will require a vacuum of 20 to 25 inches during several hours 
to withdraw the vapor, so that danger of decay from moisture within the 
wood shall be removed. If this is not accomplished before injection with 
creosote, the effect will be to close up within the wood fermentable sub- 
stances. Thorough injection cannot be effected. The incompressible 
water will not permit the oil to permeate those portions of the wood 
where it exists. 

Engineers should give time enough to do good work. In the practice 
abroad and in this country, where creosoting is done intelligently, the 
work is never hurried. Large piles and square timber cannot be properly 
dessicated and creosoted in less than from 20 to 24 hours. Such work 
eosts more money, but is cheapest in the end. Paving blocks can be 
treated much more rapidly. During the infancy of creosoting in this 
country great care should be taken to secure thorough work in order to 
obtain for such timber the longevity attained in Europe and the confi- 
dence of consumers. 

David £. McComb. — I shall confine my remarks to granite and 
bitummous payments as laid in the cities of Washington and George- 
town, D. C. . 

The standard stone pavement has a base of six inches of hydrau'ic con- 
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Crete, upon which is spread three inches of sand, in which the granite 
blocks, measuring eight inched by four inches by six inches in depth, aver- 
age, are bedded with close joints, which joints are filled with screened 
gravel, pea size, heated to a temperature of 400 deg. F. The blocks are 
then brought to a solid bearing by the use of the ordinary rammers, after 
which the joints are filled with coal tar refined to 400 deg. F.. which 
removes the light oils, water, etc., yet retains the heavy oils, '* cut back," 
which is the result ot a mixture of the residuum of the destructive distil- 
lation of coal tar, with still bottoms, being carefully guarded againsL 
After the joints have been filled with the tar, as before described, fine 
heated sand, or perfectly pulverized limestone, is spread over the surface, 
which completes the pavement. In situations where the sub-foundation 
is solid and unyielding, the concrete base is dispensed with, six inches of 
gravel, compressed by a heavy steam roller, being substituted in its stead. 

All the different kinds of tar pavements have been laid and tested in 
Washington, and our experience is that they are not economical, requiring 
too extensive repairs and too frequent renewals. 

The only two pavements that have given any reasonable degree of 
satisfaction are those having a mixture of Trinidad bitumen and coal tar, 
refined to 400 deg. F., in approximately equal proportions as the cement- 
ing medium of the sand, limestone, or other ingredients forming the body 
of the wearing surface. Such a top coating is good for about seven years, 
requiring, however, watching and small repairs during this time, after 
which it seems impossible to patch it successfully. 

There have been laid six squares of Neuchatel under two different con- 
tracts, the first in 1872, the latter in 1876. That laid in 1872 on I street 
has stood the test of time and limited travel very well, and is in fair con- 
dition now. That laid in 1876, on Pennsylvania avenue, is in very poor 
condition, and requires extensive repairs. This class of pavement possesses 
one fatal objection, viz., its extreme hardness, as a consequence of which, 
when the surface is covered with a film of water, it is only by the exercise 
of great care that horses can travel upon it without slipping and falling 
oftentimes, especially in turning comers. 

The pavement of this general class that has given the most satisfaction 
has for its foundation a depth of six to eight inches of hydraulic concrete, 
upon which is spread a coat of asphalt mastic half inch thick, which is 
intended to give an uniform surface to compress the top coat upon. This 
cushion coat, as it is termed, is composed of 62 parts of fine sand, i ^}i 
parts of puhrerized carbonate of lime, and 22 >i parts of asphaltic cement ; 
all the compression given to this coat is that due to rolling with a hand 
roller weighing about ten pounds per inch run. The top coat, or wearing 
surface, is composed of 65 parts of fine sand, 16 parts of pulverized lime- 
stone and 19 parts of asphaltic cement. The sand is required to cootam 
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not more than five per cent, of clay, and to be a little finer than would be 
usually accepted for use in making mortar ; tbe aspbaltic cement is com- 
posed of refined Trinidad aspAialte and refined petroleum still bottoms, or 
parafiine oil in the proportion of loo pounds of the former to 19 pounds of 
the latter. The pulverized carbonate of lime is mixed, when cold, with 
sand heated to 300 deg. F., which mixture is then mixed with the aspbaltic 
cement, heated also to 500 deg. F., and a thorough incorporation is effected 
in a twin pug mill, after which the material is carried in carts, having an 
arrangement to keep it hot, to the work, and is spread upon the cushion 
coat with rakes, and having a thickness of 2 8-xo inches. It is then rolled 
with the hand rollers before referred to, the jointings at the curb being 
tamped with the pi!on described by Mr. North, which is heated to a tem- 
perature of 500-250 F., the test of its being too hot is that it scorches a 
white pine plank, on hand for the purpose of trial. The surface is then 
rolled with a steam roller weighing 300 lbs. per inch run, of large disk. 
No difference is observable between rolling with cold or heated roller. 
The disks of the roller are kept moistened with crude petroleum, which 
prevents any tendency to pick up the top coat, and when the proper pro- 
portions are observed no trouble is experienced from the machine shoving 
the material ahead, this occurring when the mixture is too rich in asphahic 
cement. After being compressed, the thickness of wearing surface is two 
inches. 

The gutters are paintwithed aspbaltic cement ironed in, the object 
being to prevent the degradation that occurs at this portion of the carriage- 
way, caused mainly by the fact that this portion of the carriageway does 
not share with the traffic compression produced at the other parts of the 
roadway. 

Trouble has been experienced on pavements alongside of street rail- 
road tracks, the cross ties of which, if not well ballasted, move up and 
down sufficiently to break the pavement over them and leave ugly ridges. 
The tendency to cut into ruts alongside of the rail is counteracted by laying 
granite blocks, eight inches by four inches by six inches, alternately as 
header and stretcher, bedded in mastic, the toothing thus formed obviating 
this tendency to rut. 

The above described pavement, when honestly proportioned and laid, 
possesses all the elements which go toward making a good pavement, and 
It is not expensive, costing at the present time about $1.75 per square yard. 

1 agree with Mr. Nonh that a bond for maintenance for a term of years 
should be required from the contractor for this class of work, there bring 
so mucn of honesty and skill required in refining and manipulating the 
mitterials composing it. 

£. P. North.— 1 would like to ask Mr. McComb how much clay is left 
in Trinidad bitumen and how it is refined. 
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D. £. McCOMB. — There is supposed to be left in the refined bitumen 
twelve per cent, of impurities, it being practically impoasible to refine it so 
that it will have a smaller percentage of impurities than that. 



Note on the Nomenclature of Bitumens, 
by edward p. north. 

While such strenuous efforts are being made for uniformity in the 
matter of measures, the nomenclature of bitumens should secure attention. 

In Paris, and in France generally, the nomenclature of M. Maio and 
others, as given in Transactions, Vol. Vlil., page I2X (May,. 1879). is used. 
Colonel Haywood also employs it in the specifications and reports of the 
City of London, and it is believed that all dealers and manufacturers of 
asphaltes use the same nomenclature. 

On the other hand, in this country dealers in Trinidad bitumen and- its 
mixtiu'e almost invariably call their compounds asphalt or asphaltum, 
Tar pavers and roofers also apply the same names to their products, both 
calling such asphaltes as are capable of compression Neuchatel, apparently 
because the Val de Travers asphalte happened to have been imported into 
this country by a branch of the "Neuchatel Asphalte Company. Limited," 
of London, which bought out "La Societe Generate de Asphaltes de 
Suisse." but could not take the name Val de Tra\ers, as there was at that 
time an organized company in London bearine that name, Val de Travers 
asphalte is not called Neuchatel in any part of Europe, besidedv*hich there 
are at least three other asphaltes that can be compressed, besides many 
others that are used for mastics. 

As the distinction between asphalt or asphaltum on the one hand, and 
asphalte on the other is too slight to attract attention of any but a critical 
reader, the advisability of following Malo*s nomenclature is submitted to 
the Society as the most logical and convenient. 

F. RiNECKER, of Wurzburg, Germany (through the Secretary). — Be- 
sides the methods of paving described in the paper of Mr. North, the fol- 
lowing may be worthy of a short mention : 

Brick pavement, especially in Holland, where very hard brick, Klinker, is 
used for this purpose. 

Flag pavement, in many Italian towns, consisting of large slabs, laid in 
rows for the wheels to run over, the balance of the street being com- 
mon pavement. 

Concrete pavement, which (if I am correct) was tried in Paris and New 
York. 1 am ignorant of the results, however. I have seen some 
sidewalks and depot platforms in Germany, which wear well. For 
traffic it will be worthy of consideration, whether the broken stone or 
gravel used in the concrete should not be of the same hardness as 
the cement to insure equal wear. In using harder stone the unequal 
wear might be a cause of lailure. 
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In selecting any system for covering roads and streets unifonnity is 
necessary throughout a whole city, at least in its main thoroughfares. 
The safety of horses greatly depends on their shoes, but the patterns of 
the shoes differ with the roads on which they are to be used. The con- 
nection between shoes and roads needs no comment, and in my opinion it 
is a grave mistake to use stone in one street and wood in another, when 
the same traffic has t'^ run over them both. 

I attach some notes taken from German and French periodicals, the 
figures of which I have reduced to United States standards. 

As to the cost of some pavements to the square yard, the Deutsche 
Bauzeitung, 1877, has the following : 

Viennju r London.- — -^ 

Oranfto. Granite. AftphAlto. Wood. 

Durability, yean 85 15, « IT 11.84 

CoBtofoonstruotlon $8 .07 to $8.87 98.77 $8.80 $8.90 

Total flost of mvtntenanoe 1.74 1.40 8.27 8.87 

Afl^gregate cost averaging to one y«tf-. 18 .87 .84 .82 

From experience at Buda Pesth the followmg data for 15 years are 
furnished : 

^--GenakW/b on--^ Trad^teon Aaphalteoom- 

Broken Broken prlm6* on 

Stone. Ooncrete. Stone. Wood. Uonorete. 

Thiokneae of paTement, Incheo 7.1 7.1 7.1 T 9.86to2.76 

" * foundation 6.8 6.8 6.8 f ».7 

Ooetofoonetructlon $4.60 $6.05 $6.60 $8.00 $4.86 

Total ooet of mainrenanoe 9.40 1.80 8.00 6.00 8.00 

Aggregate ooat of 15 yetn, averaging to 

one year, oent& 46 .46 .57 .60 .49 

The paving stones of Paris are described in " Romberg's Zeitschrift f. 
pract. Baukunst," 1878, as follows : 

According to the specifications a distinction is made between large and 
small blocks. 

Large blocks to be 7.9 top.! inches long, 6.3 to 9.2 inches wide and 7.9 
to 9.2 inches high. 

Small blocks to be 6.3 inches long, 3.9 inches wide and 6.3 inches high. 
The latter. **paves de petit echanttUon*' are preferred of late. Differences 
in size to 0.4 inch are admitted. 

On account of the bond, a certain percentage to be blocks one and 
one-half times as long as specified above, * bautisses^* 

According to the dressing, two qualities are distinguished : smooth and 
rectangular blocks for joints of only 0.2 inch, and rough ones for joints up 
to o 6 inch. 

The material is sandstone, **gres (Tyvette des Vosges" or **derOurtAe" 
and porphyry from Belgium and Bavaria. This porphyry, however, has 
not s^iven satisfaction, wearing too smoothly. 

The price is $44 to $125 the thousand, and $8 to $13 additional for 
dressing. 

The Macadam is being replaced where annual repairs exceed 50 cents 
the square yard. 

* Anphalte oomprlm6 ia the French term for the oompresaed powder. 
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As to the cost of the Paris pavements, the following notes are from 
Annates des ponts et chaussdes/' 1877 and 1878 : 

PAvemont. Mftcadjun. Asph^te. 

OortofooBttnietloB ...ftf.»to|S.4i f $1.9Sto|8.4& 

Appall coat of iiiiUotdniu[io», oeato 9.6 99.0 IT. I 

The wetr of MacadJMH, ai^oiiatiag to 33.17 ouUc ywdt to the mile 
and lOD hones. 

Ammai cost of. iMiftieiMince to the aqaare yaid : 

F»T«in«nta. oonto • 7.T 

Aspiuate, *• :.. IM 

M^wUm, " ,,, ,.,.,.. ».0 

The wateiJDg; with carts cpsts : 

OBJiMalMB»..» » .« ^ 19.Soo»t»tol«ttO«tn««7>iA% 

On pftTMueBto 9.« «• »« " 

J. B. DumaSt Assistant Engineer of the City of Paris, published com- 
parative estimates in " Nouv. Ann. de la Constr./' 1878-79^ from which 
the following data are compiled : 

Prtoe to 
OoAt of ooDstroodOB. the yard. 

Hw^mmt ot waNnfoiif Wtcto " <w»" ».9 ly 6>> by 6.8 imUm |8.se 

liMMdam of sUez 1.61 

•♦ *• ntmMitf 1.84 

" " porphyrf t-fve.' ^-W 

Aaphtlta oompHniA, % inohM dUw o& «.v ln^liea oonoreto. 

Ufiiig^r the UUarhydnuiJio lime , ,.. 2.93 

•* •• Bomao earnent .* '. 8.08 

" «* Ptwtlaiid 8,1ft 

Eaoh inch of aaphalta abore S Inohea additional « 1.05 

Wood pavamaBt. Tiwuttiij .......^ 8.76 

Notria ,, 4.81 

Annnal aoai of mallitaDaaoe and rapalra : 

Hi^vlair * «....84to64oanta, 

A spnalta, roadway ', SI •• 

*' craaataM .«..••. 88 " 

" aidewalk. 4.9 " 

Iffanailaiii. irfHr i 4X •• 

meaUara ,', !'. » " 

" porphyr©.... 119 ^ 

WoodMTement •- , 56 " 

Both ayateiua of ^ood pavementa ftfled In atraeta with nlf^ traffic. 

BxpenoMnta with aaphalta cool^ have ahown Ita unfltneaa Aw wagpa miAqw 

Tub Engineer, 1878, Vol. XLVI., p. 358, ascribes the invention of the 
Macadam to John Lochhead in 1794.. 

J. J. R. Croks. — Referring to the amount of water used for keeping 
down the dust on Macadamized roads (p. 82), the following may be of 
interest. 

In the year 1872 an account was kept of the water used on the drives 
in the Central Park in New York City. 

The length of carriage ways is 9435 miles, of widths from 30 to 60 
feet, averaging 54 feet. The area occupied, including spaces for car- 
riages in waiting, is very nearly 250,000 square yards. The carts used for 
watering are In the form of a segment of a cylinder of 3$ inches diameter, 



1 



* Aaphalta ooal6 (poured) la the Franoh term Aimaatlo. 
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the height Ixeing 16% inches and the chord 20 inches. The barrel is 90 ji 
inches long* and cpn|ldns 40.7 cubic feet of water. 

During the season of 1872, from April ist to Oaober jut. the roads 
were sprinkled on 136 days» using 81,505 barrels of water, or 3,509,114 
cubic Itec, an average of 94,332 cubic foet per d^r* ^ 97M <^v^ ^^^ P^^ 
day for each 1,000 square yards. The greatest amount used in any one 
day was on July 1st, when the tafttperature ranged from 77 degrees to 93 
degrees F., and 929 barrels or 37,810 cubic feet of water were used ; an 
average of 151 X cubic feet per 1,000 square yards. 

The next greatest amount used wason Jmie 32d, when the temperattttt 
ranged from 70 degrees to 86 degrees F., and 890 barreli or 36*2^3 <iubic 
feet ol water were distributed ; an average of about 145 cubic feet per 
1,000 square yards. 

At least onc'half of the area watered was i^^rinkled twice as often as 
the other hidf, in consequence of its greater exposure and the greater 
travel upon it. 

I am informed that during the summer of 1879 the carriage way of 
Fifth avenue from Twenty-third to Thirty-iovrth streets, 0.55 mile in 
length and 40 feet wide, embracing 12,907 square yards, was kept watered 
by six caru holding 70 cubic feet each, and making from three to six trips 
per day. This would make the amount of water used from 97.5 to 195 
cubic feet per i>ooo sifUare yards. The pavement is of trap blocks. 

£. B. Van Winkle.— Referring to Mr. North's paper : The form of 
roller proposed for the upper layers of earth roads» namely, large and 
smaller sized disks placed alternately on the axis of the roller, I have \ tax 
used with excellent effect on an embankment, and it could doubtless be so 
used lor the foundation of earth roads, but is unsuitable for surfacing and 
road maintenance. The ridges left by the use of this form of roller would 
tend to carry surface water longitudinally instead of the shortest distance 
transversely to the gutters. 

1 believe it would be found very efficacious and economical in the main- 
tenance of earth roads to have the regular passage over them— one or 
more timc»t accordiog to their importance — of a moderately heavy two- 
horse roller a few hours after the cessation of rains. About one roller to 
every twenty miles of ordinary road should be kept provided. 

Referring to page 6$ : I should think it questionable whether the addi- 
tion of hard pan to a clay road would be of use. 

Referring to ]|Mfes 68 and 69 : It viim\d be interestii^ to ^ow the 
results of a. combination of the first and last of the systems of roUiQg 
Macadam roads enumerated by Mr. North, that is, steam rolled and uaffic 
made. I would suggest that the steam roller be first used without bind- 
ing material, or with very little, to bring the road metal to a passable sur- 
tece, and then open the road to traffiG. 
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My experience coincides with thmt of Mr. North — Ibat the hardeM khid 
of stooe, if of the proper size, will produce a firmer roadbed #hen traflk 
made, without softer hindinf material. 

Referring to -page 71 : The reason why the Macadam in<Basnat street, 
Liverpool, does not show the wearing qualities of a weH^puddled trap 
road I conceive to be not on account of the binding material— coal tar, 
pilch, fte.— but owing to imperfect consolidation due to hand roHiog. 
I have no doubt that, the rolling being equal in all cases, a binding 
material of pitch as described would give better results than where cemem^ 
day, or ~hogg^" were used, as less water would reach the founds! '00^ 
and the pitch would have more elasticity, giving somewhat without break- 
ing or crushing. 

Referring to pi^ 72 : M. Main's picturesque description of the Macada- 
mited streets of Paris will apply with equal force to London or New York. 

As fer as I have any experience, Macadam pavements are a failure for 
dty atfeets, except ia some isolated cases where the traflfic is merely nom- 
inal, or where all other cODsiderations except pleasure driving are out of 
the question. 

Referring to page 78 : One great reason for the unexpected success 
of Mott avenue was, in all probability, that the heavy rolling over the sat* 
uraied fresh fiOhig of earth of the road (some four or five feet in depth) 
most thoroughly compacted it, hence givhig subsequently a very solid 
foofldation for the Macadam. 

Referring to pages 81 and 82 : The transverse section of a pavement 
la most important. The general tendency is to give too much cruwn to 
the pavwsent. In streets where there are horse raiboads this crowning 
has generally become excessive, the trackmen tending always to raise the 
track regardless of any established street grade, while the city employ^ 
who repair the pavements meekly assume that the track is at grade and 
pave flush with it, whfle at the same time the curb is maintained at grade 
or settles betow it. It would seem proper that the authorities in charge 
of street roadways shouk), at the time a railroad is behig built, determine 
a proper profile for it. This profile shouM be filed, and the railroad forced 
to oonfonn to it. 

Another fallacy is, that an excessive amount of crowning adds to the 
sferengtfa of the pavenient on the principle of an arch, the paving blocks 
being the voussoirs and the curbstones the skewbacks. The absurdity 
of this illusion is readily apparent if we conceive of an arch of 30 to 60 
feet span with a versed sine of one foot or less, skewbacks half a foot 
thiek restmg on eompces^ble earth, and, more wonderful still, the 
»oo s8 i fs in contact only at the extrados. The greater the crown given 
to a pavement the less will the depressions resulting from poor paving ba 
flblieeable on account of hokling water. 
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In an earth road the transverse slope should never be less than the longi- 
tudinal slope. The restriction I consider unimportant in a stone bkxk, 
pavement, as with this class of pavements there is no daager of f uts being 
formed by running water, while it is quite desirable to have the rainfall 
scour quite an extent of the pavement surface before reaching the 
gutters. 

Gillespie says that the proper section of roadway surface should be 
formed by two planes inclmed from the gutters upward towards the centrei 
of the roadway, with their intersection rounded. by a slight curve. 

That this is correct I have tried to believe for a long time, but obser-. 
vation convinces me that it is not the best form. The arc of a.cirde is 
practically the best cross section for street pavements. If not from choice, 
at least from necessi^, the bulk of travel is along the centre of the street, 
the portions on each side next the curb being occupied by vehicles stand- 
ing. With a section of the arc of a circle the centre of toe roadway is al- 
most level* Another advantage is, that while the gutters are running 
full, the width of deep water is narrower than when tbe surface is an in* 
clined plane. 

Referring to page 83 : I fully agree with Mr. North as to the excel- 
lence of granite pavements in England. London, particularly, excels in.. 
the quality of its stone block pavements. I have seen nothing elsewbens^ 
equal to them for streets of heavy traffie. Their great superiority arises 
principally from their concrete foundations. It is surprising that similar, 
foundations are not always used when the streets in the business portion 
of the city are relaid with stone blocks. The filling of the joints between 
the blocks with pitch I think would be a decided improvement upon the' 
London plan of groutiug. 

Referring to page 84; Wood pavements, as far as I have any experi*. 
ence, have been without exception a failure. I can conceive that creosote* 
ing the blocks and filling the joints with bitumen would prevent decay, 
and thereby materially lengthen the life of this dass of pavements, but, so. 
far, nothing has been — and in ail probability never will be-4nvented that 
will prevent wood, when subjected to an incessant impact and attrition of 
iron horseshoes and heavily loaded steel tires from actmg as wood— that, 
is. quickly weariQg down. The pits in the surface of wooden paveme;nts 
have been proved by borings to be due much more to the actual wearily. 
off of the wood than to settlement. 

Referring to page 97: My recollection of those sidewalks in Paris, 
covered with asphaitic mastic (" bitumen" so called) is, that they are not, 
very satisfactory. During July and August almost every footstep left an^ 
impression in the mastic, and in winter they were excesshrely muddy, and 
h^ generally siuik out of plane. 

Have any experiments ever been made with the bituminous Unyestonfj^^ 
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found in this country, to use them as paving material in t^e same manner 
as the regtilar asphalte ? 

John Bogart. — Experiments were made some years ago in Chicago 
with a peculiar limestone, which it was thought might be utilized in a 
manner similar to the imported ai^halte. The result was a good Mac- 
adam pavement, but apparently the impregnating matter had no advan- 
tageous effect — my recollection is that it was petroleum rather than 
bitumen, and thai it did not exert any cohesive force. 

C. C. Martin. — The Smith Hydraulic Stone Crusher as now manu- 
factured possesses two peculiarities which render it superior in certain 
respects to former patents : 

First, — The power is applied through an hydraulic cylinder, which 
has connected with it a safety-valve. 

Second. — ^The opening through which the stones pass after being 
crushed is wider at the bottom than at the top, as shown by the cross- 
section at ^ ^. 

These are the two essentially novel and good features of the machine ; 
all of the rest are simply mechanical arrangements for transmitting the 
power from the engine to the machine, and may be arranged as here shown 
or in any other way. In this machine a is the hydraulic cylinder, ^ is the 
frame, c is the movable jaw, </the toggle, £ the hydraulic ram, /the plunger, 
g the connecting rod, h the band wheel, k the fly-wheel, / the stationary 
jaw ; the section c c'vssl front elevation of the stationary jaw. When the 
machine is to be made ready for use the ram, e, is drawn back so as to 
place the movable jaw, c, far enough from the tixed jaw, /, to permit stones 
of the largest required size to pass through between them ; the plunger,/, 
is drawn up out of the hydraulic cylinder, -a, and the cylinder is then filled 
with water or other liquid, and the safety-valve is weighted. The opera- 
tion of the machine is as follows : Stones are thrown between the jaws 
and the engine started ; as the crank shaft revolves the plunger,/, is forced 
down into the liquid, and, displacing a portion of it. forces the ram for- 
ward, which, through the toggle, d, presses the movable jaw against the 
stone, which is crushed. The upward movement of the crank withdraws 
the plunger, and the ram is drawn back to its original position, and the 
jaw is again opened : thus, every revolution of the crank shaft produces 
one stroke of the jaw. The machine works well, running at two hundred 
to two hundred and fifty revolutions per minute, and will readily and 
regularly break seventy-five cubic yards of limestone in ten hours to sizes 
varying from i ^ to 2>i inches largest dimensions. 

The advant2^(e of the safety-valve is, that in case any stone which can- 
not be broken, a sledge-hammer dropped from the hands of a careless 
workman, or any other unyielding body, gets between the jaws, the only 
effect K to force open the safety-valve and permit the escape of a portion 
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HYORAUt-IC STONE CUTTER (SMITH'S PATENT), 
discharged is received in a small tank, and the cootinued niotioa of ifan 
machine pumps it back into ihe cylinder, and the cmshing goes on. If 
of the l.quid from the cylindt r, thu' -mpping the motioa of tbe jaw whli- 
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out stoppini^ or changing^ the motion of the fly-wheel, The liquid thus 
the obstruction stUt continues, the safety-valve is again opened. The resuh 
of this safety attachment is that the machine is neverbroken. 

The advantages of widening the jaw at the bottom are twofoid, as 
will appear from a consideration of the operation of the stone in the 
cru-her. The broken stones occupy more space than the unbroken, and 
the smaller the pieces the more space do they occupy. The stone enter- 
ing at the top of the jaw is broken, and each successive stroke crushes it 
more, and in the old style of jaw the stone became clogged and many 
pieces were ground to powder before they could escape, thus wearing out 
the jaws and cheek pieces, and consuming unnecessarily a large amount 
of power. The widened jaws permit the stones to escape as soon as tney 
are broken, thus leaving them of more uniform size, making less dost, 
and breaking them with the least possible expenditure of power. 

Edward P. North. — Regarding objections made to certain clauses 
in the paper under discussion, it- may be said that the roller with unequal 
sized disks was not advised for maintenance, but unless it was so guided 
that the larger disks always followed the same tracks its use would cause 
less tendency to longitudinal ruts in the road than the ordinary traffic. 

The advisability of surfacing a clay road with hard pan must depend 
greatly on the character of the hard pan — ^a clay hard pan might be ob- 
jectionable. 

Messrs. Spielman & Brush's practice, as detailed on p. 119,15 un- 
doubtedly sound under the circumstances, viz. : an absence of water for 
compacting and puddling, but a better road, with less tendency to inter- 
nal wear, would have been formed by a steam roller, if sufficient water 
could have been procured. 

Lavoinne seems to have misunderstood the e£Fect of the screenings, 
/. /., small fragments of stone from the breakers. The coarser of these 
are applied only when compacting has proceeded so far that the stones have 
a tendency to roll over one another and round their angles ; these screen- 
ings bind the stone and prevent to a great extent further wear. About 
33 per cent, of screenings are worked into the metal and are used in pud- 
dling. Probably about 2$ per cent, of this is coarse screenmgs in tV e 
interstices between the stones, the rest being fine screenings and that 
used in puddling. 

Law & Clarke, p. 145, give 10 or 11 cubic feet interspace per yard — ^40 
per cent, in compacted stone. In Paris, about 24 per cent, of sand is used 
in binding, and, as above stated, 33 per cent, of screenings are used here. 

It was not the inteation to argue for poorly constructed wooden pave- 
ments, but rather to show the practice where wood pavements are suc- 
cessful, with the hope that it might be followed in t his country*. The fact 
that wood pavements as usually constructed here, and never repaired, have 
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proved failures, cannot be denied* but that a well made and inteUsgentl]r 
maintained wood pavement would be a failure is doubted. 

The following memorandum from Cleveland coniinns this view : " In 
the year 1873 5,070 square yards of creosoted wooden pavement were laid 
in Franklin street, Cleveland. The pine blocks were creosoted with about 
4 pounds of oil per cubic foot. Since that time no money has been 
expended in maintenance, and the pavement is in excellent order. 

"At the same time, and in the same street, an equal area was laid with 
blocks prepared by the * Thilmany' process ; of this, i^oo square yards 
have been relaid by the city." 

It is unfortunate that the asphalte pavements in Washington were so 
poorly laid. 

I street has such an excessive crown that it is only in the centre of the 
wheelway that the street is sufficiently flat for ease or comfort in driving. 

On Pennsylvania avenue the transverse profile is good, but the heated 
powder was apparently laid on damp concrete, and the surface is badly 
cracked in consequence, and has been extensively repaired, though it was 
laid in the fall of 1877, and it is doubtful if it wears more than five years 
in all. 

In Paris, with a much heavier traffic, asphalte lasts i s years. 

The bituminous mastic pavements described by Mr. McComb present 
very fine surfaces, and, if they wear as well as now hoped, will have all 
the advantages of compressed asphalte, except durability, at reduced cost, 
and their use may be advisable in streets of light traffic. 

The present practice is to make the wearing surfaces harder than has 
been usual, it having been held that all mastic pavements, subjected to 
street traffic, should be made so soft as to dent in summer, to prevent 
their breaking up in winter. 

The weak p ^int of bituminous mastics seems to lie in the expense 
necessary to free the Trmidad bitumen from clay, and the difficulty of 
getting sand that is free from clay, and fine enough to absorb sufficient 
bitumen for cohesion in cold weather, without an excess in hot weather. 
Loam or loamy sand was used at first to enable the mixture to carry 
sufficient bitumen for wear, but the rapid rotting in the gutters, and at 
other points where water lies, has led to the use of 15 to 16 per cent, of 
limestone, ground to pass through a sieve with 26 meshes to the inch, 
which probably will not be so detrimental to the mastic as clay. 

In reply to a question as to the amount of clay alk>wed in mastic 
work in Europe, M. Leon Malo writes : ** In principle, no clay ac ail 
ought to be in .maslic ; the asphalte rock, being quite pure limestone, is 
desired to be mixed with quite pure bitumen. But, in reality, the bitu* 
men of Trinidad having been generally adopted in works by war.t of pure 
mineral bi' umen, and as it is impossible to qnite deprive that bitumen ot 
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rr« ciay. it is admitted that the clay brought into the asphalie works by L.« 
'4'rinidad bitumen can be accepted ; that is to say, from 2 to 3 per cent U 
cjay in the mastic. For the compressed asphalte, to which no bitumen ..$ 
added, not one quantity of clay is allowed." 

Regarding the asphaltlc mastic sidewalks of Paris, it should be mc^ttu 
that there is always a temptation on the part of the mastic workers to use 
too much bitumen, as the larger the percentage the more easily the ma&tx 
is worked ; and, unless it is kept very low, the pavement will dent in hot 
weather. The mud must have been brought on from the wheelways, as, 
according to Chabrier, the mastic sidewalks under the arcades of the Rue 
de Rivoli, Paris, wore about half an inch in 13 years — too small a wear to 
produce much mud. 

The necessity for better pavements than those offered by the 
prevalent granite blocks, will justify the insertion of a translation from 
M. Leon Male's " NoU sur LEtat Actuel de U Industrie de UAsphalte 
Paris, 1879." 

The experiment of compressed asphalte for carriageway^ has now been 
made. It has shown its defects and its advantages ; we do not hesitate to 
say that its advantages far exceed its defects. 

We do not now speak of its noiselessness nor of its precious property 
of creating neither dust nor mud ; of its agreeable aspect to the eye, whicn 
is a quality not to be neglected in the ensemble of the embellishment of a 
city ; we have shown the importance of these in our first work. We insist 
only on its action upon the public health ; a point which we did not 
sufficiently emphasize. 

The asphalte, placed over the soil, like a layer of caoutchouc, abso- 
lutely intercepts any communication between the soil and the atmosphere ; 
it does not allow rain water, which runs rapidly into the sewers, to pene- 
trate; and thanks to its water-repelling i^* kydrofttge*^ character, the 
carriageways dry as soon as the rain has ceased. 

A stone pavement, on the contrary, permits a constant communica- 
tion between the soil and air through its joints. All the impurities of the 
surface, dissolved by the surface waters, are by them carried into the 
^arth ; then, when the sun strikes it, these impure waters are evaporated, 
returning miasma„bred below the pavement, into the air ; it is an evil 
which has been long recognized and uncontested, but against which no 
remedy is known. 

The system of joining pavements with asphaltic mastic might, per- 
haps, obviate it, but it is very costly, and renders the carriageway ex- 
tremely hard for vehicles. Compressed asphalte seems to have solved ihe 
^I'StAtm ; and we are compelled to think that^j^ all the services which it 
ca:* render, this is the most efficacious and the most precious. To be 
sure, the influence of deleterious miasmas radiated from the different sys- 
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x.tm% of pavements with open joints, cannot be analyzed in a precise 
manner ; it is judged rather by induction than by a direct obsenr^on 
wfi*ch can be put in figures ; but it is not the less evident and not the less 
to ne dreaded. 

M. Malo also gives the following tabulated results of analysis made in 
the laboratory de L'Ecole des Fonts et Chauss^es on different asphaltes: 





Yalde 
TiAven. 


Sayaael. 


LolMaB. 


SleOaB. 


ICaaata. 


FbMDa. 


Wftter and matter Toteftile at 

91««F» 

Bitumen 


0.60 

10 10 

87.96 
«i 

0.25 
«t 

0.80 

0.46 
0.46 


1,90 

8.00 

80.56 
«< 

0.15 
t< 

0.10 

0.10 
0.90 


8.40 
11.90* 
09.00 

8.06 

6.70» 

6.00 

0.80 

1.06 


0.80 

8.86 

87.50 

0.60 

0.90 
«« 

0.95 

It 
0.40 


0.40 

8.80 

9.16 

67.40 

4.86 

«4 

8.10 

11.86 
0.4ft 


0.96 
9.95 


Gabonate of lime 


97.00 


SHMowMiid .. 

Alumtnom and peroxide of 
Iron 


t( 
0.16 


aokiiiar 


(. 


Carbonate of magneala 

Different minerala Insolable in 

acida 

Leae 


0.90 

0.06 
0.10 








100.00 


100.00 


100.^ 


100.00 


100.00 


100.00 



Notes. 

1. The water given above depends on the dryness of the sample at the 
time of analysis ; the figures not being of importance in the result. 

2. This quantity appeared to contain a certain proportion of oil, which 
was mixed with the bitumen and was noc exactly determined. 

3. This comprises 4.45 of iron, combined with sulphur. 

M. Durand-Claye, Director of the laboratory, speaking of the Lobsan, 
says : " It contains about ^ji per cent, of pjrrites, which may become the 
cause of failure in employing this material. The heat to which it is sub- 
mitted may cause it to lose half of its sulphur, and be transformed into 
protosulphate of iron, an oxydizable material, which by exposure to the air 
is transformed into a soluble sulphate of iron ; disintegration may result 
from this a short time after putting it in place." 

Mr. H. F. Starr, of the Columbia College School of Mines, kindly 
made an analysts of some Limmer asphalte, which gave the following 
result : 

Bitumen 8.SS 

CUy 4.98 

Carboiuite of lime 6f.6« 

Carbonate of mairneela 97.01 

Seaqul-ojclde of iroB 8.9! 

lOO.UO 

This is the only analy^ I have seen of an asphalte that wtli not com- 
press, and the only one, excepting the Maestu, in which there is over one 
per cent, of carbonate of magnesia. 
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H.Mak) ginsaoalyaMof seven dtSerent ctrgoes of tntde Trinkuui 
bitumen. In coob case the samples were thoroughly dried, tosk^ Irom %* 
tojSpercQBt., after which the average of the analysis was bituoMii sijh, 
and clay 48X p^ cent. The greatest percentage of bitumen in any aantas 
was 57.SS, attd the least 45. 

In addition to the description of the bydratilic crusher fumi^ted by Mr. 
Martin, a mantioa of the new Blalce crusher maybe of interesL See iqju^v. 



In it the old cast^ron frame Is replaced by steel rods and a wooden 
frame, so cushioned that the fly-wheel, in case of abnormal resistance, 
can make a part of a revolution. The pitman, which is above the driving- 
axle, can be lengthened or ahartened. so as to increase or diminish the 
stroke of the jaws, and the length of the toggles has been increased. It is 
probable that these changes will reduce the expense o( stone-brealdng t^ 
diminishing the breakage account, which, particularly with tr^i rock, is a 
serious item. 

Mr. J. L, Gillespie, C. E., gives me the following as the cost of break- 
ing 15,150 cubic yards of limestone during 1874-5-6-7, for the concrete 
used in the preservation of the Falls of St. Anthony. The machme, an 
&-inch by i6>bich, old pattern Blake, was run by water power, for which 
there was no charge. 

The oust and qoantities were at follows, the stone being delivered at the 
breaker: 

taU4 ....»,4MaMi- ^>iu(l>M .41. OMti. 



